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RFP ADDENDUM 
RFP-18 Rev. 5/17/12 
Prev. Rev. 4/16/12 
 

STATE OF CONNECTICUT 
DEPARTMENT OF ADMINISTRATIVE SERVICES 

RFP NO.: 
 

12PSX0315 

Janet DelGreco Olson 
Buyer Name 

PROCUREMENT DIVISION 
165 Capitol Avenue, Room 5th Floor South 

Proposal Due Date: 
 

15 January 2013 
 

(860)713-5079 
Buyer Phone Number 

HARTFORD, CT 06106-1659 Date Addendum Issued:  
 

6 November 2012 
 

PLEASE NOTE: 
This document has been marked as “Returnable”.  Electronic submittal of this document indicates that 

your company has read and accepted any modifications to the RFP that are contained in this Addendum. 
 

RFP ADDENDUM #5 
 
DESCRIPTION: Body Armor 
 
FOR: 
Department of Emergency Services and Public Protection 
Department of Correction 
All Using State of Connecticut Agencies and Political  
Subdivisions of the State of Connecticut 
 
PROPOSERS NOTE: 
Addendum #5 has been issued to RFP 12PSX0315 for the following: 
 

1. To extend due date to January 15, 2013 
2. Sig Sauer is the required handgun for testing. 
3. To clarify testing requirements as follows: 

 

 
Special Performance Testing Summary Table Panels 

 
Notes Criteria Test Standard Ammunition Condition Velocity Larger Smaller 

 
1 Ballistic Limit (V50) NIJ STD 0101.06 Section 

7.9 FEDERAL .45 cal. 230 gr. P45HST2 Dry *980 2 2 

   
Perforation / Backface Signature 
(P/BFS) 

NIJ STD 0101.06 Section 
7.8 FEDERAL .45 cal. 230 gr. P45HST2 Wet 980 1 1 

 
1 Ballistic Limit (V50) NIJ STD 0101.06 Section 

7.9 
SPEER .45 cal. Gold DOT 230 gr. 
GDHP53966 Dry *980 2 2 

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 

SPEER .45 cal. Gold DOT 230 gr. 
GDHP53966 Wet 980 1 1 

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 FEDERAL 10mm 180 gr. JHP P10HS1 Wet 1120 1  

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 FEDERAL 10mm 180 gr. FMJ AE10A Wet 1120 1  

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 FEDERAL .40 cal. 165 gr. P40HS3 Wet 1010 1  

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 FEDERAL.40 cal. 155 gr. P40HS2 Wet 1170 1  

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 FEDERAL .40 cal. 180 gr. P40HS1 Wet 1090 1  

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 FEDERAL .45 cal. 230 gr. P45HS1 Wet 990 1  

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 WINCHESTER 9mm 127 gm. RA9TA Wet 1340 1  
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Special Performance Testing Summary Table (cont.) Panels 

 
Notes Criteria Test Standard Ammunition Condition Velocity Larger Smaller 

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 WINCHESTER .40 cal. 165 gr. RA40TA Wet 1230 1  

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 

WINCHESTER .40 cal. 155 gr. 
X40SWSTHP Wet 1300 1  

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 WINCHESTER .40 cal. 180 gr. RA40T Wet 1080 1  

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 WINCHESTER .45 cal. 230 gr. RA45T Wet 975 1  

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 WINCHESTER .45 cal. 230 gr. RA45TP Wet 1080 1  

 
  Perforation / Backface Signature 

(P/BFS) 
NIJ STD 0101.06 Section 
7.8 

REMINGTON .45 cal. Golden Saber 230 
gr. GS45APB Wet 965 1  

 
2 Ballistic Limit (V50) MIL STD 662F 17gr FSP (per MIL DTL 46593B) Dry TBD 2 

1 Thickness ASTM D 1777 ‐ 96 N/A Dry N/A 4 4 

1 Areal Density of Body Armor HPW‐AD01‐11 N/A Dry N/A 4 4 

Notes 

1 

Panels used for Thickness and Areal Density testing shall also be used for Ballistic Limit testing. 
Thickness shall be measured before opening the panel covers for areal density testing. Thickness shall be measured under 0.5 psi. Panel covers shall be cut 
along the bottom edge and separated from suspension tabs to remove armor packs prior to areal density measurement. Removed panel covers shall be 
retained during areal density testing. Armor packs shall be inserted back into the panel covers after areal density testing and shot dry for V50. Panel 
covers will not be resealed. 

2 

15" x 15" shoot packs or larger sized vest panels may be used for initial bid submittal testing; however materials and construction (stitching, overlaps, 
panel cover etc...) shall be identical to the vests being proposed. For on‐going testing under the contract, only vest panels shall be used. Panels shall be 
tested without a removable carrier. Range configuration shall be in accordance with FQ/PD IOTV 07‐05F Section 4.10.1 through 4.10.6 (j). When 
submitting panels for testing, manufacturers shall provide expected V50 velocity to establish an appropriate starting velocity per MIL STD 662F section 
5.3.3. If unknown, starting velocity shall be 1950fps (+/‐ 25fps). 

* Starting velocity 

Sample Summary Table 

Count Sample Description 

10 Larger vests (19 panels for testing plus 1 spare). Pattern should be in accordance with NIJ STD 0101.06 Appendix C in the largest size approved for the 
model on the NIJ's Compliant Products List (CPL). 

3 Smaller vests (6 panels for testing). Pattern should be in accordance with NIJ STD 0101.06 Appendix C in the smallest size approved for the model on 
the NIJ's Compliant Products List (CPL). 

 
1 A larger vest or two 15"x15" shoot packs may be used for 17gr V50 testing. 

 


