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l. DESCRIPTION OF GOODS AND SERVICES: 
 

1. This specification covers material requirements for coated aluminum coil alloy sheet 
stock used to make multi‐year motor vehicle license plate blanks at the Client Agency 
Cheshire Correctional Facility 

 
2. These specifications define a conversion coated aluminum substrate material suitable in 

the manufacture of reflector zed multi‐year motor vehicle license plates.  Detailed 
qualitative and quantitative criteria for the manufacture and delivery of the substrate 
are included in these specifications. 

 
3. The aluminum shall be produced to the following properties: 

 
a. Alloy‐Temper  ‐  3105‐H21 

b. Thickness  ‐ .032” + .0015" ‐ .0015” 

c. Width (Standard Size) ‐ 12” + 1/32” ‐ 0 

d. Motorcycle) ‐ 7‐3/32" + 1/32" ‐ 0 

e. Ultimate Strength  ‐ 17,000 to 23,000 psi 

f. Minimum Yield Strength  ‐  12,000 psi 

g. Elongation on 2" Standard Specimen ‐  16 Min. / 20 Typical 

h. Quality   
To withstand embossing with all steel dies at 3/32" height without 
breaking, cutting or appreciable plate warping. 

 
i. Front Surface Finish & Backside Preparation 

  Treated with a light, tightly adherent, chrome‐ free conversion coating 
pretreatment.  The chrome‐free aluminum pretreatment shall provide 
for the proper level of adhesion of reflective license plate sheeting.  
Coating to be and free of any powdery residue or oil or other foreign 
material, which may affect adhesion of reflective sheeting. 

 
j. Backside Surface Finish 

Treated with a polyester wash coat to protect the backside surface as 
well as provide protection to front side conversion coated surface.  
Finish shall be free of any powdery residue or oil or other foreign 
material, which may affect adhesion of reflective sheeting. 

 
k. Conversion Coating Weight ‐ 4 to 6 mg/ft2 
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ll.  ADDITIONAL ALUMINUM DESCRIPTION AND SPECIFICATIONS  
 

Aluminum‐Roll Sheeting – 12”wide and 7‐ 3/32” wide for the manufacture of license plates. 
Approximate total annual usage is 200,000 lbs.   

 

III.  TEST AND ANALYSIS OF SAMPLES 
 

On or before the date of the bid opening, each prospective Contractor shall submit a 50‐pound 
sample piece of conversion coated aluminum meeting the criteria defined above.  The sample 
shall be properly labeled with the name of the manufacturer, alloy, gauge, strength, and any 
other characteristic that would benefit testing and analysis. 

1. Any sample that does not meet the specification or production testing may result in the 
rejection of the bid. 

2. Acceptance of the sample does not relieve the Contractor of the responsibility of 
furnishing the purchaser with the production material that meets design criteria and/or 
sample quality in accordance with these specifications.  Any deliveries over the duration 
of the contact may be rejected if design specifications are not sustained at the highest 
level. 

3. Address samples to: 

Cheshire Correctional Institution 
900 Highland Ave 
Cheshire, CT  06410   
Attention: Marker Shop – Tim Boynton 

 

III.  PACKAGING 
 

1. All individual coils shall be wound to nominal weight from 2000 to 2500 pounds.  Coils 
shall have a core with an I.D. of 20”.  Coils shall have a nominal O.D. of 48”.  Coils shall 
be wound straight and fairly tight with a maximum of 1/16” interweave. 

2. Coils shall be packed on skids or pallets with a total weight of no more than 4000 
pounds per skid.  Skids with multiple coils shall have coils separated by 2” wood spacers 
so as to allow safe removal of the top coil by a forklift. 

3. Each coil shall have the end of the coil taped or the coil shall be banded to prevent it 
from telescoping or unwinding.  Each coil shall be wrapped with waterproof paper or 
plastic and shall be properly protected during shipping to ensure no moisture or other 
foreign material contaminates the coils.   

4. Coils shall be free from edge damage, as caused by cable marks, forklifts, dull cutting 
dies, rough separator discs or any other causes that result in rough, wavy or damaged 
edges.   
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5. Each pallet or skid shall contain a securely attached legible packing slip.  The packing slip 
shall indicate the size of each coil, the gross and net weights of each coil, and the agency 
purchase order number. 

IV.  SHIPPING 
 

1. Shipments shall be open flatbed trailer for side off‐loading by forklift truck. 

2. Shipments to be approximately 40,000 pound truck loads. 

3. Client Agency to unload at destination. 

4. Client Agency shall be notified by Contractor 48 hours prior to arrival of shipments.  
Deliveries shall be Monday through Friday only, 8:30 a.m. to 1:30 p.m., no holidays. 

5.    All trucks and truck drivers entering the facility to deliver are required to be cleared by 
Department of Correction.  The Collect Background Report for each driver needs to be 
faxed to (860) 692‐7703 at least 1 week prior to delivery.  Please see Attachment A for 
a copy of the Collect Background Report. 

6.    The shipping address for all deliveries shall be made to Client Agency Cheshire 
Correctional Facility.  Please see Attachment B for the State of Connecticut 
Department of Correction Security Regulations, for special Client Agency delivery 
instructions. 

 
V.    PRICING  

1. Line items 1 and 2:  Shall be bid as + differential price delivered for a one (1) AND two 
(2) year term.  

 

2. The + differential price shall be paid in addition to the base price per pound posted for 
the aluminum which shall be based the average U.S. Midwest Transaction Price per 
pound of P‐1020 aluminum, as published in “Platt's Metal Week” during the first 30/31 
days of the month immediately preceding the month in which delivery of the Product is 
to be made. 

 
3. Example of payment:  Differential price bid $ _______ per lb. + Posted price $ _____ 

shall equal the total price paid by the State of Connecticut. 
 

4. Note:  The applicable posted price paid by the State of CT throughout the term of the 
contract shall fluctuate and the differential price paid by the State shall be a fixed price 
paid for either a one (1) or two (2) year contract term.  

 
5. For line items 3 and 4:  Contractors shall bid a fixed price per pound price delivered for 

a one (1) AND two (2) year term.  
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6. Note:  Contractors are encouraged to bid all 4 line items.  However, Contractors will not 
be disqualified if they choose not to bid all 4 line items.  Contractors should indicate “No 
Bid” on the line items they choose not to bid on.  It is the intention of the state to 
award the line item that is in the best interest of the state.    

 
   
 
 

 


