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ELECTRICAL SPECIFICATIONS

poonic PP1 125 BUS
WIRE & o |w LOAD IN VOLT-AMPERES wl o WIRE &
LOAD SERVED CONDUIT Z |5 - = = o| CONDUIT LOAD SERVED
1 1911 | 11911 2
3 CRAC-3 3#6+#10G-1"C. | 50 | 3 1911 | 11911 3| 50 | 3#6+#10G-1"C. CRAC-4 4
5 1911 | 11911 6
7 1214 | 1274 8
9 ACCU-6 3#12+#12G-3/4'C.| 15 | 3 1214 | 1274 3| 15 | 3#12+#12G-3/4"C. ACCU-7 10
11 1214 | 1274 12
13 SPARE ; 20 | 1 1] 20 SPARE 14
15 SPARE - 20 | 1 11 20 SPARE 16
17 SPARE ; 20 | 1 11 20 SPARE 18
(SURFACE MTD) LOAD PER PHASE 26,370 26,310 26,370
TOTAL = 79,110 VA

GENERAL:

PROVIDE LABOR, MATERIALS, EQUIPMENT AND SERVICES FOR COMPLETE ELECTRICAL SYSTEMS FOR EXISTING AND NEW
SYSTEMS AND AS REQUIRED BY APPLICABLE BUILDING CODES, NATIONAL ELECTRICAL CODES, INCLUDING OSHA. PAY ALL
FEES, OBTAIN ALL PERMITS, CERTIFICATES AND ALL CONTROLLED INSPECTIONS AND INSPECTIONS. USE NEW U.L. APPROVED
EQUIPMENT. INCLUDE ALL TEMPORARY LIGHT AND POWER DURING CONSTRUCTION.

PROVIDE ALL LABOR MATERIAL AND EQUIPMENT TO ACCOMPLISH ANY REQUIRED DEMOLITION OR REMOVAL WORK.

ALL EQUIPMENT SHALL BE INSTALLED IN A NEAT AND WORKMANLIKE MANNER. ALL MATERIALS SHALL BE OF THE BEST
QUALITY FOR THE PURPOSE INTENDED. TRADE NAMES AND CATALOG NUMBERS ARE INTENDED TO INDICATE THIS GRADE
AND QUALITY.

RENDER FULL COOPERATION TO OTHER TRADES WHERE WORK OF CONTRACTOR WILL BE INSTALLED IN CLOSE PROXIMITY
TO WORK OF OTHER TRADES. THE CONTRACTOR SHALL ASSIST IN WORKING OUT SPACE CONDITIONS. VERIFY POWER
REQUIREMENTS WITH ALL OTHER TRADES.

ON ACCEPTANCE OF CONTRACT, CONTRACTOR AGREES TO GUARANTEE ALL OF HIS WORK AND EQUIPMENT FOR A PERIOD OF
NOT LESS THAT ONE (1) YEAR FROM DATE OF INITIAL OPERATION. MANUFACTURED EQUIPMENT SHALL CARRY FULL PERIOD
OF MANUFACTURER'S GUARANTEE, AND SHALL NOT BE LESS THAN ONE (1) YEAR.

THE CONTRACTOR SHALL PERFORM ALL CUTTING NECESSARY FOR THE PROPER INSTALLATION OF ELECTRICAL WORK.

KEEP CONDUITS AND OTHER OPENINGS CLOSED TO PREVENT ENTRY OF FOREIGN MATTER. COVER FIXTURES, EQUIPMENT
AND APPARATUS AND PROTECT AGAINST DIRT, WATER, CHEMICAL OR MECHANICAL DAMAGE BEFORE AND DURING THE
CONSTRUCTION PERIOD UNTIL THE FINAL ACCEPTANCE. EQUIPMENT SHALL BE DELIVERED AND STORED AT SITE, PROPERLY
PACKED AND CREATED UNTIL FINALLY INSTALLED.

IT IS THE INTENT OF THESE SPECIFICATIONS AND DRAWINGS TO CALL FOR AN INSTALLATION THAT IS COMPLETE IN EVERY
RESPECT. IT IS NOT THE INTENT TO GIVE EVERY DETAIL ON THE DRAWINGS AND IN THE SPECIFICATION. IF AN ITEM OF WORK
IS SHOWN ON THE DRAWINGS, IT SHALL BE CONSIDERED SUFFICIENT FOR INCLUSION IN THE CONTRACT. THE CONTRACTOR
SHALL FURNISH AND INSTALL ALL MATERIAL AND EQUIPMENT USUALLY FURNISHED OR NEEDED TO MAKE A COMPLETE
INSTALLATION, WHERE SPECIFICALLY MENTIONED OR NOT.

SHOP DRAWINGS AND OTHER INFORMATION REQUIRED: PRIOR TO PURCHASING ANY EQUIPMENT OR MATERIALS, A
MANUFACTURER'S LIST SHALL BE SUBMITTED FOR REVIEW. PRIOR TO ASSEMBLING OR INSTALLING THE WORK, THE
FOLLOWING SHALL BE SUBMITTED FOR REVIEW:

CATALOG INFORMATION, FACTORY ASSEMBLY DRAWINGS AND FIELD INSTALLATION DRAWINGS AS REQUIRED FOR A
COMPLETE EXPLANATION AND DESCRIPTION OF ALL ITEMS OR EQUIPMENT. THE PURPOSE FOR REVIEW SHOP DRAWINGS IS
TO MAINTAIN INTEGRITY OF THE DESIGN, UNLESS THE CONTRACTOR CLEARLY INDICATED IN WRITING AND ON HIS
LETTERHEAD, ANY CHANGES, SUBSTITUTIONS, DELETIONS OR ANY OTHER DIFFERENCES BETWEEN THE SUBMISSION AND
CONTRACT DOCUMENTS, APPROVAL BY THE ENGINEER DOES NOT CONSTITUTE ACCEPTANCE. IT IS NOT TO BE ASSUMED
THAT THE ENGINEER HAS READ THE TEXT NOR REVIEWED THE TECHNICAL DATA OF A MANUFACTURED ITEM AND ITS
COMPONENTS EXCEPT WHERE THE VENDOR HAS POINTED OUT DIFFERENCES BETWEEN HIS PRODUCT AND THE SPECIFIED
MODEL.

THE CONTRACTOR SHALL VISIT THE SITE TO DETERMINE THE CONSTRAINTS OF THE EXISTING AVAILABLE SPACE PERTAINING
TO EQUIPMENT SIZE AND CONFIGURATION AND TO EXAMINE THE CONDITIONS UNDER WHICH THE EQUIPMENT WILL BE
INSTALLED. CONTRACTOR SHALL AT THIS TIME REPORT ANY DISCREPANCIES OR QUESTIONS TO THE ARCHITECT/ENGINEER.

WHERE CONFLICTS OCCUR BETWEEN DRAWINGS AND SPECIFICATIONS, OR WITHIN EITHER DOCUMENT, THE CONTRACTOR SHALL ASK
FOR AND OBTAIN A WRITTEN CLARIFICATION FROM THE ENGINEER PRIOR TO SUBMITTING HIS BID. OTHERWISE, THE ITEMS OR
ARRANGEMENTS OF SUPERIOR QUALITY, GREATER QUANTITY OR HIGHER COST SHALL PREVAIL AND BE INCLUDED IN THE CONTRACT
PRICE.

POWER PANELS:
LIGHTING AND POWER PANELS SHALL BE WALL-MOUNTED, 480Y/277 VOLTS, 3 PHASE AS INDICATED IN SCHEDULES WITH
NEUTRAL AND GROUND BUSSES. ALL MAIN BUS BARS AND BRANCH CONNECTORS SHALL BE COPPER, SIZED IN ACCORDANCE

WITH UL STANDARDS. PANELS SHALL UTILIZE BOLT-ON CIRCUIT BREAKERS ONLY AND SHALL BE MANUFACTURED BY SQUARE
D, GE.

MECHANICAL EQUIPMENT CONNECTIONS:

ALL POWER CONNECTIONS TO HEATING, AIR CONDITIONING, AND PLUMBING EQUIPMENT, WHICH SHALL INCLUDE SUPPLYING
AND MOUNTING OF SAFETY DISCONNECT SWITCHES, SHALL BE PROVIDED. INCLUDE THE MOUNTING OF MOTOR STARTERS,
WHICH SHALL BE FURNISHED BY THE SUPPLIERS OF MECHANICAL EQUIPMENT.

SAFETY SWITCHES SHALL BE PROVIDED AND SHALL CONSIST OF METAL ENCLOSED, EXTERNALLY OPERATED FUSED, OR
UNFUSED SAFETY SWITCHES OF SUCH TYPE AND SIZE AS REQUIRED TO PROTECT AND DISCONNECT THE LOAD FOR WHICH
THEY ARE INTENDED.

WHERE WEATHERPROOF SWITCHES ARE INDICATED OR REQUIRED, NEMA 3R RAIN-TIGHT ENCLOSURES SHALL BE PROVIDED.
SUPPORTS:

PROVIDE SUPPORTS, BRANCHES AND HANGERS FOR THE INSTALLATION OF OUTLETS, CONDUITS, PANELS, STARTING AND
CONTROL EQUIPMENT.

600 VOLT CABLE:

ALL WIRE NO. 10, 12, AND 14 AWG SHALL BE SOLID CONDUCTOR TYPE THHN/THWN; NO. 8 AWG THROUGH NO. 1 AWG SHALL BE
STRANDED CONDUCTOR TYPE THHN/THWN; NO. 1/0 AWG AND LARGER SHALL BE STRANDED CONDUCTOR TYPE XHHW.

TYPE MC ARMORED CABLE SHALL CONFORM TO UL AND NEC ARTICLE 334, AND SHALL BE CONSTRUCTED OF MINIMUM NO. 12
AWG STRANDED COPPER CONDUCTORS, WITH THHN INSULATION.

CONDUIT:
ALL WIRING WILL BE INSTALLED IN ACCORDANCE WITH THE FOLLOWING:

ALL FEEDERS TO PANELBOARDS AND MECHANICAL EQUIPMENT AND HOMERUNS SHALL BE INSTALLED IN EMT. FINAL
CONNECTIONS TO MECHANICAL EQUIPMENT SHALL BE IN FLEXIBLE METALLIC CONDUIT.

ALL BRANCH CIRCUIT WORK RUN CONCEALED ABOVE INACCESSIBLE CEILINGS AND WITHIN STUD PARTITIONS OF FINISHED
AREAS SHALL BE INSTALLED IN MC CABLE.

ALL BRANCH CIRCUIT WORK RUN ABOVE ACCESSIBLE CEILINGS OR IN AREAS WITHOUT CEILINGS SHALL BE INSTALLED IN EMT.

BRANCH CIRCUIT HOMERUNS FROM LAST J-BOX TO PANELBOARD SHALL BE EMT CONDUIT. J-BOX SHALL BE LOCATED IN
AREA SERVED BY BRANCH CIRCUIT. DOWNSTREAM FROM J-BOX SHALL BE MC CABLE.

ELECTRICAL METALLIC TUBING (EMT) SHALL BE GALVANIZED STEEL, CONFORMING TO ANSI C80.3, UL 797, AND NEC ARTICLE
358. PROVIDE WITH COMPRESSION TYPE FITTINGS, COUPLINGS, AND CONNECTORS.

CONNECTORS FOR METAL CONDUIT SHALL BE INSULATED THROAT TYPE. PROVIDE GROUNDING BUSHINGS OR LOCKNUTS AT
ALL METALLIC RACEWAY CONNECTIONS TO SHEET STEEL BOXES AND ENCLOSURES.

EXTERIOR CONDUIT SHALL BE LIQUIDTIGHT FLEXIBLE METAL CONDUIT.
GROUNDING:

A COMPLETE CONTINUOUS GROUNDING SYSTEM TO THOROUGHLY GROUND THE NON-CURRENT CARRYING METAL PARTS OF
EVERY NEW PIECE OF INSTALLED EQUIPMENT SHALL BE PROVIDED. THE SYSTEM SHALL BE CONNECTED TO PROVIDE AN
INDEPENDENT FAULT RETURN TO SOURCE.

INSTALLATION:

INSTALL WORK IN A NEAT AND WORKMAN LIKE MANNER.

CONTRACTOR SHALL BALANCE THE LOAD CONNECTED ON THE PANELBOARDS EQUALLY AMONG THE PHASES. MEASURED
PHASE IMBALANCE SHALL NOT EXCEED 10%. AS INSTALLED CIRCUIT NUMBERS SHALL BE REFLECTED ON THE PANEL
DIRECTORIES.

CONTRACTOR SHALL SEAL ALL PENETRATIONS THROUGH PARTITIONS OR SLABS WITH A U.L. APPROVED SMOKE STOP TO
MAINTAIN THE INTEGRITY OF THE RESPECTIVE FIRE RATING.

PRIOR TO FINAL ACCEPTANCE, CLEAN ALL CABINETS, DEVICE PLATES AND OTHER ITEMS FURNISHED UNDER THIS CONTRACT.

AS-BUILT DRAWINGS:

PROVIDE A COMPLETE SET OF AS-BUILT DRAWINGS REFLECTING AS INSTALLED CONDITIONS. AS-BUILT DRAWINGS SHALL
INDICATE ALL INSTALLED CONDITIONS OF SYSTEMS WITHIN THIS DISCIPLINE. DRAWINGS SHALL BE OF SIMILAR SCALE AS THE
CONSTRUCTION DOCUMENTS AND INCLUDE DETAILS AS NECESSARY TO CLEARLY REFLECT THE INSTALLED CONDITION.
DRAWINGS SHALL BE BOUND IN A COMPLETE AND CONSECUTIVE SET. SUPPLEMENTAL SKETCHES AND LOOSE PAPERWORK
WILL NOT BE ACCEPTABLE AND WILL BE RETURNED FOR REVISION. THE CONTRACTOR SHALL COMPLY WITH THE ENGINEERS
COMMENTS TO PRODUCE A CLEAR AND CONCISE SET OF DRAWINGS. DRAWINGS SHALL BE SUBMITTED IN BOTH HARD COPY
AND ELECTRONIC (AUTO-CAD VERSION AS REQUIRED BY THE OWNER) VERSION. NUMBER OF COPIES OF EACH AS
REQUESTED BY THE OWNER.

TESTS:

TEST ALL WIRING, CONTROLLERS, STARTERS, MOTORS, ETC., WIRED UNDER THIS DIVISION. LEAVE FREE FROM GROUNDS,
CROSSES, SHORTS, OPENS, ETC., AND LEAVE MATERIALS AND APPARATUS IN PROPER AND SATISFACTORY WORKING
CONDITION.

PERFORM ADDITIONAL TESTS REQUIRED BY OWNER, ARCHITECT OR ANY OTHER AUTHORITIES HAVING JURISDICTION.

CORRECT OR REPLACE ANY CIRCUIT, MATERIAL OR EQUIPMENT WHICH IS FOUND TO BE DEFECTIVE BY THESE TESTS.
CORRECT DEFECTS, WHETHER DUE TO FAULTY WORKMANSHIP OR MATERIAL FURNISHED, IN A MANNER ACCEPTABLE TO
ENGINEER WITHOUT ADDITIONAL COST.
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