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GENERAL NOTES
1. Call Before You Dig: 1-800-922-4455.  Notify the Engineer immediately if any utility conflicts are encountered
2. Provide traffic and pedestrian barricades and construction warning signs as required, provide emergency access to all
buildings.
3. Saw cut, and remove existing surface material from site and dispose of in accordance with all applicable laws and
regulations.
4. Check existing base material for suitability.  Notify the Engineer of areas with unsuitable base material
5. Form and pour new concrete sidewalks on prepared base material.
6. Protect new concrete until properly cured.
7. Remove all excess material from site and dispose in accordance with applicable laws and regulations.
8. Keep areas clean and clear of obstructions after each work day
9. Loam and seed all disturbed areas
10. Restore, replace, or reconstruct in-kind any features disturbed during construction
11. Coordinate work with local utility companies as required.  The Contractor is responsible to protect and replace any
utilities disturbed during construction.  This includes but is not limited to working around overhead wires, water and gas
boxes.
12. Replace any signage removed during construction
13. The Contractor shall provide and maintain in a neat and sanitary condition such acommodations for the use of its
employees as may be necessary to comply with the regulations and requirements of the State Department of Public Health.
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RESEED REMOVE (3) EXISTING WOOD
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1/2" PER FOOT SLOPE

 1 1/2" = 1'-0"4 Section 4
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PHOTOGRAPH, EXISTING CONDITIONS

NOTE:
NEW CONCRETE SHALL BE  3000 PSI, WITH 3/4"
AGGREGATE
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