
  

TOWN OF WALLINGFORD 
 

Department of Finance  
Bureau of Purchases  
45 South Main Street  
Wallingford, Connecticut 06492 
Telephone (203) 294-2115 
Fax (203) 294-2119 
 

 
 

BID NO. DATE OF BID OPENING TIME OF BID OPENING INSURANCE  REQUIREMENTS 

15-208 July 7, 2016 2:00 P.M., Prevailing Local Time Liability See General Terms & Conditions 
 

BID ITEM 

Furnish & Install Playground Equipment at Moses Y. Beach Elementary School 
PRE-BID MEETING: LOCATION PRE-BID: DATE  PRE-BID: TIME 
A pre-bid meeting will be held at Moses Y. Beach Elementary School, 
304 North Main St., Wallingford, CT. June 23, 2016 10:00 A.M. 
AMOUNT OF BID SURETY PERFORMANCE BOND CONTRACT PERIOD OR DATE DELIVERY REQUIRED 
5% See General 
Terms & Conditions 100% See General Terms & Conditions As Soon As Possible - Please Specify 
CONTACT PERSON PHONE DEPT. 
Marc Deptula, Supervisor of Bldgs. & 
Grounds (203) 294-3780 Board of Education, Buildings & Grounds 

INVITATION TO BID 
Sealed proposals will be received by the Purchasing Agent for the Town of Wallingford, in Room 206, 
Town Hall, 45 South Main Street, Wallingford, Connecticut, 06492, for furnishing the commodities 
and/or services herein listed to town agencies. 

AFFIRMATION OF BIDDER 
The undersigned bidder affirms and declares: 

1)  That this contract proposal is executed and signed by said bidder with full knowledge and acceptance of the provisions 
of the General terms & Conditions, Bid Specifications and Bid Proposal which are made a part of the contract. 

2)  That should any part of this proposal be accepted in writing by the Purchasing Agent within sixty (60) calendar days 
from the date of bid opening, said bidder will furnish and deliver the commodities and/or services for which this 
proposal is made, in the quantities and at the prices bid, and in compliance with the Specifications. 

3)  That this proposal is covered by surety in the following form as checked. (See Amount of Bid Surety above if required) 

  Proposal Bond        Cashiers Check      Certified Check     Enclosed in the amount of $________________ 

PROPOSAL:  The undersigned, accepting the conditions set forth herein, hereby agrees in strict accordance therewith, to 
furnish and deliver the commodities and/or services to the town agency or agencies named at the prices bid herein. 

Type of Business      Proprietorship   Partnership      Sub Chapter S Corp.      Corporation 

Company Name Doing Business As   (Trade Name) 
  

Business Address  City State Zip Code 
    

Signature of Person Authorized to Sign This Bid Title Date 
   

Print Name of Signer Phone Fax 
   

Further information and references on any individual or company placing a bid may be required by the Town of Wallingford prior 
to the awarding of a bid. 

This Form Must Be Signed & Returned 
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General Instructions:  

Proposals are to be: 
 Delivered to the Purchasing Department, Room 206, Town Hall, 45 South Main 

Street, Wallingford, Connecticut, 06492. 
 Submitted in duplicate unless otherwise indicated in the specifications.   

 Submitted using the blank proposal forms furnished. 

 Submitted in a sealed opaque envelope clearly marked as a public bid including the bid number and 
the bidder’s name and address. 

 Made out and signed in the corporate, or other, name of bidder and signed by an authorized person to 
fully   and properly execute the bid. 

Proposals received later than the time and date specified for the bid opening will not be considered. 

Amendments to or withdrawal of proposals received later than the time and date set for the opening will 
not be considered. 

In order to be considered, exceptions to the bid must be made on the exceptions page or a clearly marked 
attachment.   

ELECTRONIC CHANGES TO ANY OF THE BID PAGES INCLUDING THE 
SPECIFICATIONS AND GENERAL TERMS & CONDITIONS IS NOT 
ALLOWED AND MAY RESULT IN THE REJECTION OF THE BID.   
Bidders or their representatives may be present at the bid opening.  Bids are opened at the Wallingford 
Town Hall in room 205 immediately after the date and time stated in the bid.   

The Town of Wallingford may require further information and references on any individual or company 
placing a bid prior to the awarding of a bid. 

The Purchasing Agent reserves the right to amend and/or cancel the bid invitation prior to the time and 
date of the bid opening. 

The Purchasing Agent reserves the right to correct an award erroneously made as a result of a clerical 
error on the part of the Town of Wallingford. 

A contract shall not be awarded to any corporation, firm or individual who has an unpaid and overdue 
debt to the Town by nonpayment of taxes, by debt or contract, or who is in default as surety or otherwise 
by any obligation to the Town. 

 

 
 
 
 
PURCHASING AGENT 
TOWN OF WALLINGFORD 
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 BID PROPOSAL 
Page 1 of 2 

The undersigned ________________________________,doing business in the City/Town of ______________________   

______________________________, submits herewith, in conformity with the general terms and conditions and 

specifications for the above mentioned public bid, the following proposal for: Furnish & Install Playground Equipment at 

Moses Y. Beach Elementary School 

 

Item Description Total Cost 

Item 1 Total Item 1 (total from following page) $ 

Item 2 EXTERIOR IMPROVEMENTS  
(Specification Section 32 18 16) - Furnish and Install $ 

  GRANT TOTAL: Items I and II $ 

 

 

Note:  This Project is State Funded and is subject to the set-aside program outlined in the General Terms & 
Conditions.  It is the contractor’s responsibility to contact CHRO and to comply with all statutory 
requirements.  The CHRO Contract Compliance Regulations Notification to bidders forms (attachment # 
4) MUST be submitted with the bid 

 

 

 

Work Can Begin within   days and be completed within   days after receipt of order. 

Warranty period     

TERMS: Cash Discount                 %                   Days Net Cash                     Days 
  
Company Name Date Phone 
   

Address City State Zip Code 
    

Name (Print) Title 
  

Sign Receipt Of Addenda Is Acknowledged (If Applicable): 
 No.          Date No.              Date 

Page 4 
 



Public Bid 15-208 
  

 

 BID PROPOSAL 
Page 2 of 2 

  
 
   

Item 1 Playground Equipment Specification Section 11 68 00 Furnish & 
Install Unit Cost Total 

P1 Swing Set $  ea $ 
MFG  Model 

P1a Belt Seats and Chains $  ea $ 
MFG  Model 

P2 Swing Set Add-a-Bay $  ea $ 
MFG  Model 

P2a Belt Seats and Chains $  ea $ 
MFG  Model 

P3 Tire Swing $  ea $ 
MFG  Model 

P4 Climbing Dome $  ea $ 
MFG  Model 

P5a GFRC Climbing Structure : T-Rex Head $  ea $ 
MFG  Model 

P5b GFRC Climbing Structure : T-Rex Ribs $  ea $ 
MFG  Model 

P5c GFRC Climbing Structure : T-Rex Tail $  ea $ 
MFG  Model 

P6 Emperor Chimes $  ea $ 
MFG  Model 

P7 Soprano Pentatonic Post-mounted Freechimes $  ea $ 
MFG  Model 

P8 Frame Style Geometric Bench $  ea $ 
MFG  Model 

P9 Small Curved Bench (Total of ten units) $  ea $ 
MFG  Model 

P10 Angle Leg Bench (Total of two units) $  ea $ 
MFG  Model 

CP1 Composite Structure: Playworld System Challengers Custom $  ea $ 
MFG  Model 

   TOTAL ITEM 1 $ 
 
 
 
 
 

 
 
 
 
 
Sign   Date
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EXCEPTIONS 

The undersigned bidder proposes the following exceptions for Furnish & Install Playground Equipment at 
Moses Y. Beach Elementary School. 
Exceptions will be considered to the product or service specifications only.  All other conditions or agreements 
submitted in response to the bid, unless specifically requested, will be rejected. 

Any and all price changes related to these exceptions are specifically stated herewith.   
Exception Price Change 

(Show + or -) 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Name (Print) Phone 
  

Sign Date 
  

Title  
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SPECIFICATIONS 

For 

Furnish & Install Playground Equipment at Moses Y. Beach Elementary School 

1.1 BASIS OF AWARD 

The Town of Wallingford intends to award the bid to the responsive, responsible bidder offering the 
lowest total lump sum cost.  

1.2 PREBID MEETING 

There will be a Prebid meeting on a day and time designated by the Owner to visit and inspect the 
school site and to familiarize themselves with the work requirements.   

1.3 INQUIRIES AND INTERPRETATIONS 

A. Questions concerning this contract proposal and work prescribed are to be submitted through the 
Purchasing Portal at www.town.wallingford.ct.us.  Verbal inquiries and any subsequent verbal 
responses will not be binding to the Town of Wallingford.  All inquiries will be responded to via written 
addendum.  

B. Oral questions may be asked at the pre-bid meeting, but oral responses given by the Owner or their 
representative shall not be binding unless such interpretations, responses and supplemental 
instructions are confirmed by written addenda.  All such modifications shall be included in the work 
covered by the bid and shall become a part of this contract.  The bidder shall state in their bid the 
number and title of all addenda that they have received. 

1.4 REPRESENTATION 

A. Each bidder, by submitting their bid, represents that they have read and understood the Bidding 
Documents and their Bid is made in accordance therewith.  Also, they represent that they have visited 
the site and have familiarized themselves with the conditions under which the work is to be performed.  
Failure to do so will not relieve the successful Bidder of their obligation to furnish all labor, materials, 
and equipment necessary to complete the Work in accordance with the Contract Documents. 

1.5 TIME OF ESSENCE 

A. The provisions of the Contract relating to the time of performance and completion of the Work are of 
the essence of the Contract.  Accordingly, the Contractor shall begin work on the day agreed, and shall 
prosecute the Work diligently so as to permit full use not later than the first day following the 
construction period established in the approved schedule. 

1.6 SCHEDULE OF CONSTRUCTION ACTIVITIES 

A. Successful Bidder will be required to submit a proposed Schedule of Construction Activities within ten 
(10) days following Notice-to-Proceed. 

B. The permitted time for construction is during the summer recess commencing after June 17, 2016 and 
ending at the start of the new school year on September 1, 2016.  Work needs to be substantially 
complete to enable the school to operate for the start of the new school year.   

C. In the event that the approved schedule is interrupted or delayed because of insufficient materials, 
equipment or working force at the jobsite, the Contractor will make up the lost time through the use of 
additional labor and/or working beyond the normal working times at no additional cost to the Owner. 
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D. If there are major delays brought about by circumstances beyond the control of the Contractor, a 
request for time extension will be considered but under no circumstances will the Owner, as a condition 
of the Contract Award, pay for damages due to these delays. 

1.7 PREVAILING WAGES 

A. Prevailing wages apply.  See Attachment 5. 

1.8 PROCEDURAL INSTRUCTIONS 

A. This procurement is intended to result in the selection of a Contractor that is most advantageous to the 
Town of Wallingford and that will result in the best and most economical playground equipment and 
installation of the equipment. 

B. Items to be provided with Pricing Submittals 

1) Pricing: Proposers shall specify the pricing for the playground equipment and installation of the 
equipment according to the specifications per Bid Proposal Form included in the Procurement 
Documents. 

2) Equipment Submittals:  Proposers shall submit the latest printed specifications and catalog cuts 
including photos or renderings of proposed playground equipment and border materials. 

3) References:  Vendor shall identify three references, including name, title, daytime telephone 
number of the references and provide at least two examples of similar work to that which is 
requested that the vendor is currently performing or has performed within the past three (3) years. 

 
 
 

END OF SECTION 
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SUMMARY SECTION 01 10 00 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

Drawings and general provisions of the Contract, including General and Supplementary Conditions and other 
Division 01 specification sections, apply to this section. 

1.2 SECTION INCLUDES 

A. Project information. 

B. Work covered by Contract Documents. 

C. Access to site. 

D. Coordination with occupants. 

E. Work restrictions. 

F. Specification and drawing conventions. 

1.3  PROJECT INFORMATION 

A. Project Identification: Moses Y. Beach Elementary School Playground 

B. Project Location:   
Moses Y. Beach Elementary School 
304 North Main Street 
Wallingford, CT 06492 

C. Owner:  Wallingford Public Schools 
Buildings and Grounds 
12 Kondracki Lane 
Wallingford, CT 06492 

D. Owner's Representative:  Mark Deptula, Supervisor of Buildings and Grounds.   
     Phone: 203-294-3780 

1.4 WORK COVERED BY CONTRACT DOCUMENTS 

A. The Work of project is defined by the Procurement Documents and consists of the following: 

1. Site preparation for the designated area of the playground. 

2. Installation of subsurface drainage system.  

3. Furnish and install playground equipment specified. 

4. Furnish and install playground protective surfacing specified. 

5. Refer to drawings and specifications for complete scope of work. 

B. Type of Contract: 

1. Project will be constructed under a single prime contract. 
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1.5 ACCESS TO SITE 

A. General: Contractor shall have limited use of project site for construction operations as indicated by 
requirements of this section. 

B. Use of Site: Limit use of project site to work in areas indicated. Do not disturb portions of project site 
beyond areas in which the Work is indicated. 

1. Limits: Confine construction operations to areas where work is performed and permitted. 

2. Driveways, Walkways and Entrances: Keep driveways, loading areas, and entrances serving 
premises clear and available to Owner, Owner's employees, and emergency vehicles at all times. 
Do not use these areas for parking or storage of materials. 

C. Schedule deliveries to minimize use of driveways and entrances by construction operations. 

D. Schedule deliveries to minimize space and time requirements for storage of materials and equipment 
on-site. 

E. Condition of Existing Building: Maintain portions of existing building affected by construction operations 
in a weathertight condition throughout construction period. Repair damage caused by construction 
operations. 

1.6 COORDINATION WITH OCCUPANTS 

A. Full Owner Occupancy: Owner will occupy site and existing building(s) during entire construction 
period. Cooperate with Owner during construction operations to minimize conflicts and facilitate Owner 
usage. Perform the Work so as not to interfere with Owner's day-to-day operations. Maintain existing 
exits unless otherwise indicated. 

1. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities. Do 
not close or obstruct walkways, corridors, or other occupied or used facilities without written 
permission from Owner and approval of authorities having jurisdiction. 

2. Notify Owner not less than 72 hours in advance of activities that will affect Owner's operations. 

1.7 WORK RESTRICTIONS 

A. On-Site Work Hours: Limit work in the existing building to normal business working hours of 7:00 a.m. 
to 10:30 p.m., Monday through Friday, unless otherwise indicated. 

1. Weekend Hours: Per Owner’s approval. 

2. Hours for Utility Shutdowns: Per Owner’s approval. 

3. Hours for core drilling/noisy activity: Per Owner’s approval. 

B. Existing Utility Interruptions: Do not interrupt utilities serving facilities occupied by Owner or others 
unless permitted under the following conditions and then only after providing temporary utility services 
according to requirements indicated: 

1. Notify Owner not less than three (3) days in advance of proposed utility interruptions. 

2. Obtain Owner's written permission before proceeding with utility interruptions. 

C. Noise, Vibration, and Odors: Coordinate operations that may result in high levels of noise and vibration, 
odors, or other disruption to Owner occupancy with Owner. 

1. Notify Owner not less than two (2) days in advance of proposed disruptive operations. 

2. Obtain Owner's written permission before proceeding with disruptive operations. 

D. Controlled Substances: Use of tobacco products and other controlled substances within the existing 
building and on project site is not permitted. 
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E. Employee Identification: Provide photographic identification tags for Contractor personnel working on 
project site.  Require personnel to use identification tags at all times. 

1.8 SPECIFICATIONS AND DRAWING CONVENTIONS 

A. Reference to the terms Architect and/or Engineer throughout the text of the specifications shall mean 
Owner or Owner’s Representative. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 
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SECTION 11 68 00 

PLAYGROUND EQUIPMENT 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes freestanding playground equipment and all necessary support members, hardware 
and connectors as shown on the Drawings and specified herein. 

1.2 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions 
and Division 01 specification sections, apply to this section. 

1.3 DEFINITIONS 

A. Fall Height:  Defined by ASTM F 1487 as the "vertical distance between a designated play surface 
and the protective surfacing beneath it." 

B. Use Zone:  Defined by ASTM F 1487 as the "area beneath and immediately adjacent to a play 
structure or equipment that is designated for unrestricted circulation around the equipment and on 
whose surface it is predicted that a user would land when falling from or exiting the equipment." 

C. IPEMA:  International Play Equipment Manufacturers Association. 

1.4 QUALITY ASSURANCE 

A. Manufacturer Qualifications:   

1. Firm whose playground equipment components have been certified by IPEMA's third-party 
product certification service. 
a. Provide playground equipment and play structure components bearing the IPEMA 

Certification Seal. 
2. ISO 9001 and ISO 14001 certified. 

B. Installer Qualifications:  Engage an experienced installer who is approved by manufacturer for both 
installation and service of the type of equipment required for this Project. 

C. Safety Standards:  Provide playground equipment complying with or exceeding requirements in 
ASTM F 1487 and CPSC No. 325. 

D. Pre-installation Conference:  Conduct conference at Project site. 

1.5 SUBMITTALS 

A. Submit the following: 
1. Product Data:  For each type of playground equipment indicated, including installation 

instructions, maintenance guidelines and inspection checklists. 
2. Shop Drawings:  Include plans, elevations, sections, details, and attachments to other work. 
3. Coordination Drawings:  Plans, drawn to scale, on which the following items are shown and 

coordinated with each other, using input from installers of the items involved: 
a. Extent of surface systems and use zones for equipment. 
b. Critical heights for playground surfaces and fall heights for equipment. 

4. Samples for Color Selection:  For each type of playground equipment indicated. 
a. Manufacturer's color charts. 
b. Include similar samples of playground equipment and accessories involving color 

selection. 
5. Product Certificates:  For each type of playground equipment, from manufacturer. 
6. Material Certificates:  For the following items: 

a. Shop finishes. 
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7. Product Test Reports:  Based on evaluation of comprehensive tests performed by a qualified 
testing agency, for each type of playground equipment. 

8. Field quality-control reports. 
9. Qualification Data:  For qualified installer and manufacturer. 
10. Maintenance Data:  For playground equipment and finishes to include in maintenance manuals. 
11. Maintenance Kit:  At completion of installation, submit maintenance kit that will include all 

installation and maintenance information for the playground equipment installed. 
12. Warranty:  3 signed copies of special warranty. 
13. LEED / Sustainability Submittals: 

a. For products having recycled content, documentation indicating percentages by weight of 
postconsumer and pre-consumer recycled content.  Include statement indicating cost for 
each product having recycled content.  (LEED Credit MR4 where applicable). 

1.6 WARRANTY 
A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or replace 

components of playground equipment that fails in materials or workmanship within specified warranty 
period, including shipping of replacement components to the project site. 

1. Failures include, but are not limited to, the following: 
a. Structural failures. 
b. Deterioration of metals, metal finishes, and other materials beyond normal weathering. 

2. Warranty Period from date of Substantial Completion: 
a. Posts, clamps and hardware:  Lifetime. 
b. Decks, stairs and plastic components:  Fifteen (15) years. 
c. Metal Components:  Ten (10) years. 

PART 2 - PRODUCTS  
NOTE: - The product specifications are meant to convey a level of quality and overall performance and are not 

intended to exclude or steer the bid towards a particular manufacture.  Different manufacturing 
techniques, varying designs, components, dimensions and composition of materials are to be expected 
and will be considered.   

2.1 MATERIALS 

A. LEED/Sustainability Requirements:  25 percent recycled steel content. 

B. Steel Tubing:  ASTM A 500, Grade B or ASTM A 513, cold rolled, electric resistance welded tubing, 
triple coated with hot-dipped zinc galvanized coating, chromate conversion coating and clear 
polymeric coating. 

1. Tensile Strength:  55,000 psi. 
2. Yield Strength:  50,000 psi. 
3. Modulus of Elasticity: 25 x 106 psi. 
4. Tension Testing:  ASTM E 8. 
5. Elongation:  25 percent in 2 inches. 
6. Exterior Coating:  Galvanized coating weight of 0.4 oz/sq ft to 0.6 oz/sq ft. 
7. Interior Coating:  Corrosion resistant, zinc-rich organic coating. 
8. Finish:  Polyester Powder Coat. 

C. Aluminum Tubing:  ASTM B 221, 6005-T5 extruded seamless aluminum alloy tubing, 1/8 inch wall 
thickness, coated with baked-on polyester powder coating. 

1. Tensile Strength:  38,000 psi. 
2. Yield Strength:  35,000 psi. 
3. Modulus of Elasticity: 10 x 106 psi. 
4. Elongation:  10 percent in 2 inches. 
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D. Decks:  Deck surface and sides to be of modular design and die formed from a single sheet of 12 
gauge hot rolled, pickled and oiled flat steel conforming to ASTM A 569.  Deck surface to have 
perforated holes.  Decks to have slots along each face to accommodate face mounting of 
components.   

1. The flange formed decks shall also incorporate the use of under deck support struts to insure 
structural integrity.   

2. Entire deck weldment shall have a protective coating of polyethylene. 

E. Rotational Molded Polyethylene:  Fabricated from color-compounded, linear low density, polyethylene 
with anti-static additives and machined to size. 

1. Cross-Section:  1/4 inch (6 mm ) nominal thickness, double wall construction. 
2. Ultraviolet (UV) stabilized:  UV-8. 
3. UV Exposure:  SAE 1960-89, QUV 500 hrs, Delta E less than 2. 
4. Melt Index:  ASTM D 1238, 5.0 – 6.89/10 min 3. 
5. Material Density:  ASTM D 1505:  Between 932 g/cc and 936 g/cc. 
6. Tensile Strength:  ASTM D 638:  Between 2,200 psi and 2,500 psi at yield. 
7. Flexural Modulus:  ASTM D 790:  Between 73,000 psi and 87,200 psi at 1 percent secant. 
8. Horizontal Burn Test:  UL 94 HB. 
9. Arm Test for Impact Strength:  100 ft/lb at minus 40 degrees C and 1/4 inch thickness. 
10. Colors:  As selected by Architect from manufacturer's standard colors. 

F. Compression Molded Polyethylene:  Fabricated from colored marine grade, 0.75 inch high density 
polyethylene and machined to size. 

1. Ultraviolet (UV) stabilized. 
2. Material Density:  ASTM D 1505:  960 g/cc. 
3. Tensile Strength:  ASTM D 638: 2,400 psi. 
4. Colors:  As selected by Architect from manufacturer's standard colors. 

G. Fasteners:  18-8 grade stainless steel (300 series), unless otherwise indicated, with capped lock nuts 
to cover bolts.  Tamper-resistant on principle clamping mechanisms. 

1. Nylon thread-locking patch and liquid thread-lock applied to certain hardware as directed by 
manufacturer.   

H. Post Caps and Cast Aluminum Clamps:  ASTM B 26 and FS QQ-A-601, cast of high strength Almag 
35 (535.0-F) or A319.0 aluminum alloy. 

1. Ultimate Tensile Strength:  Between 18 ksi and 35 ksi. 
2. Yield Strength:  Between 13 ksi and 23 ksi. 
3. Finish:  420 micro finish and a Superdurable Polyester Powder coat. 
4. Drive Rivets:  Fabricated of 2117 aluminum alloy with pin fabricated of 7075 aluminum alloy.  
5. Plastic post caps and plastic rivets are not permitted. 
6. Factory fastened to the end of the tubing with drive rivets. 

I. Clamps:  ASTM B 85, high strength A413.0 aluminum alloy.  Ultimate tensile strength 43 ksi.  Hinged 
assemblies. 

1. Finish:  Shot blast cleaned, primed with a cathodic epoxy coating conforming to MIL-P-53084, 
and baked-on polyester powder coating.   

J. Tools:  Provide special tools with equipment for maintenance.   

2.2 FABRICATION 

A. Assembled Steel Components: 

1. All edges on flat plates shall be rounded by a 360 degree tumbling process. 
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2. Weld areas and flat plates shall be coated with a specially formulated epoxy/polyester primer to 
encapsulate the weld area. 

B. Fastening System: 

1. Fastening system to utilize clamps. 
2. Permanently attach clamps to the support post with a drive rivet to eliminate disassembly and 

slippage. 

2.3 FREESTANDING PLAYGROUND EQUIPMENT AND STRUCTURES 

A. Swing Set: Item P1: Contemporary style with vertical bipod arches upright support. 

1. Basis-of-Design Product:  Subject to compliance with requirements, provide 2-unit steel arch 
swing with 7 foot top rail as manufactured by Playworld Systems, Inc. product designation 
ZZXX0120 OR ACCEPTED EQUAL. 

2. Color: As selected by the Town from manufacturer’s standard full range. 

B. Swing Set Add-a-Bay Item P2: Contemporary style with vertical bipod arches upright support. 

1. Basis-of-Design Product:  Subject to compliance with requirements, provide 2-unit steel arch 
swing add-a-bay with 7 foot top rail as manufactured by Playworld Systems, Inc. product 
designation ZZXX0121 OR ACCEPTED EQUAL . 

2. Color: As selected by The Town from manufacturer’s standard full range. 

C. Belt Seats and Chains Items P1a, P2a:  

1. Basis-of-Design Product:  Subject to compliance with requirements, provide belt seats with 
silver shield chain to 7 foot top rail as manufactured by Playworld Systems, Inc. product 
designation ZZXX0324 OR ACCEPTED EQUAL  

2. Provide two (2) assemblies for each swing set. 

D. Tire Swing Item P3: 

1. Basis-of-Design Product:  Subject to compliance with requirements, provide 5 inch OD 
aluminum arch tire swing with silver shield chain as manufactured by Playworld Systems, Inc. 
product designation ZZXX0302 OR ACCEPTED EQUAL  

2. Color: As selected by the Town from manufacturer’s standard full range 

E. Climbing Dome Item P4: 

1. Basis-of-Design Product:  Subject to compliance with requirements, provide PlayExplorers 
Home Dome climber and playhouse as manufactured by Playworld Systems, Inc. product 
designation ZZXX0365 OR ACCEPTED EQUAL. 

2. Color: As selected by Town from manufacturer’s standard full range. 

F. Glass Fiber Reinforced Concrete Climbing Structures Items P5a, P5b, P5c: 
1. Basis-of-Design Product:  Subject to compliance with requirements, provide Origins T-Rex 2000 

psi polyfibercrete climbing structures as manufactured by Playworld Systems, Inc. OR 
ACCEPTED EQUAL.  T-Rex climbing structure shall be comprised of the following 
components: 

a. T-Rex Head product designation ZZXX0135 (Item P5a) 
b. T-Rex Ribs product designation ZZXX0136 (Item P5b) 
c. T-Rex Tail product designation ZZXX0137 (Item P5c) 
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G. OUTDOOR CHIMES AND BELLS Items P6 and P7: 

1. Basis-of-Design Product:  Subject to compliance with requirements, provide percussion play 
musical instruments as manufactured by Percussion Play, Phone 866-882-9170, OR 
ACCEPTED EQUAL for the following: 

a. Emperor Chimes set of three (3) chimes C Major Chord C3, E3, G3 (Item P6). 

b. Soprano Pentatonic post mounted Freechimes (Item P7). 

H. BENCHES 

1. Frame Style Geometric Bench Item P8: 72” in-ground mount hexagonal shape bench. 

a. Basis-of-Design Product:  Subject to compliance with requirements, provide geometric 
frame style bench as manufactured by Webcoat Site Furniture product designation 
GBH72 OR ACCEPTED EQUAL 

b. Color: As selected by the Town from manufacturer’s standard full range 

2. Small Curved Bench Item P9: 

a. Basis-of-Design Product:  Subject to compliance with requirements, provide in-ground 
mount bench as manufactured by Playworld Systems, Inc. product designation 
ZZXX1283 OR ACCEPTED EQUAL. 

b. Color: As selected by the Town from manufacturer’s standard full range. 

c. Provide a total of ten (10) units. 

3. Angle Leg Bench Item P10: 72” in-ground mount recycled plastic bench. 

a. Basis-of-Design Product:  Subject to compliance with requirements, provide angle leg 
bench bench as manufactured by Playworld Systems, Inc. product designation ZZXX9010 
OR ACCEPTED EQUAL. 

b. Color: As selected by the Town from manufacturer’s standard full range. 

c. Provide a total of two (2) units. 

2.4 COMPOSITE PLAYGROUND EQUIPMENT AND STRUCTURES 

A. Composite Structure Playworld Systems Inc. Challengers Custom Item CP1:  Assembled from 
manufacturer's standard modular-sized units OR ACCEPTED EQUAL 

1. Frame:  Galvanized-steel pipe or tubing frame sections connected with 360 degree 
compression clamps. 

a. Main Frame Posts:  Not less than 3.5 inch  OD. 
b. Color:  As selected by the Town from manufacturer's full range. 

2. Platforms:  

a. Color:  As selected by the Town from manufacturer's full range. 

3. Arrangement: Per drawings. 
4. Capacity: minimum 73 users. 
5. Age Appropriateness:  2-12 age groups. 
6. Equipment components and product designations as follows:   
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2.5 CAST-IN-PLACE CONCRETE 

A. Concrete Materials and Properties:  Comply with requirements of American Concrete Institute (ACI) 
301, Specifications for Structural Concrete, to produce normal-weight, air-entrained concrete with a 
minimum 28 day compressive strength of 3000 psi, 3 inch slump, and 1 inch maximum size 
aggregate. 

2.6 FINISHES 

A. Powder Coat Finish: Polyester Powder Coat, electrostatically applied at a thickness of 2 to 5 mils 
(0.002 inch to 0.005 inch) 

1. Galvanized tubing to have factory-applied clear acrylic polymer coating. 
2. All components shall be free of excess weld and weld spalls. 
3. After fabrication all weld joints are to thoroughly cleaned using a chipping hammer and wire 

brush to remove all weld slag from weld joints. 
4. Preparation:  Components shall be cleaned with a three-stage alkaline bath and a sealer for 

adhesion and rust inhibitor. 
5. Components shall be thoroughly dried before being coated with TGIC polyester powder and 

cured at temperatures between 375 degrees F and 400 degrees F. 
6. Salt Spray Resistance Test:  ASTM B 117, 4000 hrs. 
7. Impact Resistance Test:  ASTM D 2794, min. 80 inch/lb. 
8. UV Exposure (G154, 340):  3000 hrs, Delta E of 2, 90 percent gloss retention. 
9. Pencil Hardness Test:  ASTM D 3363:  2H. 
10. Crosshatch Adhesion Test:  ASTM D 3359-B:  100 percent pass. 
11. Conical Mandrel:  ASTM D 522:  1/8 inch, no cracks. 
12. Gloss at 60 degrees:  ASTM D 523. 

B. Coated Parts:  Coated parts coated with Polyethylene, 45 to 55 mils on the wear surfaces of all 
coated parts and 30 mils on other surfaces.  Skid resistant, textured, impact resistant and UV stable. 

1. Prior to coating, thoroughly clean. 
2. Coating contains no volatile organic compounds (VOC’s), polyvinylchloride (PVC) and 

phthalates.   
3. Property, Testing Method and Results:  Flexibility (conical mandrel), ASTM D 522, 1/8 inch, no 

cracks (greater than 32 percent). 
4. Adhesion:  ASTM D 4541, 800 psi. 
5. Impact Resistance:  ASTM D 2794, greater than 320 inch-lbs. 
6. Gloss:  ASTM D 523, 12. 
7. Taber Abrasion:  ASTM D 4060, 26 (mg loss, CS 17 wheel). 
8. Tensile Strength:  ASTM D 638, 3482 psi. 
9. Elongation (percent):  ASTM D 638, 13 percent.   
10. Humidity Resistance:  ASTM D 2247, no blistering or loss of gloss after 1000 hours. 
11. Salt Spray:  ASTM B 117, no significant change in color or gloss after 2000 hrs. 
12. UV Exposure:  ASTM G 53, QUV 2000 hrs, no significant change in color or gloss.  

PART 3 - EXECUTION 
3.1 EXAMINATION 

A. Examine areas and conditions for compliance with requirements for site clearing, earthwork, site 
surface and subgrade drainage, and other conditions affecting performance of the Work. 

1. Do not begin installation before final grading required for placing protective surfacing is 
completed unless otherwise permitted by Town. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 
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3.2 PREPARATION 

A. Verify locations of playground perimeter and pathways.  Verify that playground layout and equipment 
locations comply with requirements for each type and component of equipment. 

3.3 INSTALLATION, GENERAL 

A. General:  Comply with manufacturer's written installation instructions unless more stringent 
requirements are indicated.  Anchor playground equipment securely, positioned at locations and 
elevations indicated. 

1. Maximum Equipment Height:  Coordinate installed heights of equipment and components with 
finished elevations of protective surfacing.  Set equipment so fall heights and elevation 
requirements for age group use and accessibility are within required limits.  Verify that 
playground equipment elevations comply with requirements for each type and component of 
equipment. 

B. Post and Footing Excavation:  Excavate holes for posts and footings as indicated in firm, undisturbed 
or compacted subgrade soil. 

C. Post Set with Concrete Footing:  Comply with American Concrete Institute (ACI) 301, Specifications 
for Structural Concrete, for forming, and placing concrete. 

1. Place concrete around posts and vibrate or tamp for consolidation.  Hold posts in position 
during placement and finishing operations until concrete is sufficiently cured. 

2. Embedded Items:  Use setting drawings and manufacturer's written instructions to ensure 
correct installation of anchorages for equipment. 

3.4 FIELD QUALITY CONTROL 

A. Manufacturer's Field Service:  Engage a factory-authorized service representative to inspect 
components, assemblies, and equipment installations, including connections. 

B. Inspections:  For playground equipment and components at final completion and to certify compliance 
with ASTM F 1487 and CPSC No. 325. 

C. Prepare inspection reports. 

3.5 MAINTENANCE 

A. Maintenance kit, project specific shall include the following: 

1. Aerosol primer. 
2. Aerosol color touch-up paint. 
3. Graffiti remover. 
4. Sandpaper. 
5. Installation tools. 
6. Hardware. 
7. Installation documents.. 
8. Order-specific maintenance documentation with maintenance recommendation. 

END OF SECTION 
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PLAYGROUND PROTECTIVE SURFACING SECTION 32 18 16 
PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions 
and Division 01 specification sections, apply to this section. 

1.2 SECTION INCLUDES 

A. Excavating and sub-grade preparation. 

B. Playground Sub-drainage system: Drainage piping, geotextile filter fabrics and aggregate drainage 
materials. 

C. Organic loose-fill playground protective surfacing. 

D. Synthetic seamless protective surfacing. 

1.3 RELATED SECTIONS 

A. Section 11 68 00 – Playfield Equipment and Structures. 

1.4 DEFINITIONS 

A. Subgrade: Uppermost surface of an excavation or the top surface of a fill or backfill immediately 
below subbase, drainage fill, drainage course, or topsoil materials. 

B. Utilities: On-site underground pipes, conduits, ducts, and cables as well as underground services 
within buildings 

C. Critical Height:  Standard measure of shock attenuation.  According to CPSC No. 325, this means 
"the fall height below which a life-threatening head injury would not be expected to occur." 

D. SBR:  Styrene-butadiene rubber. 

1.5 PERFORMANCE REQUIREMENTS 

A. Impact Attenuation:  According to ASTM F1292. 

B. Accessibility of Surface Systems:  According to ASTM F1951. 

C. Minimum Characteristics for Organic Loose-Fill Surfaces:  According to ASTM F2075. 

1.6 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Samples: For each type of product indicated. 

C. Maintenance Instructions for playground surfacing materials. 

D. Warranty: Submit manufacturer’s standard warranty. 

1.7 QUALITY ASSURANCE 

A. Installer Qualifications:  An employer of workers trained and approved by manufacturer. 

B. Member of International Play Equipment Manufacturer’s Association (IPEMA). 

C. Standards and Guidelines:  Comply with CPSC No. 325, "Handbook for Public Playground Safety"; 
ASTM F1292; and ASTM F1487. 
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1.8 FIELD CONDITIONS 

A. Traffic: Minimize interference with adjoining roads, streets, walks, and other adjacent occupied or 
used facilities during earth-moving operations. 

1. Do not close or obstruct streets, walks, or other adjacent occupied or used facilities without 
permission from Owner and authorities having jurisdiction. 

B. Utility Locator Service: Notify utility locator service for area where project is located before 
beginning earth-moving operations. 

C. Do not commence earth-moving operations until temporary erosion- and sedimentation-control 
measures are in place. 

D. Do not commence earth-moving operations until plant-protection measures are in place. 

1.9 WARRANTY 

A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or replace 
components of playground surface system that fail in materials or workmanship within specified 
warranty period. 

1. Failures include, but are not limited to, the following: 

a. Reduction in impact attenuation. 

b. Deterioration of surface and other materials beyond normal weathering. 

2. Warranty Period:  Organic Loose Fill Playground Surface: 15 years from date of completion. 

PART 2 - PRODUCTS 

2.1 DRAINAGE MATERIALS 

A. Drainage Course: Narrowly graded mixture of washed crushed stone, or crushed or uncrushed 
gravel; ASTM D448; coarse-aggregate grading Size 57; with 100 percent passing a 1-1/2-inch 
sieve and zero to five (5) percent passing a No. 8 sieve. 

B. Filter Material: Narrowly graded mixture of natural or crushed gravel, or crushed stone and natural 
sand; ASTM D448; coarse-aggregate grading Size 67; with 100 percent passing a 1-inch sieve and 
zero to five (5) percent passing a No. 4 sieve. 

2.2 PERFORATED-WALL PIPES AND FITTINGS 

A. Perforated PVC Sewer Pipe and Fittings:  ASTM D2729, bell-and-spigot ends, for loose joints. 

2.3 GEOTEXTILE FILTER FABRIC 

A. Drainage/Separation Geotextile:  Nonwoven, needle-punched geotextile, manufactured for 
subsurface drainage applications and made from polyolefins or polyesters.  Complying with the 
following minimum properties determined according to ASTM D4759 and referenced standard test 
methods: 

1. Products:  Subject to compliance with requirements, provide a product equal to the Basis of 
Design: 

a. Zeager Bros., Inc.; Duraliner. 

2. Weight:  Four (4) oz/sq yd according to ASTM D5261. 

3. Water Flow Rate:  300 gpm/sq ft according to ASTM D4491. 

4. Grab Tensile Strength: ASTM D4632: Min. 81/79 pounds. 

5. Elongation: 59/63 

6. Mullen Burst Strength: ASTM D3786: min. 130 pounds. 
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7. Puncture Resistance: ASTM D4833: min. 45.1 pounds. 

8. Trapezoid Tearing Strength: ASTM D4533: min. 42/71 pounds. 

9. Permittivity: ASTM D4491: min. 2.09 sec-1. 

2.4 ORGANIC LOOSE-FILL SURFACE 

A. Engineered Wood Fibers:  Random-sized wood fibers, in manufacturer's standard fiber size, 
approximately 10 times longer than wide; containing no bark, leaves, twigs, or foreign or toxic 
materials according to ASTM F2075; graded according to manufacturer's standard specification for 
material consistency for playground surfaces and for accessibility according to ASTM F1951. 

1. Products:  Subject to compliance with requirements, provide one (1) of the following: 

a. Fibar Group LLC (The); Fibar System 200. 

b. GameTime, a PlayCore, Inc. company; GT Impax Fiber. 

c. New England Bark Mulch & Playground Surfacing, Division of Supreme Forest Products, 
Inc.; Playground Safety Fiber. 

d. Sof'Solutions Inc.; Sof'Fall. 

e. Zeager Bros., Inc.; Wood Carpet. 

2. Critical Height:  Seven (7) feet. 

3. Uncompressed Material Depth:  Not less than 12 inches. 

2.5 UNITARY SYNTHETIC DUAL-DENSITY SEAMLESS SURFACE: ADA Playground Access Walkway  

A. Surface System:  Poured-in-place, two-layer system with wearing course over cushion course.  Provide 
manufacturer's standard thickness for each layer as required for overall thickness indicated, tested for 
impact attenuation according to ASTM F1292 and for accessibility according to ASTM F1951. 

1. Products:  Subject to compliance with requirements, provide one (1) of the following: 

a. Child Safe Products, Inc.; Everguard. 

b. Fibar Group LLC (The);  FibarPIP Poured-in-Place Surfacing. 

c. GameTime, a PlayCore, Inc. company; GT Impax Poured Rubber. 

d. Hanover Specialties, Inc.; Vitriturf. 

e. No Fault Sport Group, LLC; Safety Surface. 

f. Play Safe Surfacing, Inc.; EPDM Pour-N-Place. 

g. Safe Guard Surfacing Corp.; Poured-in-Place. 

h. SpectraTurf, Inc.; SpectraPour. 

i. Surface America Incorporated; Play Bound Poured-in-Place. 

2. Wearing Course:  Formulation of EPDM rubber particles, with minimum of 20 percent and 
maximum of 26 percent of ethylene propylene-diene-saturated polymethylene main chain along 
with other organic and inorganic components. 

3. Cushion Course:  Manufacturer's standard formulation of recycled SBR particles and 
polyurethane, site mixed and applied. 

4. Binder:  Weather-resistant, UV-stabilized, flexible, non-hardening, 100 percent solids 
polyurethane complying with requirements of authorities having jurisdiction for nontoxic and low 
VOC content. 

5. Critical Height: Five (5) feet. 

6. Overall Thickness:  Not less than two (2) inches. 
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7. Primer/Adhesive:  Manufacturer's standard primer and weather-resistant, moisture-cured 
polyurethane adhesive suitable for unit, substrate, and location indicated. 

8. Wearing Course Color(s):  As selected by Architect from manufacturer's full range. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Protect structures, utilities, sidewalks, pavements, and other facilities from damage caused by 
settlement, lateral movement, undermining, washout, and other hazards created by earth-moving 
operations. 

B. Protect and maintain erosion and sedimentation controls during earth-moving operations. 

C. Prevent surface water and ground water from entering excavations, from ponding on prepared 
subgrades, and from flooding project site and surrounding area. 

D. Protect subgrades from softening, undermining, washout, and damage by rain or water accumulation. 

3.2 EXCAVATION 

A. Excavate to subgrade elevations regardless of the character of surface and subsurface conditions 
encountered. Unclassified excavated materials may include rock, soil materials, and obstructions. No 
changes in the Contract Sum or the Contract Time will be authorized for rock excavation or removal of 
obstructions. 

B. Excavate to remove material within the delineated playground area to provide a subbase elevation a 
minimum of 18 inches below final finished adjacent grade elevation within a tolerance of plus or minus 
one (1) inch. 

1. Provide 1:12 side slope to sub-base elevation.  Inside edge of side slope must fall within fall 
protection limits of installed playground equipment. 

2. Grade sub-base to a 2 percent slope toward designed sub-drainage drainpipe configurations.   

C. Excavate for support post and component footing for playground equipment in accordance with 
manufacturer’s instructions at locations indicated on the drawings. 

D. Protect trees from root damage during excavation within the protected area defined by a circle 
concentric with each tree with a radius 1.5 times the diameter of the drip line. Do not use mechanical 
equipment that rips, tears, or pulls roots. Do not break, tear, or chop exposed roots. Hand excavate as 
required.   

3.3 EXAMINATION 

A. Examine substrates and conditions, with installer present, for compliance with requirements for 
subgrade and substrate conditions, drainage, and other conditions affecting performance of the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.4 INSTALLATION, GENERAL 

A. Install playground equipment in accordance with manufacturer’s instructions at locations indicated on 
the drawings. 

3.5 LANDSCAPING DRAINAGE INSTALLATION 

A. General:  Provide a sub-surface drainage system designed to keep water out of the playground area 
consisting of a minimum 6” gravel drainage course, sandwiched between geotextile materials, and 
sloped to 4 inch perforated PVC pipe drainage conduit connected to the existing catch basins in the 
area. 

B. Provide trench width to allow installation of drainage conduit.  Grade bottom of trench excavations to 
required slope, and compact to firm, solid bed for drainage system. 

C. Lay flat-style geotextile filter fabric in trench and overlap trench sides. 
Page 23 

 



Public Bid 15-208 
  

D. Install geotextile fabric according to playground surface system manufacturer's and geotextile fabric 
manufacturer's written instructions. 

1. Geotextiles:  Completely cover area indicated, overlapping sides and edges a minimum of eight (8) 
inches with manufacturer's standard treatment for overlapping loosely laid seams. 

E. Place supporting layer of drainage course over compacted subgrade and geotextile filter fabric, to 
compacted depth of not less than six (6) inches. 

F. Install 4 inch perforated PVC pipe beginning at low points of system, true to grades and alignment 
indicated, with unbroken continuity of invert.  Bed piping with full bearing in filtering material.  Install 
gaskets, seals, sleeves, and couplings according to manufacturer's written instructions. 

1. Landscaping Sub-drainage:  Install piping pitched down in direction of flow, at a minimum slope of 2 
percent unless otherwise indicated. 

2. Lay perforated pipe with perforations down. 

G. Install drainage conduits with horizontal distance of at least six (6) inches between conduit and trench 
walls.  Wrap drainage conduits without integral geotextile filter fabric with flat-style geotextile filter 
fabric before installation.  Connect fabric sections with adhesive or tape. 

H. Add drainage course to top of drainage conduits. 

I. After satisfactory testing, cover drainage conduit to within 12 inches of finish grade. 

J. Install gravel drainage course to compacted depth of not less than six (6) inches and place layer of 
geotextile filter fabric over top of drainage course, overlapping edges at least eight (8) inches. 

3.6 INSTALLATION OF LOOSE-FILL PLAYGROUND SURFACE SYSTEM 

A. Prepare substrates to receive surfacing products according to playground surface system 
manufacturer's written instructions.  Verify that substrates are sound and without high spots, ridges, 
holes, and depressions. 

B. Loose Fill:  Place playground surface system materials including manufacturer's standard amount of 
excess material for compacting mechanically to the required depth of 12 inches after installation of 
playground equipment support posts and foundations. 

C. Compacting and Grading:  Uniformly compact and grade loose fill according to manufacturer's written 
instructions to an even surface free from irregular surface changes as indicated. 

D. Finish Grading:  Hand rake to a smooth finished surface and to required elevations. 

3.7 INSTALLATION OF SEAMLESS PLAYGROUND SURFACE SYSTEM 

A. Seamless Surface:  Mix and apply components of playground surface system according to 
manufacturer's written instructions to produce a uniform, monolithic wearing surface and impact-
attenuating system of total thickness of two (2) inches. 

1. Provide minimum six (6) inch compacted processed stone substrate per manufacturer’s installation 
instructions. 

2. Substrate Primer:  Apply over prepared substrate at manufacturer's standard spreading rate for 
type of substrate. 

3. Poured Cushion Course:  Spread evenly over primed substrate to form a uniform layer applied at 
manufacturer's standard spreading rate in one (1) continuous operation, with a minimum of cold 
joints. 

4. Intercoat Primer:  Over cured cushion course, apply primer at manufacturer's standard spreading 
rate. 
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5. Wearing Course:  Spread over primed base course to form a uniform layer applied at 
manufacturer's standard spreading rate in one (1) continuous operation and, except where color 
changes, with no cold joints.  Finish surface to produce manufacturer's standard wearing-surface 
texture. 

6. Edge Treatment:  Extended surface course.  Fully adhere edges to substrate with full coverage of 
substrate.  Maintain fully cushioned thickness required to comply with safety performance 
requirements. 

7. Prevent traffic over system for not less than 48 hours after installation. 

END OF SECTION 
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GENERAL TERMS AND CONDITIONS 

All bids are subject to the General Terms and Conditions, Bid Specifications and Contract Proposal as provided. 

Price:  Bid prices will include delivery, F.O.B. destination, without extra compensation. 

Taxes: The Town of Wallingford is exempt from the payment of the Excise Taxes imposed by the Federal 
Government, and the Sales and Use Tax of the State of Connecticut.  Such taxes should not be included 
in the bid price.  Exemption certificates will be furnished to the successful bidder. 

Award: The Purchasing Agent reserves the right to make an award which, in his judgment and recommendation 
from the department, following bid evaluations; best meets the specifications and is deemed in the best 
interest of the Town of Wallingford. The Town reserves the right to increase or decrease all quantities 
indicated in this bid. 

The Purchasing Agent further reserves the right to reject any or all bids, in whole or in part; to award any 
item, group of items or total bid unless otherwise specified by the bidder, and to waive informality or 
technical defects, if, in his judgment, the best interests of the Town of Wallingford will be so served. 

Price Discrepancies: 
In the event there is a discrepancy between the unit price and extended price the unit price will prevail. 

In the event there is a discrepancy between the written price and numeric price the written price will 
prevail. 

Multiple Year Bid Pricing:  
For multiple year bids, the bid price for each successive year is to be greater than or equal to the 
preceding year.  Front loaded bids may be rejected. 

Additional Departments: 
The quoted prices will be made available to any Town of Wallingford department or agency wishing to 
utilize the vendor's service.  Anticipated user departments may include, but shall not be limited to, Board 
of Education, Water & Sewer, Electric Division, and Public Works.   

Laws:  All deliveries shall comply in every respect with all applicable laws of the Federal Government and/or 
the State of Connecticut. 

Permits: 
It is the responsibility of the successful bidder to obtain all Federal, State and local permits when needed.  
All fees imposed by the Town, for permits issued by the Town of Wallingford will be waived.  All State 
or Federal permitting fees to be collected by the Town will not be waived.  

Hold Harmless & Indemnification Agreement: 
The bidder assumes full responsibility for its negligent acts, errors or omissions and agrees to hold 
harmless and indemnify the Town of Wallingford, its agents and servants, from and against any and all 
claims, suits, damages, costs, losses and expenses resulting from such negligent acts, errors or omissions 
while conducting activities associated with this bid. 
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Anti Trust Claim Assignment Clause: 

The contractor or subcontractor offers and agrees to assign to the Town of Wallingford, all right, title 
and interest in all causes of action it may have under Section 4 of the Clayton Act, 15 U.S.C. Section 15, 
or under Chapter 624 of the General Statutes of Connecticut, arising out of the purchase of services, 
property or intangibles of any kind pursuant to a public purchase contract or subcontract.  This 
assignment shall be made and become effective at the time the Town of Wallingford awards or accepts 
such contract, without further acknowledgement by the parties. 

Non-Collusive Bid Statement 
The bidder, being fully informed regarding the accuracy of the statements made herein, certifies that: 

a. The bid has been arrived at by the bidder independently and has been submitted without collusion 
with, and without any agreement, understanding, or planned common course of action with, any 
other vendor of materials, supplies, equipment, or services described in the invitation to bid, 
designed to limit independent bidding or competition, and, 

b. The contents of the bid have not been communicated by the bidder or its employees or agents to any 
person not an employee or agent of the bidder or its surety on any bond furnished with the bid, and 
will not be communicated to any such person prior to the official opening of the bid. 

The bidder further certifies that this statement is executed for the purposes of inducing the Town of 
Wallingford to consider the bid and make an award in accordance therewith. 

Non Discrimination Clause: 
Pursuant to Section 4a-60 and 4a-60a of the Connecticut General Statutes as amended by Public Act 07-
142 and 07-245, the bidder agrees and warrants that he or his subcontractors will in the performance of 
the contract not discriminate or permit discrimination against any person or group of people on the 
grounds of race, color, religious creed, age, marital status, civil union, national origin, ancestry, sex, 
sexual orientation, mental retardation, including physical disability unless it is shown by the contractor 
that the physical disability prevents performance of the work.  In addition, the contractor agrees to 
comply with all other provisions of the aforementioned statutes.   

Prior to entering into a contract and the issuance of a purchase order, the bidder shall provide to the 
Town documentation such as a company or corporate policy adopted by the governing body that 
supports the nondiscrimination agreement and warranty as stated above. 

The Contractor further agrees that neither he nor his subcontractors will discharge, expel or otherwise 
discriminate against any person because he has opposed any unfair employment practice or because he 
has filed a complaint or testified or assisted in any proceeding under Section 31-127 of the Connecticut 
General Statutes.  The advertisement of employment opportunities will be carried out in such a manner 
as not to restrict or discriminate against individuals because of their race, color, religious creed, age, sex, 
national origin or ancestry, except in the case of a bona fide occupational qualification or need. 

Safety Standards: 
All contractors and their employees, agents and subcontractors are required to comply with all EPA, 
NFPA and OSHA safety standards at all times while working on site. The Contractor and employees, 
agents and subcontractors found to be in non-compliance may be removed from the work site, as well as 
subject to forfeiture of payment and/or contract termination.  The Town reserves the right to inspect the 
work site at any time for safety compliance. The Town may require the contractor as well as any agents 
and subcontractors to provide a copy of their OSHA 300 log for the three previous years for review. 
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Debarment: 

The Purchasing office reviews any bid being considered to assure that neither the contractor nor any 
subcontractor being utilized is subject to state or federal debarment based on published debarment lists.  
Persons or firms currently debarred under the Federal Davis Bacon Act that are included on the State 
Debarment List pursuant to Connecticut General Statutes, Section 31-53a, as amended, shall not be 
awarded a contract.  No contract shall be awarded to any firm, corporation, partnership or association in 
which such persons or firms have an interest until the expiration date listed has passed. 

Performance, Labor and Material Bond (If Applicable): 
To insure the faithful execution of the contract, according to its provisions, the bidder awarded the 
contract will be required to provide at his own expense, to the Town of Wallingford, a Performance 
Bond for the full amount of the contract and also furnish a Labor and Material Bond.  The bond must be 
written by a company licensed to write business in the State of Connecticut and shall be furnished prior 
to the issuance of a Contract or a Purchase Order. 

Bid Bond (If Applicable):  
A Certified Check, Cashier’s Check or Bid Bond in the amount stated on the contract proposal, made 
payable to the “Treasurer, Town of Wallingford”, must be submitted with each bid, as a guarantee that in 
case the contract is awarded, the bidder will execute such contract and furnish satisfactory Performance 
and Labor and Material Bond if required.  Unsuccessful bidders shall be entitled to return of surety 
where the Agent has required bid deposits.  A successful bidder shall forfeit any surety required by the 
Agent upon failure on his part to enter into a contract within ten (10) days after being notified of the 
award. 

Toxic Substances: 
In accordance with Section 31-40M of the General Statutes of Connecticut, any person who supplies any 
toxic substances as defined in 31-40J shall provide the following information: 

a. The genetic or basic chemical name of the toxic substance. 
b. The level at which exposure to the substance is determined to be hazardous. 
c. If known, the acute and chronic effects of exposure of hazardous levels. 
d. The symptoms of such effects. 
e. The appropriate emergency treatment. 
f. Proper conditions for safe use and exposure to such toxic substance. 
g. Procedures for cleanup of leaks and spills of such toxic substance. 
h. A label on each container of any such substance which states, in a clearly legible and 

conspicuous form, that a toxic substance is contained therein. 

This information should be disclosed at the time of the bid opening and chemical data (M.S.D.S.) sheets 
will also be required if the products meet the toxic substance criteria. 

Training:  
Pursuant to Connecticut General Statutes, Section 31-53b contractors must furnish proof to the Labor 
Commission that all employees performing manual labor on public building projects have completed a 
course in construction safety.  The statute applies to all public building projects where state funds are 
involved and the total construction cost is $100,000 or more. 
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Payment Terms:  

Payment terms will be considered in an award under the following conditions: 

A) Preferred Payment Terms: 
Any discount effective either for 30 days or based on “10/EOM” (10 days after the end of the month, 
e.g., 2%/30 days or 2/10 EOM).  The minimum payment time is 20 days from receipt of invoice. 

B) Secondary Payment Terms: 
Any discount effective for 20 days, e.g., 2%/20 days. 

If bids are tied, the longer payment period will be considered the lower bid.  For example, thirty days 
terms are better than twenty days terms, providing the same percentages apply (such as 1% or 2%). 

C) Short Period Payment Terms: 
Payment terms of less than 20 days, even with a discount, are not considered comparable to longer 
period payment terms due to the special handling of the payment required in such short check-
processing period.  Such terms will not be considered in an award except in the case of a tie bid. 

It shall be understood that the cash discount period will be from receipt of invoice and not from the date 
of the invoice. 

Liability Insurance (If Applicable): 
The General Terms and Conditions require the bidder awarded the contract to maintain in force during 
the performance of the work policies of workers compensation insurance, employers liability, bodily 
injury liability and property damage insurance covering the operations of the contractor and the use of all 
motor vehicles employed by the contractor.  A certificate of insurance evidencing this fact that the 
contractor has secured the required insurance shall be filed with the Town of Wallingford at the time of 
the execution of this contract.  It is further required that the Town of Wallingford be named as an 
additional insured.  This should be shown under the description of operations portion of the certificate 
of insurance.  All certificates should also indicate a notice of cancellation complying with state statute. 

Minimum Requirements For Certificate Of Insurance 
A.   Commercial General Liability 

• General Aggregate: $ 2,000,000.00 
• Product/Completed Operations Aggregate: $ 1,000,000.00 
• Occurrence Aggregate: $ 1,000,000.00 

B.   Automobile Liability 
• Liability Limit: $ 1,000,000.00 

C.   Excess (Umbrella Liability) Liability 
• The requirement that an umbrella policy be provided will depend on a case-by-

case evaluation.  Your exposure to catastrophic loss arising from the work or 
service being performed will determine the limit required. 

D.    Workers Compensation & Employers Liability 
• Per Connecticut Statutes 
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Public Bid 15-208 
  

Stipulations: 
A contract issued as the result of a bid shall not be considered exclusive.  The Town reserves the right to 
contract with other vendors for similar services when deemed appropriate. 

The Town maintains the right to withhold payment for unsatisfactory materials and/or workmanship 
until such time that the defect is corrected.  If the defect is not satisfactorily repaired within 60 days, the 
Town may elect to have the repair made by an alternate vendor and subtract the cost from the 
contractor's invoice. The Town also reserves the right to deduct from the vendor's billing any costs 
incurred as a result of inferior or unsatisfactory materials and/or workmanship. 
 
The Town reserves the right to cancel the contract at any time with no cost to the Town.  Any violations 
of the contract specifications shall be deemed to be justification to cancel the contract.  Should it become 
necessary for the Town to write a letter notifying the contractor of unsatisfactory work, it will become 
the first step in terminating the contract for cause.  If it is necessary to repeat this procedure, the third 
letter will constitute notice of termination of the contract for cause.  The Town’s decision shall be final 
and without recourse or cost to the Town.  Furthermore, the Town reserves the right to deduct from the 
vendor’s invoices any costs incurred due to the cancellation of a contract for cause.   If the cancellation 
is for budgetary considerations or is based upon the discretionary right of the Town then the cancellation 
shall be upon thirty (30) days written notice.   
 
The Town reserves the right not to award the continuation of a multiple year bid.  The award of each 
year's contract is contingent upon adoption and approval of budgetary funds for this purpose.   

State Set-aSide Program 
This Project is State Funded and is subject to the following set-aside program.  It is the contractor’s 
responsibility to contact CHRO and to comply with all statutory requirements. 
The contractor who is selected to perform this State project must comply with CONN. GEN. STAT. §§ 
4a-60, 4a-60a, 4a-60g, and 46a-68b through 46a-68f, inclusive, as amended by June 2015 Special 
Session Public Act 15-5.  An Affirmative Action Plan must be filed with and approved by the 
Commission on Human Rights and Opportunities prior to the commencement of construction.  

State law requires a minimum of twenty-five (25%) percent of the state-funded portion of the contract 
for award to subcontractors holding current certification from the Connecticut Department of 
Administrative Services (“DAS”) under the provisions of CONN. GEN. STAT. § 4a-60g, as amended.  
(25% of the work with DAS certified Small and Minority owned businesses and 25% of that work with 
DAS certified Minority, Women and/or Disabled owned businesses.)  The contractor must demonstrate 
good faith effort to meet the 25% set-aside goals.   

For municipal public works contracts and quasi-public agency projects, the contractor must file a written 
or electronic non-discrimination certification with the Commission on Human Rights and Opportunities.  
Forms can be found at http://www.ct.gov/opm/cwp/view.asp  
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Product Cutsheets 
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������ � ������
Shall be fabricated of 3.5 in. outside diameter, 13 gauge galvanized
steel tubing. (See Tubing) Finished with a baked on polyester powder
coating. (See Superdurable Polyester Powder Coat Finish)

����������������

Shall be cast of high strength Almag 35 (535.0-F) aluminum alloy.
Ultimate tensile strength shall be 40 ksi. Yield strength shall be 21
ksi. Each crown and post cap shall be fastened to the end of the
tubing with drive rivets. Plastic post end caps and plastic rivets are
unacceptable. Finished with a 420 micro finish and a baked on
polyester powder coating. (See Superdurable Polyester Powder Coat
Finish) ASTM Specifications: B-26. Federal Specifications: QQ-A-
601.

����������
The rivet shall be fabricated of 2117 aluminum alloy. The pin shall be
fabricated of 7075 aluminum alloy.

������	���� � �������� �!�������
Tensile strength shall be 55,000 psi. Yield strength shall be 50,000
psi.

* See Note
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������ ����������������
Shall be fabricated of 3.5 in. outside diameter, 13 gauge galvanized
steel tubing. (See Tubing) The top four inches of the post shall be
swaged to 3.17 in. outside diameter. Finished with a baked on
polyester powder coating or PrismCoat. (See PrismCoat / Polyester
Powder Coat Finish)

������	���� ���������� �!�������
Tensile strength shall be 55,000 psi. Yield strength shall be 50,000
psi.

* See Note
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Playworld Systems, Inc.   Monday, May 16, 2016
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���������	

������ ����������������
Shall be fabricated of 3.5 in. outside diameter, 13 gauge galvanized
steel tubing. (See Tubing) The top four inches of the post shall be
swaged to 3.17 in. outside diameter. Finished with a baked on
polyester powder coating or PrismCoat. (See PrismCoat / Polyester
Powder Coat Finish)

������	���� ���������� �!�������
Tensile strength shall be 55,000 psi. Yield strength shall be 50,000
psi.

* See Note

��� ��!�"�#$�%!&' �������5

 !(�)�(*"�����!+' �����

��� ��!�"��!�-."' �������%/�

���$�"��)����(&!"!' �����01/�

�&!2���/$�!&��!(3(4!' �������%/�

��/"2���/$�!&��!(3(4!' �������%/�

���!�6��" &��"' ������7-/�
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���������	

������ ����������������
Shall be fabricated of 3.5 in. outside diameter, 13 gauge galvanized
steel tubing. (See Tubing) The top four inches of the post shall be
swaged to 3.17 in. outside diameter. Finished with a baked on
polyester powder coating or PrismCoat. (See PrismCoat / Polyester
Powder Coat Finish)

������	���� ���������� �!�������
Tensile strength shall be 55,000 psi. Yield strength shall be 50,000
psi.

* See Note

��� ��!�"�#$�%!&' �������9
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��� ��!�"��!�-."' �9�5���%/�
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�&!2���/$�!&��!(3(4!' �������%/�

��/"2���/$�!&��!(3(4!' ���5���%/�

���!�6��" &��"' 5�����7-/�

:;���������	�	��7���<=�0 ��������

����������������"���#����$

Shall be die cast of high strength 380 aluminum alloy. Clamps shall
be provided as hinged assemblies to facilitate structure assembly
and an S-lap design to eliminate string entanglement. (See Die Cast
Clamps) Finished with a shot blast and a powder coating. (See
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Superdurable Polyester Powder Coat Finish) Because a hinged
clamp design provides the easiest and most flexible installation,
clamps which incorporate a slip-through design or clamping devices
that use a "bolt though" design are not acceptable. The use of two (2)
piece steel half clamps are not acceptable due to poor weatherability
and inherent rust problem.

��������%&������'��$ ���(���
Shall be an all welded assembly fabricated of 12 gauge hot rolled,
pickled and oiled flat steel. Deck surface and sides shall be die
formed from a single sheet of 12 gauge hot rolled, pickled and oiled
flat steel. Deck surface shall have .34 in. (9mm) diameter perforated
holes. Entire weldment shall have a protective coating. (See Coated
Finish)

* See Note

��� ��!�"�#$�%!&' ��������

 !(�)�(*"�����!+' ���9�

��� ��!�"��!�-."' �,�����%/�

#$�%!&��)�;/!&/' �

�&!2���/$�!&��!(3(4!' ,�����%/�

��/"2���/$�!&��!(3(4!' ���9���%/�

���!�6��" &��"' �5�����7-/�

�����	��7����	��7�7��7������ ��������

)�%&
������*����+��%&�
Shall be fabricated from a single sheet of 14 gauge galvanized sheet
steel. Shall have a minimum G60 galvanizing and regular spangle
commercial quality. Finished with a baked on polyester powder
coating. (See Superdurable Polyester Powder Coat Finish)

* See Note
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���#��	

���+��%&�
Shall be an all welded assembly fabricated of 12 gauge hot rolled,
pickled and oiled flat steel. Bracket shall have a protective coating.
(See Coated Finish)

����������������"���#����$

Shall be die cast of high strength 380 aluminum alloy. Clamps shall
be provided as hinged assemblies to facilitate structure assembly
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and an S-lap design to eliminate string entanglement. (See Die Cast
Clamps) Finished with a shot blast and a powder coating. (See
Superdurable Polyester Powder Coat Finish) Because a hinged
clamp design provides the easiest and most flexible installation,
clamps which incorporate a slip-through design or clamping devices
that use a "bolt though" design are not acceptable. The use of two (2)
piece steel half clamps are not acceptable due to poor weatherability
and inherent rust problem.

* See Note

��� ��!�"�#$�%!&' ��������

 !(�)�(*"�����!+' ��#��5
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����������������"���#����$

Shall be die cast of high strength 380 aluminum alloy. Clamps shall
be provided as hinged assemblies to facilitate structure assembly
and an S-lap design to eliminate string entanglement. (See Die Cast
Clamps) Finished with a shot blast and a powder coating. (See
Superdurable Polyester Powder Coat Finish) Because a hinged
clamp design provides the easiest and most flexible installation,
clamps which incorporate a slip-through design or clamping devices
that use a "bolt though" design are not acceptable. The use of two (2)
piece steel half clamps are not acceptable due to poor weatherability
and inherent rust problem.

������� �������,�-��.����
Shall be fabricated of 1.315 in. outside diameter, 14 gauge
galvanized steel tubing (See Tubing). Finished with a baked on
polyester powder coating. (See Superdurable Polyester Powder Coat
Finish)

�-���	

������ �������������(��/����
Shall be an all welded assembly fabricated of 3.5 in. outside
diameter, 13 gauge galvanized steel tubing OR 2.38 in. outside
diameter x 12 gauge galvanized steel tubing, and 11 gauge zinc
plated hot rolled flat steel. (See Tubing) Finished with a baked on
polyester powder coating. (See SuperDurable Polyester Powder Coat
Finish) ASTM Specifications: A-36,

0���������������
#
Shall be rotationally molded from Exxon CP-812 polyethylene. (See
Rotationally Molded Plastic Parts) Dry-blended or molded-in color
resins are not acceptable. Shall have molded in threaded inserts, and
1.315 in. outside diameter, 14 gauge galvanized steel tubing color
matched to the plastic. Tubing shall be finished with a baked on
polyester powder coating. (See Superdurable Polyester Powder Coat
Finish)

* See Note

��� ��!�"�#$�%!&' ��������

 !(�)�(*"�����!+' ��#����
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0����������
Shall be rotationally molded from Exxon CP-812 polyethylene. (See
Rotationally Molded Plastic Parts) Dry-blended or molded-in color
resins are not acceptable.

������	���� ������������ �!��.����
Tensile strength shall be 75,000 psi. Yield strength shall be 60,000
psi.

������	���� ���������� �!�������
Tensile strength shall be 55,000 psi. Yield strength shall be 50,000
psi.

��#�����#������������=������ ����,�9�

����������������"���#����$

Shall be die cast of high strength 380 aluminum alloy. Clamps shall
be provided as hinged assemblies to facilitate structure assembly
and an S-lap design to eliminate string entanglement. (See Die Cast
Clamps) Finished with a shot blast and a powder coating. (See
Superdurable Polyester Powder Coat Finish) Because a hinged
clamp design provides the easiest and most flexible installation,
clamps which incorporate a slip-through design or clamping devices
that use a "bolt though" design are not acceptable. The use of two (2)
piece steel half clamps are not acceptable due to poor weatherability
and inherent rust problem.

��
��1����+������ ���2��3��$��	��
Shall be an all-welded assembly fabricated of 3/16 in. hot rolled,
pickled and oiled flat steel; 1.029 in. outside diameter, 14 gauge
galvanized steel tubing and .815 in. outside diameter, 15 gauge
galvanized steel tubing. (See Tubing). Finished with a baked on
polyester powder coating or PrismCoat. (See PrismCoat / Polyester
Powder Coat Finish)

������	���� ���/������� �!�������
Tensile strength shall be 55,000 psi. Yield strength shall be 50,000
psi.

������	���� ����4(5����� �!��.����
Tensile strength shall be 55,000 psi. Yield strength shall be 50,000
psi.

* See Note
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Shall be die cast of high strength 380 aluminum alloy. Clamps shall
be provided as hinged assemblies to facilitate structure assembly
and an S-lap design to eliminate string entanglement. (See Die Cast
Clamps) Finished with a shot blast and a powder coating. (See
Superdurable Polyester Powder Coat Finish) Because a hinged
clamp design provides the easiest and most flexible installation,
clamps which incorporate a slip-through design or clamping devices
that use a "bolt though" design are not acceptable. The use of two (2)
piece steel half clamps are not acceptable due to poor weatherability
and inherent rust problem.
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��������	
Shall be cast of regular 319 (319.0-F) aluminum having an ultimate
tensile strength of 27 ksi and a yield strength shall be 18 ksi. Finished
with a 420 micro finish and a baked on polyester powder coating or
PrismCoat. (See PrismCoat / Polyester Powder Coat Finish) ASTM
Specifications: B-26.Federal Specifications: QQ-A-601.


�������������
Shall be rotationally molded from linear low density polyethylene.
(See Rotationally Molded Plastic Parts) Dry-blended or molded-in
color resins are not acceptable.

* See Note
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���� ��������
Cast of regular 319 (319.0-F) aluminum. Ultimate tensile strength
shall be 27 ksi. Yield strength shall be 18 ksi. Finished with a 420
micro finish and a baked on polyester powder coating. (See
Superdurable Polyester Powder Coa) ASTM Specifications: B-26.
Federal Specifications: QQ-A-601

��������� ����������������
Cast of regular 319 (319.0-F) aluminum. Ultimate tensile strength
shall be 27 ksi. Yield strength shall be 18 ksi. Finished with a 420
micro finish and a baked on polyester powder coating. (See
Superdurable Polyester Powder Coat Finish) ASTM Specifications:
B-26. Federal Specifications: QQ-A-601.

��������������������� ����!
Shall be die cast of high strength 380 aluminum alloy. Clamps shall
be provided as hinged assemblies to facilitate structure assembly
and an S-lap design to eliminate string entanglement. (See Die Cast
Clamps) Finished with a shot blast and a powder coating. (See
Superdurable Polyester Powder Coat Finish) Because a hinged
clamp design provides the easiest and most flexible installation,
clamps which incorporate a slip-through design or clamping devices
that use a "bolt though" design are not acceptable. The use of two (2)
piece steel half clamps are not acceptable due to poor weatherability
and inherent rust problem.

����������"����!��� ����������
Shall be cast of high strength Almag 35 (535.0-F) aluminum alloy.
(See Cast Almag Clamps) Finished with a 420 micro finish and a
baked on polyester powder coating. (See Superdurable Polyester
Powder Coat Finish)

������������� ���#�����

* See Note
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Shall be fabricated from colored marine grade, .75 in. high density
polyethylene and machined. Shall be ultraviolet (UV) stabilized.
Meets FDA requirements. ASTM Specifications: D-1238 (Melt Index),
D-1505 (Material Density), D-638 (Tensile Strength), D-648 (Heat
Distortion Temperature) D-790 (Flexural Modulus), D-1693 and D-
2561 (Environmental Stress Crack Resistance), D-2240 (Hardness),
D-1822 (Tensile Impact) D-746 (Brittleness), D-1525 (Softening
Point).

������������� ��������
Shall be fabricated of .50 in. (12 mm) high density sheet
polyethylene. Shall be ultraviolet (UV) stabilized. Meets FDA
requirements. ASTM Specifications: D-1238 (Melt Index), D-1505
(Material Density), D-638 (Tensile Strength), D-648 (Heat Distortion
Temperature) D-790 (Flexural Modulus), D-1693 and D-2561
(Environmental Stress Crack Resistance), D-2240 (Hardness), D-
1822 (Tensile Impact), D-746 (Brittleness), D-1525 (Vicat Softening
Point).

'1��12�	134�
5&��	5&0� ��������

��������������������� ����!
Shall be die cast of high strength 380 aluminum alloy. Clamps shall
be provided as hinged assemblies to facilitate structure assembly
and an S-lap design to eliminate string entanglement. (See Die Cast
Clamps) Finished with a shot blast and a powder coating. (See
Superdurable Polyester Powder Coat Finish) Because a hinged
clamp design provides the easiest and most flexible installation,
clamps which incorporate a slip-through design or clamping devices
that use a "bolt though" design are not acceptable. The use of two (2)
piece steel half clamps are not acceptable due to poor weatherability
and inherent rust problem.

����������"����!��� ����������
Shall be cast of high strength Almag 35 (535.0-F) aluminum alloy.
(See Cast Almag Clamps) Finished with a 420 micro finish and a
baked on polyester powder coating. (See Superdurable Polyester
Powder Coat Finish)

������������� ���#�����
Shall be fabricated from colored marine grade, .75 in. high density
polyethylene and machined. Shall be ultraviolet (UV) stabilized.
Meets FDA requirements. ASTM Specifications: D-1238 (Melt Index),
D-1505 (Material Density), D-638 (Tensile Strength), D-648 (Heat
Distortion Temperature) D-790 (Flexural Modulus), D-1693 and D-
2561 (Environmental Stress Crack Resistance), D-2240 (Hardness),
D-1822 (Tensile Impact) D-746 (Brittleness), D-1525 (Softening
Point).


�����������!�����
Shall be rotationally molded from linear low density polyethylene.
(See Rotationally Molded Plastic Parts) Dry-blended or molded-in
color resins are not acceptable. Threaded inserts may be molded into
the plastic to provide attachment points.

* See Note
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Shall be die cast of high strength 380 aluminum alloy. Clamps shall
be provided as hinged assemblies to facilitate structure assembly
and an S-lap design to eliminate string entanglement. (See Die Cast
Clamps) Finished with a shot blast and a powder coating. (See
Superdurable Polyester Powder Coat Finish) Because a hinged
clamp design provides the easiest and most flexible installation,
clamps which incorporate a slip-through design or clamping devices
that use a "bolt though" design are not acceptable. The use of two (2)
piece steel half clamps are not acceptable due to poor weatherability
and inherent rust problem.

����������"����!��� ����������
Shall be cast of high strength Almag 35 (535.0-F) aluminum alloy.
(See Cast Almag Clamps) Finished with a 420 micro finish and a
baked on polyester powder coating. (See Superdurable Polyester
Powder Coat Finish)

������������� ���#�����
Shall be fabricated from colored marine grade, .75 in. high density
polyethylene and machined. Shall be ultraviolet (UV) stabilized.
Meets FDA requirements. ASTM Specifications: D-1238 (Melt Index),
D-1505 (Material Density), D-638 (Tensile Strength), D-648 (Heat
Distortion Temperature) D-790 (Flexural Modulus), D-1693 and D-
2561 (Environmental Stress Crack Resistance), D-2240 (Hardness),
D-1822 (Tensile Impact) D-746 (Brittleness), D-1525 (Softening
Point).


�����������!�����
Shall be rotationally molded from linear low density polyethylene.
(See Rotationally Molded Plastic Parts) Dry-blended or molded-in
color resins are not acceptable. Threaded inserts may be molded into
the plastic to provide attachment points.

* See Note

���������	
����� ��������

�������������	���� '1++��

���������	 ��!"�� 6�#+,	$�%#


����	��	&%�%� �

'�(���%���	���)�*�� +�#�,	$�%#

'�%�(���%���	���)�*�� �#��	$�%#

�-��	.�������� �+�#��	/!%#

���	�15 1$/ ������,�

��������$����%����!�����
Shall be cast of high strength Almag 35 (535.0-F) aluminum alloy.
(See Cast Almag Clamps) Finished with a 420 micro finish and a
baked on polyester powder coating or PrismCoat. (See PrismCoat /
Polyester Powder Coat Finish)

��������&�'( �����%��)�%"����!�	���
Shall be an all welded assembly fabricated of .815 in. outside
diameter, 15 gauge galvanized steel tubing, 1.029 in. outside
diameter, 14 gauge galvanized steel tubing, 1.315 in. outside
diameter, 14 gauge galvanized steel tubing, .25 in. hot rolled flat
steel, .188 in. hot rolled sheet steel, and .188 in. hot rolled pickled
and oiled flat steel. (See Tubing) Finished with a baked on polyester
powder coating. (See Superdurable Polyester Powder Coat Finish)

���%��)�����*�� ���������+�������!������
Platform weldment shall be fabricated of 7 gauge hot rolled, pickled
and oiled flat steel, 12 gauge hot rolled, pickled and oiled flat steel
and .375 cold rolled steel. Platform weldment shall have a protective
coating. (See Coated Finish) Catwalk shall comply with ASTM
Specifications: A-135, A-500, and A-513.

��������	��� ���,�������-�.�������

* See Note

���������	
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���������	 ��!"�� ���#��	$�%#
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Page 8 of 18

5/16/2016http://psi-bbs/Product/Specification/Spec_Product_3.asp?projid=16-1394F&type=q&actio...



Tensile strength shall be 55,000 psi. Yield strength shall be 50,000
psi.

��������	��� ����/0������-�.��1����
Tensile strength shall be 55,000 psi. Yield strength shall be 50,000
psi.

��������	��� ������������-�.��1����
Tensile strength shall be 75,000 psi. Yield strength shall be 60,000
psi.

�9$-	�$9:0��	7�,��	3��/8 �����6��

��������� ����������������
Cast of regular 319 (319.0-F) aluminum. Ultimate tensile strength
shall be 27 ksi. Yield strength shall be 18 ksi. Finished with a 420
micro finish and a baked on polyester powder coating. (See
Superdurable Polyester Powder Coat Finish) ASTM Specifications:
B-26. Federal Specifications: QQ-A-601.

��������������������� ����!
Shall be die cast of high strength 380 aluminum alloy. Clamps shall
be provided as hinged assemblies to facilitate structure assembly
and an S-lap design to eliminate string entanglement. (See Die Cast
Clamps) Finished with a shot blast and a powder coating. (See
Superdurable Polyester Powder Coat Finish) Because a hinged
clamp design provides the easiest and most flexible installation,
clamps which incorporate a slip-through design or clamping devices
that use a "bolt though" design are not acceptable. The use of two (2)
piece steel half clamps are not acceptable due to poor weatherability
and inherent rust problem.

��������	���&2��������������(
Shall be fabricated of 1.315 in. outside diameter, 14 gauge
galvanized steel tubing; 1.029 in. outside diameter, 14 gauge
galvanized steel tubing; 11 gauge hot rolled flat steel. (See Tubing)
Finished with a baked on polyester powder coating. (See
SuperDurable Polyester Powder Coat Finish) ASTM Specifications:
A-135, A-500 and E-8.

��������3��� ��
�������	� ��&#�3���������3�(
Shall be fabricated of 1.315 in. outside diameter, 14 gauge
galvanized steel tubing, 11 gauge hot rolled steel, and 7 gauge hot
rolled, pickled and oiled flat steel. (See Tubing) All tube to tube weld
connections shall be coped before welding to provide a clean look
and the strongest joint possible. Flattened or partially flattened tube
weld connections are not acceptable. Finished with a baked on
polyester powder coating. (See Superdurable Polyester Powder Coat
Finish)

��������	��� ����/0������-�.��1����
Tensile strength shall be 55,000 psi. Yield strength shall be 50,000
psi.

��������	��� ������������-�.��1����
Tensile strength shall be 75,000 psi. Yield strength shall be 60,000
psi.

* See Note

���������	
����� �����6��

�������������	���� ��
+��+

���������	 ��!"�� ��#+,	$�%#


����	��	&%�%� +

1�����	��	�������� �#��	;<%#

'�(���%���	���)�*�� +�#��	$�%#

'�%�(���%���	���)�*�� ��#��	$�%#

�-��	.�������� +��#+�	/!%#

Page 9 of 18

5/16/2016http://psi-bbs/Product/Specification/Spec_Product_3.asp?projid=16-1394F&type=q&actio...



— FOR PLAYWORLD DEALERS ONLY —

Early Childhood 
Learning Panels

Lewisburg, PA | 800.233.8404 | +1.570.522.9800 | Playworld.com 
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Garden Panel Whimsy Wheel  Panel

Art Panel Door Panel Window Panel

Valuable Selling Tools
• Art Panel – Kids can explore their creative side on 

this washable, Lexan® panel.  Integrated cup holders 
secure cups for art supplies.  

• Window Panel – Kids will love to peek at their 
friends through the window.  Fine motor skills are 
improved using the pusher-clicker.  Available for 
ground and deck level.

• Garden Panel – A child’s imagination will soar as she 
slides butterflies through the garden.  Improves fine 
motor skills.  Available for ground and deck level. 

• Whimsy Wheel - Little ones will delight in spinning 
wheels and sliding knobs on this whimsical panel. 

• Door Panel – Creates an entrance to an under-deck 
hide-away.  Rattle knobs improve fine motor skills.  

Fun, bold panels 
designed for tots
These fun, bold and imaginative panels 
are designed for children ages 2-5 to 
inspire their imaginations and fuel their 
creativity.

Playworld 

Dealers Only



— FOR PLAYWORLD DEALERS ONLY —

Early Childhood Learning Panels continued
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Lewisburg, PA | 800.233.8404 | +1.570.522.9800 | Playworld.com 

PST

SP1

SP2

Description Item 
Number Weight

Art Panel ZZCH4378 17 lbs (kg) 

Art Panel  
(Ground Level)

ZZCH4379 21 lbs (kg)

Door Panel with Rattle Knobs 
(Ground Level) 

ZZCH4506 26 lbs (kg) 

Window Panel with Push Clicker ZZCH4507 30 lbs (kg)

Window Panel with Push Clicker  
(Ground Level)

ZZCH4527 33 lbs (kg)

Garden Panel ZZCH4509 27 lbs (kg) 

Garden Panel 
(Ground Level)

ZZCH4528 30 lbs (kg) 

Whimsy Wheel ZZCH4516 28 lbs (kg) 

Whimsy Wheel  
(Ground Level)

ZZCH4529 31 lbs (kg) 

Available only in Challengers.

Maintenance
No special maintenance required, but as with 
other playground equipment, periodic checks are 
recommended to see that there are no hazards in the 
play area.

Certifications
The Fundamentals products have been tested and found 
compliant with ASTM F1487, CSA Z614 and EN1176. It 
is also the opinion of Playworld that this product is in 
compliance with CPSC Pub#325, JFPA, and AS4685 
although no formal testing has been completed in 
accordance with those documents.

The Fundamentals products will also comply with the 
2010 ADA Standards when they are installed along an 
accessible route that resides over an accessible, shock 
absorbing playground safety surfacing that is rated for 
a fall height of least the height of platforms it spans 
between  or greater and is compliant with ASTM F1951 
and ASTM F1292.

Installation
No unusual footings or special installation considerations

Order Lead Time
Order lead time is Playworld’s standard time. No special 
processes or requirements are needed to order this 
product.

Hassle-free Warranty
For peace of mind, we offer the best warranty available—
hassle free. For detailed information, please see either 
our Warranty or the Terms, Conditions and Warranty 
Certificate.

Color Options
Window Panel 

• Post [PST]: color of the clamps. Shown in copper

• Sheet Plastic 1 [SP1]: color for the main plastic panel. 
Shown in lime

• Sheet Plastic 2 [SP2]: color for the panel accent 
plastic.  Shown in yellow

Playworld 

Dealers Only



— FOR PLAYWORLD DEALERS ONLY —

Nuvo™ Components continued
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Lewisburg, PA | 800.233.8404 | +1.570.522.9800 | Playworld.com 

Nuvo™ Roof
• Appears to be “floating” above the playground

•  Graceful curves and swirls add fresh appeal

Nuvo™ Transfer Station
•  New design allows children to transfer from both sides

•  Unique look adds flair to your Nuvo playground

•  Available in 3’ (0,91m) and 4’ (1,22m) versions

• Hand holds assist with climbing

Nuvo™ Swirl Roof
•  Roof designed with a skylight

• Graceful curves and swirls add fresh appeal

• 4-post connection

Playworld 

Dealers Only



— FOR PLAYWORLD DEALERS ONLY —

Nuvo™ continued
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Design Considerations
Nuvo 3600 Spiral Slide

The Nuvo 3600 Spiral Slide has some improvements over 
the 1-Piece Spiral Slide that required a change in our 
thinking when it comes to design.

a. The Nuvo 3600 Spiral Slide has the same footprint as 
the 1-Piece Spiral Slide so you do not need to remove 
the old footing if you are replacing a 1-Piece Spiral Slide.

b. The Nuvo 3600 Spiral Slide uses a deck hanger 
at the platform height for support so a Spiral Slide 
Entry Support Bracket will no longer be needed when 
attaching the 6' (1,83m) high Nuvo 3600 Spiral Slide to 
lower platforms. Standard Kick Plates and deck-to-deck 
climbers will now connect directly to the Nuvo 3600 
Spiral Slide.

c. The Playmakers® version of the Nuvo 3600 Spiral 
Slide requires at least one post size taller than usual 
due to the post being set 4” (10,16cm) shorter than 
Challengers®. The old 1-Piece Spiral Slide 6' (1,83m) 
platform required a 13' (396,3cm) post versus the Nuvo 
3600 Spiral Slide 6' (1,83m) platform which requires a 14' 
(426,7cm) post as shown in the illustration below.

d. The Dragon and Sea Serpent 
Spiral Slide graphic (that is 
attached to the barrier.) A Pannier 
custom sign graphic will replace 
the sheet plastic barrier at the top 
of the slide. The Dragon or Sea 
Serpent will automatically match 
the color of the slide bedway.

Maintenance
• No special maintenance required, but as with 

other playground equipment, periodic checks are 
recommended to see that there are no hazards in the 
play area.

Hassle-free Warranty
• For peace of mind, we offer the best warranty 

available—hassle-free. For detailed information, 
please see either our Warranty or the Terms, 
Conditions and Warranty Certificate.

Certifications
• The Nuvo products are compliant with ASTM F1487, 

CSA Z614 and EN1176. It is also the opinion of 
Playworld Systems that this product is in compliance 
with CPSC Pub#325, JFPA, and AS4685 although 
no formal testing has been completed in accordance 
with those documents.

• The Nuvo products will also comply with the 2010 
ADA Standards when they are installed along an 
accessible route that resides over an accessible, 
shock absorbing playground safety surfacing that is 
rated for a fall height of least the height of platforms 
it spans between  or greater and is compliant with 
ASTM F1951 and ASTM F1292.

Installation
• No footings or special installation considerations.

Order Lead Time
• The order lead time is Playworld's standard time. 

No special requirements or processes are needed to 
order this product.

Standard Post Nuvo Spial Slide Post

Playworld 

Dealers Only
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��������������������� ����!
Shall be die cast of high strength 380 aluminum alloy. Clamps shall
be provided as hinged assemblies to facilitate structure assembly
and an S-lap design to eliminate string entanglement. (See Die Cast
Clamps) Finished with a shot blast and a powder coating. (See
Superdurable Polyester Powder Coat Finish) Because a hinged
clamp design provides the easiest and most flexible installation,
clamps which incorporate a slip-through design or clamping devices
that use a "bolt though" design are not acceptable. The use of two (2)
piece steel half clamps are not acceptable due to poor weatherability
and inherent rust problem.


�		������	��
Shall be an all-welded assembly fabricated of 1.315 in. outside
diameter, 14 gauge galvanized tubing. (See Tubing) Finished with a
baked-on polyester coating. (See Superdurable Polyester Powder
Coat Finish)

��������3��� ��
�������	� �2!!���&#�3�������	(
Shall be fabricated of 1.315 in. outside diameter, 14 gauge
galvanized steel tubing and 7 gauge hot rolled, pickled and oiled flat
steel. (See Tubing) All tube to tube weld connections shall be coped
before welding to provide a clean look and the strongest joint
possible. Flattened or partially flattened tube weld connections are
not acceptable. Finished with a baked on polyester powder coating.
(See Superdurable Polyester Powder Coat Finish)

��������	��� ������������-�.��1����
Tensile strength shall be 75,000 psi. Yield strength shall be 60,000
psi.

* See Note

���������	
����� ����,�6�

�������������	���� ��
+�6,

���������	 ��!"�� �,#��	$�%#


����	��	&%�%� �

1�����	��	�������� �#��	;<%#

'�(���%���	���)�*�� �#,�	$�%#

'�%�(���%���	���)�*�� +�#+,	$�%#

�-��	.�������� +�6#��	/!%#

'$1; --3	�9
2$�	'�1/	�--. ����6���

4��� �����5�-��6������� ���0����
Shall be an all welded assembly fabricated of 3.5 in. outside
diameter, 13 gauge galvanized steel tubing and 12 gauge galvanized
flat steel. (See Tubing) Finished with a baked on polyester powder
coating. (See Superdurable Polyester Powder Coat Finish)

4��� ���0�3���3��7��4��������
Shall be an all welded assembly of 12 gauge galvanized flat steel.
Finished with a baked on polyester powder coating. (See
Superdurable Polyester Powder Coat Finish)

��� 8��������)�
Planks are fabricated using 95% total recycled content. Heating
process enables wood pulp to be totally encapsulated with plastic
resulting with vibrant colors, greater resistance to moisture, mold,
mildew and staining. Ingredients using wood pulp of larger size,
rather than wood flour, enables total encapsulation. Moisture shield is
not water cooled during the extrusion process, preventing stress to
the plastic and less problems or concerns after installation.

��������	��� ����������-�.�������
Tensile strength shall be 55,000 psi. Yield strength shall be 50,000
psi.

* See Note

���������	
����� ����6���

�������������	���� '1+�,�

���������	 ��!"�� +,�#+6	$�%#

'�(���%���	���)�*�� 6�#+�	$�%#

'�%�(���%���	���)�*�� ��#,�	$�%#
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��������	
����	����
Shall be cast of high strength Almag 35 (535.0-F) aluminum alloy.
(See Cast Almag Clamps) Finished with a 420 micro finish and a
baked on polyester powder coating or PrismCoat. (See PrismCoat /
Polyester Powder Coat Finish)

��������� �	���	��������
Cast of regular 319 (319.0-F) aluminum. Ultimate tensile strength
shall be 27 ksi. Yield strength shall be 18 ksi. Finished with a 420
micro finish and a baked on polyester powder coating baked on
polyester powder coating. (See superdurable Polyester Powder Coat
Finish) ASTM Specifications: B-26. Federal Specifications: QQ-A-
601.

������ �	���	�����
Cast of regular 319 (319.0-F) aluminum. Ultimate tensile strength
shall be 27 ksi. Yield strength shall be 18 ksi. Finished with a 420
micro finish and a baked on polyester powder coating. (See
Superdurable Polyester Powder Coat Finish) ASTM Specifications:
B-26. Federal Specifications: QQ-A-601.

������� �	����	
���	����
Shall be an all welded assembly fabricated of 1.029 in. outside
diameter, 14 gauge galvanized steel tubing and .188 in. zinc plated,
hot rolled flat steel. (See Tubing) Finished with a baked on polyester
powder coat or PrismCoat. (See PrismCoat / Polyester Powder Coat
Finish)

�����	�� ��� �	��!"�	���	#$%	�&	���
Tensile strength shall be 55,000 psi. Yield strength shall be 50,000
psi.

* See Note

���������	� �!�"# ��������

���$%&%$'�%��	(�)# ���**+,

���������	��%-.�# *�/�,	�!0/

� �!�"	�&	�0�"0# *

�"�1���0 ��"	(�$2$3�# �/45	�!0/

��0�1���0 ��"	(�$2$3�# �/*�	�!0/

����	6����"%��# 45/+5	7-0/

����(
�8	�����	������	�
��	����	����	6�(
�%�	�����(�� ��������

��������	
����	����
Shall be cast of high strength Almag 35 (535.0-F) aluminum alloy.
(See Cast Almag Clamps) Finished with a 420 micro finish and a
baked on polyester powder coating or PrismCoat. (See PrismCoat /
Polyester Powder Coat Finish)

��������	
����	'(	 �������
Cast of regular 319 (319.0-F) aluminum. Ultimate tensile strength
shall be 27 ksi. Yield strength shall be 18 ksi. ASTM Specifications:
B-26. Federal Specifications: QQ-A-601. Finished with a 420 micro
finish and a baked on polyester powder coating or PrismCoat. (See
PrismCoat / Polyester Powder Coat Finish) Shall have factory
installed oil light bearings pressed into the casting.

* See Note

���������	� �!�"# ��������

���$%&%$'�%��	(�)# ���**+�

���������	��%-.�# +/��	�!0/
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� �!�"	�&	�0�"0# *

�"�1���0 ��"	(�$2$3�# �/5�	�!0/

��0�1���0 ��"	(�$2$3�# �/++	�!0/

����	6����"%��# ��/,5	7-0/

��(6��
�8	��(�
�8	��9��	7
� ������*5

���)�����	
������	*� ��
Shall be a pressure sensitive adhesive white vinyl label laminated
with clear mylar for weather resistance. Shall contain the following
text: Warning! Installation over a hard surface such as concrete,
asphalt, or packed earth may result in serious injury or death from
falls. Shall be tamper resistant to deter removal.

* See Note

���������	� �!�"# ������*5

���$%&%$'�%��	(�)# ������

���������	��%-.�# 5/5+	�!0/

�"�1���0 ��"	(�$2$3�# 5/55	�!0/

��0�1���0 ��"	(�$2$3�# 5/55	�!0/

����	6����"%��# 5/+5	7-0/

�
��	�:����	�
��������	7
�	��	��(���� ������,5

���)�����	
������	*� ��
Shall be a pressure sensitive adhesive white vinyl label laminated
with clear mylar for weather resistance. Shall contain the following
text: Warning! Installation over a hard surface such as concrete,
asphalt, or packed earth may result in serious injury or death from
falls. Shall be tamper resistant to deter removal.

$
Contains all installation and maintenance information for the ordered
equipment. Also contains web links and other pertinent information.

�������	�����
4.5 oz can of aerosol spray paint matching the component / post
color to be used for touch-up purposes.

�������	������
4.5 oz can of rust resistant gray primer spray aerosol to be used as a
first coat for component touch-up.

+��))���	,���-��	��'���
Shall be an container of 12 premoistened towelettes. Ingredients are
environmentally safe, biodegradable and VOC compliant.
Manufactured by SEI Chemical. Shall be shipped as part of the
structure maintenance kit.

���.����� �	������	/��

* See Note

���������	� �!�"# ������,5

���$%&%$'�%��	(�)# ���**�+

���������	��%-.�# *,/5�	�!0/

�"�1���0 ��"	(�$2$3�# 5/5;	�!0/

��0�1���0 ��"	(�$2$3�# 5/�*	�!0/

����	6����"%��# ;�/;5	7-0/
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Shall consist of 1 sheet each of 80, 100, and 150 grit sandpaper.

0��.'��� �	����	�1�����
Shall be a bag of assorted hardware, hex wrenches and screw driver
bits common to most composite playground structures. (See General
Hardware Reference)

�����������	�������	��2
Shall be a 3 piece box shipped to the end user of recreational
equipment. Shall contain all appropriate documentation and repair
materials. Shall be properly identified with the installation location.

�1,�;%�	�<	�1��
�	�����	�(��	��
�8	=��&�	���
(�
� ����5*�5

�'���	��-�� �	����	����(	�����.
Shall be manufactured of superior grade cast ductile iron and zinc
plated for optimal surface protection. Shall have an integrated bronze
bearing pressed in after powdercoating. Shall be finished with a
baked on polyester powder coat. (See Superdurable Polyester
Powder Coat Finish)

"��34	���	�'���	0�����	(	���. �	����	����
Shall be manufactured of superior grade cast ductile iron and
galvanized. The swing hanger and band together shall have an
ultimate tensile load of 5000 lbs. Shall be finished with a baked on
polyester powder coat. (See Superdurable Polyester Powder Coat
Finish)

"��34	���	����	���� �	5	���	��� 
Shall be an all welded assembly fabricated of 2.375 in. outside
diameter, 10 gauge galvanized steel tubing and 2.875 in. outside
diameter, 8 gauge galvanized steel tubing. (See Tubing) Shall be
finished with a baked on polyester powder coating. (See
Superdurable Polyester Powder Coat Finish)

"��34	���	���	,���
Shall be fabricated of 2.375 in. outside diameter 10 gauge galvanized
steel tubing. (See Tubing). Finished with a baked on polyester
powder coating. (See Superdurable Polyester Powder Coat Finish)

�����	�� ��� �	"��34	���	#$%	�!	���
Tensile strength shall be 75,000 psi. Yield strength shall be 60,000
psi.

�����	�� ��� �	"�534	���	#�$�%	5	���
Minimum yield strength shall be 50,000 psi. with a maximum tensile
strength at least 13% higher. Material ASTM Designation: A1011/A
1011/M Ola Commerical Steel CS Type B Mn content 0.6% max.
Carbon Content (0.07 to 0.11) % vs. (0.02 to 0.15) % per ASTM
Specs.

* See Note

���������	� �!�"# ����5*�5

���$%&%$'�%��	(�)# ��5�+�

���������	��%-.�# *�*/45	�!0/

��� ��	�&	���$"���# 5/+�	:>0/

�"�1���0 ��"	(�$2$3�# ,*/5,	�!0/

��0�1���0 ��"	(�$2$3�# 44/�5	�!0/

����	6����"%��# ,��/,5	7-0/

�1,�;%�	�<	�����	�(��	��
�8	�1��
�	�<<1�19�: ����5*�*

�'���	��-�� �	����	����(	�����.
Shall be manufactured of superior grade cast ductile iron and zinc
plated for optimal surface protection. Shall have an integrated bronze
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bearing pressed in after powdercoating. Shall be finished with a
baked on polyester powder coat. (See Superdurable Polyester
Powder Coat Finish)

"��34	���	�'���	0�����	(	���. �	����	����
Shall be manufactured of superior grade cast ductile iron and
galvanized. The swing hanger and band together shall have an
ultimate tensile load of 5000 lbs. Shall be finished with a baked on
polyester powder coat. (See Superdurable Polyester Powder Coat
Finish)

"��34	���	����	���� �	5	���	��� 
Shall be an all welded assembly fabricated of 2.375 in. outside
diameter, 10 gauge galvanized steel tubing and 2.875 in. outside
diameter, 8 gauge galvanized steel tubing. (See Tubing) Shall be
finished with a baked on polyester powder coating. (See
Superdurable Polyester Powder Coat Finish)

"��34	���	���	,���
Shall be fabricated of 2.375 in. outside diameter 10 gauge galvanized
steel tubing. (See Tubing). Finished with a baked on polyester
powder coating. (See Superdurable Polyester Powder Coat Finish)

�����	�� ��� �	"��34	���	#$%	�!	���
Tensile strength shall be 75,000 psi. Yield strength shall be 60,000
psi.

�����	�� ��� �	"�534	���	#�$�%	5	���
Minimum yield strength shall be 50,000 psi. with a maximum tensile
strength at least 13% higher. Material ASTM Designation: A1011/A
1011/M Ola Commerical Steel CS Type B Mn content 0.6% max.
Carbon Content (0.07 to 0.11) % vs. (0.02 to 0.15) % per ASTM
Specs.

* See Note

���������	� �!�"# ����5*�*

���$%&%$'�%��	(�)# ��5�+�

���������	��%-.�# *�5/;+	�!0/

��� ��	�&	���$"���# 5/�4	:>0/

�"�1���0 ��"	(�$2$3�# *4/;;	�!0/

��0�1���0 ��"	(�$2$3�# ,�/�5	�!0/

����	6����"%��# ���/,5	7-0/

�(
8
��	�1(��	���< ����5*,+

6�����)���� �	��,�2
T-Rex shall be manufactured with a min of 2000 psi polyfibercrete. It
shall have 90lbs/cubic feet average density. The use surface is
sandblasted to achieve desired texture. The texture and shape will
mimic natural rock formations. Different features and variations in the
surface will provide the climbing routes.

7� ������� �	����
Sign is a solid one-piece panel with all copy and graphics embedded
in the panel. Panel is manufactured out of fiberglass-reinforced
plastic or equivalent with a non-yellowing, R-70 clear resin (or UV
stabilized, acrylic-modified polyester resin) reinforced with high
solubility, chopped strand fiberglass mat so that the index of
refraction ensures total clarity of color, copy and graphics. Glass
fibers will not be readily dicernible on face. Material will have a glass
content of no less than 28% of the total weight. Material will have an
ambient temperature range of -65 to 350 degrees F. Material will
have a min. barcol hardness of 50, tensil strength of 12,000 PSI,
compressive strength of 20,000 PSI, and a flexural strength of 18,000
PSI. Minimum impact of the material is 6 ft. LBS. / in. Notch with a
fire resistance of 500 degrees F. Material will not be permanently
defaced by steam, acids, aromatics, scratching, inks, or paints and

* See Note

���������	� �!�"# ����5*,+

���$%&%$'�%��	(�)# ��*��4

���������	��%-.�# �?+55/55	�!0/

� �!�"	�&	�0�"0# +

�"�1���0 ��"	(�$2$3�# 5/55	�!0/

��0�1���0 ��" 5/55	�!0/
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will be readily wiped clean with paint remover and solvents without
affecting the appearance or legibility of the sign finish or graphics.
Material will be opaque or translucent with a semi-gloss or matte
finish. Panel edges will not be crazed or cracked, and the edge finish
will be smooth, clean, and neat. Panel will be absolutely flat. Material
will be warrantied for a period of 10 years against chipping,
delaminating, and fading.

(�$2$3�#

����	6����"%��#
�?��*/;5

7-0/

�(
8
��	�1(��	(
9� ����5*,4

6�����)���� �	��,�2
T-Rex shall be manufactured with a min of 2000 psi polyfibercrete. It
shall have 90lbs/cubic feet average density. The use surface is
sandblasted to achieve desired texture. The texture and shape will
mimic natural rock formations. Different features and variations in the
surface will provide the climbing routes.

7� ������� �	����
Sign is a solid one-piece panel with all copy and graphics embedded
in the panel. Panel is manufactured out of fiberglass-reinforced
plastic or equivalent with a non-yellowing, R-70 clear resin (or UV
stabilized, acrylic-modified polyester resin) reinforced with high
solubility, chopped strand fiberglass mat so that the index of
refraction ensures total clarity of color, copy and graphics. Glass
fibers will not be readily dicernible on face. Material will have a glass
content of no less than 28% of the total weight. Material will have an
ambient temperature range of -65 to 350 degrees F. Material will
have a min. barcol hardness of 50, tensil strength of 12,000 PSI,
compressive strength of 20,000 PSI, and a flexural strength of 18,000
PSI. Minimum impact of the material is 6 ft. LBS. / in. Notch with a
fire resistance of 500 degrees F. Material will not be permanently
defaced by steam, acids, aromatics, scratching, inks, or paints and
will be readily wiped clean with paint remover and solvents without
affecting the appearance or legibility of the sign finish or graphics.
Material will be opaque or translucent with a semi-gloss or matte
finish. Panel edges will not be crazed or cracked, and the edge finish
will be smooth, clean, and neat. Panel will be absolutely flat. Material
will be warrantied for a period of 10 years against chipping,
delaminating, and fading.

* See Note

���������	� �!�"# ����5*,4

���$%&%$'�%��	(�)# ��*��4

���������	��%-.�# �?�+5/55	�!0/

� �!�"	�&	�0�"0# �

�"�1���0 ��"	(�$2$3�# 5/55	�!0/

��0�1���0 ��"
(�$2$3�#

5/55	�!0/

����	6����"%��#
+?,��/�5

7-0/

�(
8
��	�1(��	��
� ����5*,�

6�����)���� �	��,�2
T-Rex shall be manufactured with a min of 2000 psi polyfibercrete. It
shall have 90lbs/cubic feet average density. The use surface is
sandblasted to achieve desired texture. The texture and shape will
mimic natural rock formations. Different features and variations in the
surface will provide the climbing routes.

7� ������� �	����
Sign is a solid one-piece panel with all copy and graphics embedded
in the panel. Panel is manufactured out of fiberglass-reinforced
plastic or equivalent with a non-yellowing, R-70 clear resin (or UV
stabilized, acrylic-modified polyester resin) reinforced with high
solubility, chopped strand fiberglass mat so that the index of
refraction ensures total clarity of color, copy and graphics. Glass
fibers will not be readily dicernible on face. Material will have a glass
content of no less than 28% of the total weight. Material will have an

* See Note

���������	� �!�"# ����5*,�
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ambient temperature range of -65 to 350 degrees F. Material will
have a min. barcol hardness of 50, tensil strength of 12,000 PSI,
compressive strength of 20,000 PSI, and a flexural strength of 18,000
PSI. Minimum impact of the material is 6 ft. LBS. / in. Notch with a
fire resistance of 500 degrees F. Material will not be permanently
defaced by steam, acids, aromatics, scratching, inks, or paints and
will be readily wiped clean with paint remover and solvents without
affecting the appearance or legibility of the sign finish or graphics.
Material will be opaque or translucent with a semi-gloss or matte
finish. Panel edges will not be crazed or cracked, and the edge finish
will be smooth, clean, and neat. Panel will be absolutely flat. Material
will be warrantied for a period of 10 years against chipping,
delaminating, and fading.

���������	�
����� ������

�
��
���	������	� ���������� !�

"#� �$�
��%!�$!� �

�$�&�
�!#��$���'�(�� ������ !�

�
!	&�
�!#��$
��'�(��

������ !�

�)���*

	�$��	�
���+,���

-�!�

����).���%/0"%/���1�203���0"4��5�0�63
�103�.��1�0" 7788����

�������	
��
������
Shall be fabricated of .375 in. outside diameter cold rolled steel.
Finished with a zinc coating.

��
������
Shall be a 205/75 D15 nylon belted tire. Steel belted tires are not
acceptable.

����	��������
Shall be a 2.5 in. (64mm) outside diameter, steel flat washer

���
����������� ����	��
Shall be an all welded assembly fabricated of 5 in. outside diameter,
.125 in. wall extruded 6061-T6 aluminum alloy tubing. Finished with a
baked on polyester powder coating or PrismCoat. (See PrismCoat /
Polyester Powder Coat Finish)

�������
����������
Shall be an all welded assembly fabricated of 5 in. outside diameter,
11 gauge galvanized steel tubing; and 8 gauge galvanized flat steel.
Finished with a baked on polyester powder coating or PrismCoat.
(See PrismCoat / Polyester Powder Coat Finish)

�������
������������� �!
Shall be a factory assembly which shall be fabricated of the following
materials: a steel universal joint, neoprene bellows, oilite bronze
bushings, a grease fitting, hardware (see Hardware), a tire swing
swivel pin fabricated of grade 5 forged steel, and a swivel hub
weldment. The swivel hub weldment shall be an all welded assembly
fabricated of .375 in. round cold rolled steel and 2 in. diameter, 1215
round cold rolled steel. Shall be greased at factory after assembly
process.

"����#�"���
�$%&
Shall be 4/0 welded link chain with a coating. The chain links are zinc
coated low carbon 1008 steel. (See Coated Finish) The Rockwell
would be on the B scale @ 90. The working load limit for this chain is
670 lbs.

������	 �
� �����
��'()�**����
Tensile strength shall be 55,000 psi. Yield strength shall be 50,000

* See Note

�
��
���	�"#� �$� 7788����

���������	�
����� 3�"�+�9

�
��
���	������	� �����,�� !�

"#� �$�
��%!�$!� �

��
#�	�
���
��$�	�� �����:;!�

�$�&�
�!#��$���'�(�� ���9��� !�

�
!	&�
�!#��$
��'�(��

<<�<+�� !�

�)���*

	�$��	�
���,��9�

-�!�
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psi.

��	��
	���	 �
� �����
��'()��*+���
���
Shall be 6061-T6 alloy tubing having a Tensile strength of 38,000 psi.
and a Yield strength of 35,000 psi. (See Tubing).

=3�2��3�2�>5�0�63��103�.�2)�,�	�2)���0� 7788���<

"���
�$%&�����������#
ASTM B695 Type 1- Class 40 A - 1.7 mil coating of zinc equal in
corrosion protection to a hot dip galvanized zinc finish. Meets ASTM
spec B454, Military spec Mil-C-81562A for mechanical zinc coating
required by SATM A-153, Class D.

��
����� �� ���
Shall be fabricated from .5 in. (13 mm) thick ethylene propylene
diene monomer with a T-301 full hard .020 in. (.51 mm) carbon steel
insert. A triangular galvanized steel bracket and plate shall be
secured to seat with galvanized rivets for chain attachments. Seat
shall be slash-proof.

* See Note

�
��
���	�"#� �$� 7788���<

���������	�
����� 3�"�+��

�
��
���	������	� +����� !�

"#� �$�
��%!�$!� �

�$�&�
�!#��$���'�(�� <��<�� !�

�
!	&�
�!#��$���'�(�� ������ !�

�)���*

	�$��	� ������-�!�

�/�����%63.�=3"�1 7788��+�

,���� ����
���-��
Shall be an all welded assembly fabricated of 2.375 in. outside
diameter, 12 gauge galvanized steel tubing and zinc plated 11 gauge
hot rolled pickled and oiled flat steel plate. (See Tubing) Finished with
a baked on polyester powder coating. (See Superdurable Polyester
Powder Coat Finish)

"����#���
��
Shall be an all welded assembly fabricated from 1.315" OD black
steel tubing w/ a .109" wall thickness; 1.029" OD x 14 gauge
galvanized steel tubing (See Tubing); and 12 gauge black sheet
steel. Entire weldment shall have a protective coating. (See
EcoArmor Coated Finish)

������	 �
� ��+�./���
��'()�*+����
Tensile strength shall be 75,000 psi. Yield strength shall be 60,000
psi.

* See Note

�
��
���	�"#� �$� 7788��+�

���������	�
����� ����9<

�
��
���	������	� <������ !�

��
#�	�
���
��$�	�� �����:;!�

�$�&�
�!#��$���'�(�� ��<��� !�

�
!	&�
�!#��$���'�(�� ������� !�

�)���*

	�$��	� ��,�9��-�!�
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* The photos shown are for product representation only. The actual products may vary in size and color depending upon application.

��	�3�:��3.�����20���3/�"3"2��"4�3��34
=3"�1 77889���

�����0
#�"��� ����
���,����
Shall be cast from high strength Almag 35 (535.0) aluminum alloy.
Tenzalloy (40-E, 315.0) shall not be acceptable as a load bearing
clamp material. Minimum tensile strength shall be 38,000 psi.
Minimum yield strength shall be 20,000 psi, with a minimum
elongation of 9%. Minimum endurance limit shall be 10,000 psi.
Finished with a powder coating or PrismCoat. (See Finish) ASTM
Specifications: B-179-86 and B-26-88. Federal Specifications: QQ-A-
601E and QQ-A-371F.

���
����� ���%���
���,���� ������!�#	�!
Shall be constructed of an all welded assembly consisting of 2.375"
outside diameter, 12 gauge galvanized steel tubing. Finished with a
baked on polyester powder coating. (See Superdurable Polyester
Powder Coat Finish)

��� ��)����!���#��������
Shall be fabricated of recycled plastic. Shall be high density
polyethylene containing over 90% recycled post-consumer waste by
weight. Shall contain UV stabilizers and be color-consistent
thoughout the entire profile. Has exceptional resistance to corrosive
substances, oils and fuels, fungi, salt spray, insects, and other
environmental stresses. It will not rot, warp, splinter, crack, or absorb
moisture. ASTM Specifications: , D-6109 (Elasticity Modulus &
Flexural Stress), D-6111 (Density), D-6341 (Thermal Expansion), E-
138 (Flash Point / Melt Temperature).

������	 �
� ��+�./���
��'()�*+����
Tensile strength shall be 75,000 psi. Yield strength shall be 60,000
psi.

* See Note

�
��
���	�"#� �$� 77889���

���������	�
����� 3�"���

�
��
���	������	� ����,��� !�

��
#�	�
���
��$�	�� ���,�:;!�

�$�&�
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— FOR PLAYWORLD DEALERS ONLY —

Lewisburg, PA | 800.233.8404 | +1.570.522.9800 | PlayExplorers.com 
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Home Dome

Valuable Selling Tools
• Only climbing dome in the industry designed for 

kids ages 2-5.

• Perfect for developing social relationships 

• Supports physical development and both gross  
and fine motor skills

• Pretend play is enhanced by plastic panels that 
suggest rooms/windows in a house

• Provides a perception risk and feeling of reward

• Small carbon footprint

• 2 in 1 product: climber and playhouse

• Every part on the dome can be interacted with and  
played on

• Hand- and footholds in plastic inserts aid climbing 
function

• Multipurpose—climbing, socialization (“hanging 
out”),  
tactile and visual experiences; pretend play

• Soft, molded rubber “door” and “window” offer 
different tactile experience as they push through

An engaging interactive experience for kids 2-5.
If your customer can only afford to select one piece of new equipment for your early childhood playground or play area, 
this is it.  You don’t have to choose between play equipment that offers imaginative play value or physical play value…with 
the Home Dome, you can have both.

Playworld  

Dealers Only
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Home Dome is the industry’s first play dome that can 
also be used as a playhouse or clubhouse. Unique 
interior design mimics rooms in a house with “doors” and 
“windows”, yet the entire structure is built for optimum 
supervision.  Additional features like a growth chart and 
handholds for additional climbing and upper body fun add 
more play activity within this climbing structure.

The dome itself has been redesigned with younger users  
in mind.  

• A simple climbing ladder pattern offers a sense of 
accomplishment and self-esteem boost for children 
learning to climb  

• Spacing between rungs has been carefully designed 
to offer just the right amount of challenge and 
accomplishment as children climb to the top and rest on 
the “roof”. 

• Staggered rungs help further develop motor planning 
and climbing skills.

With the Home Dome, children instinctively know what to 
do, how to play…they create their own games, and their 
imaginations soar with the possibilities of pretend play.

Children will:

• climb up and down 
• build self-confidence through accomplishments
• develop understanding of spatial relationships of their 

body in a space 
• develop upper body strength through hanging and 

swinging
• jump, crawl, and discover 
• improve their social skills through inventive physical and 

imaginative play

Most importantly, Home Dome will help children develop 
problem solving skills as they learn how to play with others, 
share—even help others. They will also learn that climbing 
up is easier than down and how to manage that tricky 
downward climb.

And if climbing doesn’t interest a child, there is so much to 
do on the ground level:

• crawling through the dome’s rungs 
• running around the dome
• playing “house”
• sitting on the rungs
• creating new games

This product also welcomes children using mobility 
devices, as well.  They are able to reach lower rungs; if 
they have some lower body control they can use the dome 
for support and walk around the dome. Children with 
disabilities who are able to walk or crawl, can enter the 
dome to play inside.

From a socialization standpoint, the design of the dome 
lends itself for children to naturally form groups, which 
will invite talking and listening skills and sharing.  Various 
places in and around the dome–like the “roof”–will become 
areas of congregation where children will use their 
imaginations, create games, and learn how to interact  
with others.

The Home Dome has it all.

Handholds give kids more climbing challenge or let them hang or swing.Details like the growth chart help children learn numbers and measurements.

Playworld  

Dealers Only
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CM1

RP1

SP2

Inclusive Play Elements
• Wheelchair users can join the others around the dome.
• Children with limited lower body control can hold on to 

lower rung and walk along the perimeter of the dome. 
• Shape of the dome supports child’s body
• Interior room provides cozy space
• Caregivers can play with child
• There are multiple levels of crawling challenge which is 

perfect for this age group.  Some of the crawling doesn’t 
require climbing over anything, while other crawling 
does require this.

• Multiple range of challenge on the same piece of 
equipment.

Maintenance
No special maintenance required, but as with other 
playground equipment, periodic checks are recommended 
to see that there are no hazards in the play area.

Order Lead Time
Order lead time is Playworld’s standard time.  
No special processes or requirements are needed to 
order this product.

Hassle-free Warranty
For peace of mind, we offer the best warranty available—
hassle free. For detailed information, please see either our 
Warranty or the Terms, Conditions and Warranty Certificate.

Competitive Comparison
There is no direct competition to the Home Dome–ours is 
the only climbing dome in the industry designed for 2-5 
year olds. Regular climbing domes are designed for 5-12 
year olds. Additionally, playhouse offerings do not include 
climbing challenges.

Installation
• No unusual footings or special installation 

considerations

Certifications
• The Home Dome is compliant with ASTM F1487, CSA 

Z614 and EN1176. It is also the opinion of Playworld 
that this product is in compliance with CPSC Pub 
#325, JFPA, and AS4685 although no formal  
testing has been completed in accordance with  
those documents. 

• The Home Dome will also comply with the 2010 ADA 
Standards when it is installed along an accessible 
route that resides over an accessible, shock absorbing 
playground safety  surfacing that is rated for a fall 
height of at least the height of platforms it spans 
between or greater and is compliant with ASTM F 1951 
and ASTM F 1292. 

Color Options
• Component 1 [CM1]:  color of the metal framework. 

Shown in red.
• Rotomolded 1 [RP1]:  color of the plastic cap on top 

matches the metal framework.  Shown in red.
• [SP1]:  color of the plastic wall dividers inside the 

dome.  Shown in cobalt.
• Note:  Swinging door panels do not have a color 

option.  They are always black rubber.
• Considerations on color:  Because the target user is 

early childhood, we recommend a high contrast color 
scheme.  The intent is to create is a clear distinction 
between the outer climbing structure and the 
inner divider panels so there is a perception of two 
environments – a highly visible color for climbing and 
a calmer hue for role playing.

Home Dome ZZXX0365 2-5 21’ 10’’x 22’ 2’’ 
(6,65m x 6,76m)

10’ 2’’ x 9’ 10’’ x 4’ 8’’
(3,09m x 3m x 1,41m)

5’ 0’’ 
(1,52m) 1 8 8.5 427 lbs 

(194 kg) • • • • •

Home Dome - Surface Mount ZZXX0365S 2-5 21’ 10’’ 22’ 
2’’6,65m6,76m

10’ 2’’ x 9’ 10’’ x 4’ 8’’
(3,09m x 3m x 1,41m)

5’ 0’’ 
(1,52m) 1 8 3 419 lbs 

(190 kg) • • • • •

Description Item 
Number Ages Space 

Required Size Fall 
Height

Play 
Events

Child 
Capacity*

Install 
Hours Weight

ADA
EN

11
76

ASTM
 F1

48
7

CPSC Pub
.32

5

CAN/C
SA-Z6

14

Playworld  

Dealers Only
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Playground Perspective Renderings
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ATTACHMENT # 4 

CHRO  

Contract Compliance Regulations Notification 

to bidders form. 

(NOTE:  This Form MUST be submitted with the bid) 



COMMISSION ON HUMAN RIGHTS AND OPPORTUNITIES 
CONTRACT COMPLIANCE REGULATIONS 

NOTIFICATION  TO BIDDERS 
(Revised 09.'3'1S) 

 
The contract to be awarded is subject to contract compliance requirements mandated by Sections 4a-60 and 4a- 
60a of the Connecticut General Statutes; and, when the awarding agency is the State, Sections 46a-71(d) and 
46a-8I i(d) of the Connecticut General Statutes. There are Contract Compliance Regulations codified at Section 
46a-68jw21 through 43 of the Regulations of Connecticut State Agencies, which establish a procedure for 
awarding all contracts covered by Sections 4a-60 and 46a-7l(d) of the Connecticut General Statutes. 

 
According to Section 46a-68j-30(9) of the Contract Compliance Regulations, every agency awarding a contract 
subject to the contract compliance requirements has an obligation to "aggressively solicit the participation of 
legitimate minority business enterprises as bidders, contractors, subcontractors and suppliers of materials." 
"Minority business enterprise" is defined in Section 4a-60 of the Connecticut General Statutes as a business 
wherein fifty-one percent or more of the capital stock, or assets belong to a person or persons: "( l ) Who are 
active in daily affairs of the enterprise; (2) who have the power to direct the management and policies of the 
enterprise; and (3) who arc members of a minority, as such term is defined in subsection (a) of Section 32-9n." 
"Minority" groups are defined in Section 32-9n of the Connecticut General Statutes as "(1) Black Americans ... 
(2) Hispanic Americans . . . (3) persons who have origins in the Iberian Peninsula . . . (4)Women . . . (5) Asian 
Pacific Americans and Pacific Islanders; (6) American Indians . . ." An individual with a disability is also a 
minority business enterprise as provided by Section 4a-60g of the Connecticut General Statutes. The above 
definitions apply to the contract compliance requirements by virtue of Section 46a-68j-21(1 I ) of the Contract 
Compliance Regulations. 

 
The awarding agency will consider the following factors when reviewing the bidder's qualifications under the 
contract compliance  requirements: 

 
(a) the bidder's success in implementing an affirmative action plan; 
(b) the bidder's success in developing an apprenticeship program complying with Sections 46a-68-l to 

46a-68-17 of the Administrative Regulations of Connecticut State Agencies, inclusive; 
(c) the bidder's promise to develop and implement a successful affirmative action plan; 
(d) the bidder's submission of employment statistics contained in the "Employment Information 

Form", indicating that the composition of its workforce is at or near parity when compared to the 
racial and sexual composition of the workforce in the relevant labor market area; and 

(e) the bidder's promise to set aside a portion of the contract for legitimate minority 
business enterprises. See Section 46a-68j-30(10)(E) of the Contract Compliance Regulations. 

 
 

 
INSTRUCTIONS  AND OTHER INFORMATION 

 
The following BIDDER CONTRACT COMPLIANCE  MONITORING  REPORT must be completed in full,  signed,  
and submitted with the bid for this contract. The contract awarding agency and the Commission on Human Rights and 
Opportunities will use the information contained thereon to detennine the bidders compliance to Sections 4a-60 and 4a-60a 
CONN. GEN. STAT., and Sections 46a-68j-23 of the Regulations of Connecticut State Agencies regarding equal employment 
opportunity, and the bidder's good faith efforts to include minority business enterprises as subcontractors and suppliers for 
the work of the contract. 

 
1) Definition of Small Contractor 
Section 4a-60g CONN. GEN. STAT. defines a small contractor as a company that has been doing business under the same 
management and control and has maintained its principal place of business in Connecticut for a one year period immediately 
prior to its application for certification under this section, had gross revenues not exceeding fifteen million dollars in the 
most recently completed fiscal year, and at least fifty-one percent of the ownership of which is held by a person or persons who 
are active in the daily affairs of the company, and have the power to direct the management and policies of the company, except 
that a nonprofit corporation shall be construed to be a small contractor if such nonprofit corporation meets the requi rements 
of subparagraphs (A) and (B) of subdivision 4a-60g CONN. GEN. STAT. 



2) Description of Job Categories (as used in Part IV Bidder Emolovment Information) (Page 2) 
MANAGEMENT: Managers plan, organize, direct, and 
control the major functions of an organization through 
subordinates who are at the managerial or supervisory 
level. They make policy decisions and set objectives for the 
company or departments. They are not usually directly 
involved in production or providing services. Examples 
include top executives, public relations managers, 
managers of operations specialties (such as financial, 
human resources, or purchasing managers), and 
construction  and engineering managers. 
BUSINESS  AND  FINANCIAL  OPERATIONS:   These 
occupations include managers and professionals who work 
with the financial aspects of the business. These 
occupations include accountants and auditors, purchasing 
agents, management analysts, labor relations specialists, 
and budget, credit, and financial analysts. 
MARKETING AND SALES: Occupations related to the 
act or process of buying and selling products and/or 
services such as sales engineer, retail sales workers and 
sales representatives  including wholesale. 
LEGAL OCCUPATIONS: In-House Counsel who is 
charged with providing legal advice and services in regards 
to legal issues that may arise during the course of standard 
business practices. This category also includes assistive 
legal occupations such as paralegals, legal assistants. 
COMPUTER SPECIALISTS: Professionals responsible 
for the computer operations within a company are grouped 
in this category. Examples of job titles in this category 
include computer programmers, software engineers, 
database  administrators, computer  scientists.systems 
analysts, and computer support specialists 
ARCHITECTURE  AND  ENGINEERING: Occupations 
related to architecture, surveying, engineering, and drafting 
are included in this category. Some of the job titles in this 
category include electrical and electronic engineers, 
surveyors, architects, drafters, mechanical engineers, 
materials engineers, mapping technicians, and civil 
engineers. 
OFFICE   AND   ADMINISTRATIVE    SUPPORT:   All 
clerical-type work is included in this category. These jobs 
involve the preparing, transcribing, and preserving of 
written communications and records; collecting accounts; 
gathering and distributing information; operating office 
machines and electronic data processing equipment; and 
distributing mail. Job titles listed in this category include 
telephone operators, bill and account collectors, customer 
service representatives, dispatchers, secretaries and 
administrative assistants, computer operators and clerks 
(such as payroll, shipping, stock, mail and file). 

BUILDING    AND    GROUNDS    CLEANING   AND 
MAINTENANCE: This category includes occupations 
involving landscaping, housekeeping, and janitorial 
services. Job titles found in this category include 
supervisors of landscaping or housekeeping, janitors, 
maids, grounds maintenance workers, and pest control 
workers. 
CONSTRUCTION      AND     EXTRACTION:     This 
category includes construction trades and related 
occupations. Job titles found in this category include 
boilermakers, masons (all types), carpenters, construction 
laborers, electricians, plumbers (and related trades), 
roofers, sheet metal workers, elevator installers, 
hazardous materials removal workers, paperhangers, and 
painters. Paving, surfacing, and tamping equipment 
operators; drywall and ceiling tile installers; and carpet, 
floor and tile instaners and finishers are also included in 
this category. First line supervisors, foremen, and helpers 
in these trades are also grouped in this category.. 
INSTALLATION,  MAINTENANCE  AND  REPAIR: 
Occupations involving the installation, maintenance, and 
repair of equipment are included in this group. Examples 
of job titles found here are heating, ac, and refrigeration 
mechanics and installers; telecommunication line 
installers and repairers; heavy vehicle and mobile 
equipment service technicians and mechanics; small 
engine mechanics; security and fire alarm systems 
installers; electric/electronic repair, industrial, utility and 
transportation equipment; millwrights; riggers; and 
manufactured building and mobile home installers. First 
line supervisors, foremen, and helpers for these jobs are 
also included in the category. 
MATERIAL MOVING WORKERS: The job titles 
included in this group are Crane and tower operators; 
dredge, excavating, and Jading machine operators; hoist 
and winch operators; industrial truck and tractor 
operators; cleaners of vehicles and equipment; laborers 
and freight, stock, and material movers, hand; machine 
feeders and offbearers; packers and packagers, hand; 
pumping station operators; refuse and recyclable material 
collectors; and miscellaneous material moving workers. 
PRODUCTION WORKERS: The job titles included in 
this category are chemical production machine setters, 
operators and tenders; crushing/grinding workers; cutting 
workers; inspectors, testers sorters, samplers, weighers; 
precious stone/metal workers; painting workers; 
cementing/gluing machine operators and tenders; 
etchers/engravers; molders, shapers and casters except 
for metal and plastic; and production workers. 



3) Definition of Racial and Ethnic Terms (as used in Part IV Bidder Emolovment Information) (Pa!!e 3) 
White (not of Hispanic Origin)- All persons having 
origins in any of the original peoples of Europe, North 
Africa, or the Middle East. 
Black(not of Hispanic Origin)- All persons having 
origins in any of the Black racial groups of Africa. 
Hispanic- All persons of Mexican, Puerto Rican, Cuban, 
Central or South American, or other Spanish culture or 
origin, regardless of race. 

Asian or  Pacific  Islander- All persons having origins in  
any of the original peoples of the Far East, Southeast Asia,  
the Indian subcontinent, or the Pacific Islands. This area 
includes China, India, Japan, Korea,  the  Philippine   
Islands, and Samoa. 
American  Indian  or  Alaskan   Native-  All persons   
having origins in any of the original peoples of North  
America, and who maintain cultural identification through  
tribal affiliation or community recognition. 

 
BIDDER CONTRACT COMPLIANCE MONITORING REPORT 

 

 
 

PART II - Bidder Nondiscrimination Policies and Procedures    
I  Docs your company have a written Affirmative Action/Equal Employment 7.Do all oryour comp1111y contracts and purchase orders contoin non-discrimination 

Opportunity statement posted on company bu] letin bo1m!s?    stotcments as required by Sections 4a-60 & 4a-60a Conn. Gen  Sllll1 
Ycs_ No_ Yes_ No_ 

2. Docs your company have the state mandated sexual harassment prevention in 8 Do you, upon request, provide reasonable accommodation to employees,or 
the workplace policy posted on company bulletin boards? appl 1cants for employment. who have physical ormental disability? 

Yes_ No_ Yes_ N1;1_ 

3. Do you notify all recruitment sources in writing of your company's 9. Does your company have a mandatory retirementage for all employees? 
Affirmative Action/Equal Employment Opportunity employment policy?  Yes_ No_ 

Yes_ No_ 
 

4. Do your company advertisements contain a written statement that you are an I 0.Ir your company has 50 or more employees, have you provided at least two (2) 

Affirmative Action/Equal  Opportunity  Employer? Yes   No - hours or se,i:ual harassment training to all oryour supervisors? 
Yes   No NA 

5. Do you notify the CL State Employment Service of all employment I I If your company has apprenticeship programs, do they meet the Affirmative 

openings with your company? Yes   No - Action/Equal Employment Opportunity requirements of the apprenticeship standards 
of the Ct. Dept of Labor? Yes    No -NA 

6. Docs your company have a collective bargaining agreement with workers? 12. Does your company have a written affirmative action Plan?   Yes -No - 
 

611. If yes, do the collective bargaining agreements contain Yes-No_ Ifno, please e,i:plain . 

non-discrim   ination clauses covering all workers? Yes_  No_ 
 

6b. Have you notified each union in writing of your commitments under the 

 
13. Is there a person in your company who is responsible for equal employment opportunity? Yes   No 

nondiscrimination requirements orcontracts with the state of Ct? If yes, give name and phone number - - 
Yes_ No_ 

Company Name 
Street Address 
City& Stote 
Chier faccutive 

Bidder Federal Employer 
ldentificnuon Number 

Or 
   

Social Security Number   

Major Business Activity 
(brief description) 

Bidder Identification 
(response optional!definitions on page I J 
 
·Bidder is a small contractor.  Yes 
·Biddcr is a mmority business enterprise Yes No 

No 

(Ifyes, check ownership category) 
Black Hispanic . Asillll American 

-    - 
American  Indian/Alaskan 

Native _ Iberian Peninsula _ lndividual(s) with a Physical  Disability_ 
Female- 

• Bidder is certified as above by State of CT    Yes_  No_ 
Bidder Parent Company 

(If any) 

Other Locations in Ct. 
(lf &nf) 

PART I - Bidder Information 



 

 
 

PART IV .BI'dder Emo1ovmentInfiormat1on 
 

Date: 
JOB 

CATEGORY • OVERALL 
TOTALS 

WHITE 
(not of 
Hisponic 
oriain) 

BLACK 
(no10Clli1p11110 

oriain) 
 

HISPANIC ASIAN or PACIFIC 
ISLANDER AMERICAN INDIAN or 

ALASKAN NAT!VE 

  Male Female Mlle Female Male Fm1tc Male Female male fe111Ale 
Mlna;ement            
Busmen & Financial Ops            
Maikct1ng & Sales            
lqllOc:cup111ons            
Co"'C'utCT Spcaal1su            
Atclu1tctuwEn11neef1n1            
Office I: Admin Sulll)ol1            
Bldg/ Grounds 
Clc1111na/M11ntcnanoe            
ConslUClfon & Euracdon            
lnstallat,on .M11nt:nana, 
I: R.,,.            

Moicnal Mo"•IWorkcr1            
Pn>duclion 0""!'•1ians            
TOTA1.S  ABOVE            
Tolal One Ycor Ago            

FORMAL ON THE JOB TRAINEES  (ENll:R FIGURES FOR 1HESAME CATEGORIES AS ME SHOWN ABOVE) 
Apprent...,            
Tram...            
•NOTE . JOB CATEGORIES CAN BE CHANGED OR ADDED TO (EX SALES CAN BE ADDED OR REPLACE A CATEGORY NOT USED IN YOUR COMPANY) 

Part Ill - Bidder Subcontracting Practices 
Will the work of this contract include subcontractors or suppliers?    Yes_ No_ 

(Page 4) 

In.  If yes, plcnse list all subcontractors nnd suppliers and repon if they are a small contractornnd/orn minority business enterprise  (defined on page I / use 
additional sheet if necessary) 

Ib   Will the work of this contract require additional subcontractors or suppliers other than those 1denttfied m la  above1 Yes_ No_ 



PART V • Bidder Hirinl! and Recruitment Practices (Pal?.e 5) 

1.Which of lhc following rccruirmcnt surccs 11e used by you7 
(Check yes or no, and report 11ercen1 wed) 2. Check (X}•ny or 11,e below 

h11ed 1equircmcn11thot you use 
1s 

Ihirin& qualification 
 

(X) 

J Describe below any other prac1iccs or oclions tl,11you 1okc which 
1how 1h11you hire, lrain, .i1d promote employees witho111 discrunmation 

SOURCE YES NO .or ll'flliconts 
provided by 
1ource 

SI.lie Ernplont 
Service     Wo,k E.xperienc;e 

Priv11e Employment 
Agencies     Auility to Speok 

or Write English 
Schools and Colleges     WrinenTeslS 
Newspaper 
Advcniscmcn
1 

    Hish School Diploma 

W1lk ln1     College Degree 
Present Employees     Union Membcuhip 
Labor 0151nizatioiu     Personal 

Recommend1uon 
Minori1y/Co1nmu11i1y 
Organizations     Height or Weight 

Others (please identify)     Cu Ownership 
     Arrest Record 
     Wage Oamishmcnts 

Certilicotion (Reid tbis form and check you, stalemcnlS on it CAREFULLY before signinl)).l certify that the statements mode by me on this BIDDER CONTRACT COMPLIANCE MONITORING 
REPORT arc complete and true 10 1he best er my knowledge 111d belief, and arc made ingood f.tith  I uadcrstand that if I knowingly m&lcc any misstatements of facts, I am 
subject to be dccl1rcd in non•compliantc with Sec1ion 41-60, 41-601, and related sections or the CONN OEN STAT. 

 
 

(Signarure) (Title) (Dote Signed) (Telephone) 

 
 



ATTACHMENT # 5 

Prevailing Wage Rates 



Project: Furnish And Install Playground Equipment At Moses Y Beach Elementary School

Project: Furnish And Install Playground Equipment At Moses Y Beach Elementary School

Project 15-208 Project Wallingford

By virtue of the authority vested in the Labor Commissioner under provisions of Section 31-53 of the 
General Statutes of Connecticut, as amended, the following are declared to be the prevailing rates and 
welfare payments and will apply only where the contract is advertised for bid within 20 days of the date 
on which the rates are established.  Any contractor or subcontractor not obligated by agreement to pay to 
the welfare and pension fund shall pay this amount to each employee as part of his/her hourly wages.

Minimum Rates and Classifications 
for Heavy/Highway Construction

Connecticut Department of Labor
Wage and Workplace Standards Division

FAP Number: State Number:
Town:

H 22266

Number:

ID#:

Hourly Rate BenefitsCLASSIFICATION
01)  Asbestos/Toxic Waste Removal Laborers:  Asbestos removal and 
encapsulation (except its removal from mechanical systems which are not to be 
scrapped), toxic waste removers, blasters. **See Laborers Group 5 and 7**

1)  Boilermaker 33.79 34% + 8.96

1a) Bricklayer, Cement Masons, Cement Finishers, Plasterers, Stone Masons 33.48 28.76

2) Carpenters, Piledrivermen 31.45 23.54

As of: Thursday, June 09, 2016



Project: Furnish And Install Playground Equipment At Moses Y Beach Elementary School

2a) Diver Tenders 31.45 23.54

3) Divers 39.91 23.54

03a) Millwrights 31.84 23.99

4)  Painters:  (Bridge Construction) Brush, Roller, Blasting (Sand, Water, etc.), 
Spray

45.95 19.35

4a) Painters:  Brush and Roller 31.52 19.35

4b) Painters:  Spray Only 34.52 19.35

4c) Painters:  Steel Only 33.02 18.55

As of: Thursday, June 09, 2016



Project: Furnish And Install Playground Equipment At Moses Y Beach Elementary School

4d) Painters:  Blast and Spray 34.52 19.35

4e) Painters:  Tanks, Tower and Swing 33.52 19.35

5) Electrician  (Trade License required:  E-1,2  L-5,6  C-5,6  T-1,2  L-1,2  V-
1,2,7,8,9)

37.50 23.91 + 3% of 
gross wage

6) Ironworkers:  Ornamental, Reinforcing, Structural, and Precast Concrete 
Erection

34.47 31.09 + a

7) Plumbers (Trade License required:  (P-1,2,6,7,8,9  J-1,2,3,4  SP-1,2) and 
Pipefitters (Including HVAC Work) (Trade License required:  S-1,2,3,4,5,6,7,8  
B-1,2,3,4  D-1,2,3,4 G-1, G-2, G-8, G-9)

40.62 28.91

----LABORERS---- -

8) Group 1:  Laborer (Unskilled), Common or General, acetylene burner, 
concrete specialist

28.55 18.90 + a

As of: Thursday, June 09, 2016



Project: Furnish And Install Playground Equipment At Moses Y Beach Elementary School

9)  Group 2:  Chain saw operators, fence and guard rail erectors, pneumatic tool 
operators, powdermen

28.80 18.90 + a

10) Group 3:  Pipelayers 29.05 18.90 + a

11) Group 4:  Jackhammer/Pavement breaker (handheld); mason tenders 
(cement/concrete), catch basin builders, asphalt rakers, air track operators, block 
paver, curb setter and forklift operators

29.05 18.90 + a

12) Group 5:  Toxic waste removal (non-mechanical systems) 30.55 18.90 + a

13) Group 6:  Blasters 30.30 18.90 + a

      Group 7:  Asbestos/lead removal, non-mechanical systems (does not include 
leaded joint pipe)

29.55 18.90 + a

      Group 8:  Traffic control signalmen 16.00 18.90 + a

As of: Thursday, June 09, 2016



Project: Furnish And Install Playground Equipment At Moses Y Beach Elementary School

      Group 9:  Hydraulic Drills 29.30 18.90 + a

----LABORERS (TUNNEL CONSTRUCTION, FREE AIR). Shield Drive and 
Liner Plate Tunnels in Free Air.----

13a) Miners, Motormen, Mucking Machine Operators, Nozzle Men, Grout Men, 
Shaft & Tunnel Steel & Rodmen, Shield & Erector, Arm Operator, Cable 
Tenders

32.22 18.90 + a

13b) Brakemen, Trackmen 31.28 18.90 + a

----CLEANING, CONCRETE AND CAULKING TUNNEL----

14) Concrete Workers, Form Movers, and Strippers 31.28 18.90 + a

15) Form Erectors 31.60 18.90 + a

As of: Thursday, June 09, 2016



Project: Furnish And Install Playground Equipment At Moses Y Beach Elementary School

----ROCK SHAFT LINING, CONCRETE, LINING OF SAME AND TUNNEL 
IN FREE AIR:----

16) Brakemen, Trackmen, Tunnel Laborers, Shaft Laborers 31.28 18.90 + a

17) Laborers Topside, Cage Tenders, Bellman 31.17 18.90 + a

18) Miners 32.22 18.90 + a

----TUNNELS, CAISSON AND CYLINDER WORK IN COMPRESSED 
AIR: ----

18a) Blaster 38.53 18.90 + a

19)  Brakemen, Trackmen, Groutman, Laborers, Outside Lock Tender, Gauge 
Tenders

38.34 18.90 + a

As of: Thursday, June 09, 2016



Project: Furnish And Install Playground Equipment At Moses Y Beach Elementary School

20)  Change House Attendants, Powder Watchmen, Top on Iron Bolts 36.41 18.90 + a

21)  Mucking Machine Operator 39.11 18.90 + a

----TRUCK DRIVERS----(*see note below)

 Two axle trucks 28.83 21.39 + a

 Three axle trucks; two axle ready mix 28.93 21.39 + a

 Three axle ready mix 28.98 21.39 + a

 Four axle trucks, heavy duty trailer (up to 40 tons) 29.03 21.39 + a

As of: Thursday, June 09, 2016



Project: Furnish And Install Playground Equipment At Moses Y Beach Elementary School

 Four axle ready-mix 29.08 21.39 + a

 Heavy duty trailer (40 tons and over) 29.28 21.39 + a

Specialized earth moving equipment other than conventional type on-the road 
trucks and semi-trailer (including Euclids)

29.08 21.39 + a

----POWER EQUIPMENT OPERATORS----

Group 1:   Crane handling or erecting structural steel or stone, hoisting engineer 
(2 drums or over), front end loader (7 cubic yards or over), Work Boat 26 ft. & 
Over, Tunnel Boring Machines. (Trade License Required)

38.55 23.55 + a

Group 2:   Cranes (100 ton rate capacity and over); Excavator over 2 cubic 
yards; Piledriver ($3.00 premium when operator controls hammer); Bauer 
Drill/Caisson.  (Trade License Required)

38.23 23.55 + a

Group 3:   Excavator/Backhoe under 2 cubic yards; Cranes (under 100 ton rated 
capacity), Gradall; Master Mechanic; Hoisting Engineer (all types of equipment 
where a drum and cable are used to hoist or drag material regardless of motive 
power of operation), Rubber Tire Excavator (Drott-1085 or similar);Grader 
Operator; Bulldozer Fine Grade (slopes, shaping, laser or GPS, etc.).  (Trade 
License Required)

37.49 23.55 + a

As of: Thursday, June 09, 2016



Project: Furnish And Install Playground Equipment At Moses Y Beach Elementary School

Group 4:  Trenching Machines; Lighter Derrick; Concrete Finishing Machine; 
CMI Machine or Similar; Koehring Loader (Skooper)

37.10 23.55 + a

Group 5:   Specialty Railroad Equipment; Asphalt Paver; Asphalt Spreader; 
Asphalt Reclaiming Machine; Line Grinder; Concrete Pumps; Drills with Self 
Contained Power Units; Boring Machine; Post Hole Digger; Auger; Pounder; 
Well Digger; Milling Machine (over 24" Mandrell)

36.51 23.55 + a

Group 5 continued:  Side Boom; Combination Hoe and Loader; Directional 
Driller.

36.51 23.55 + a

Group 6:   Front End Loader (3 up to 7 cubic yards); Bulldozer (rough grade 
dozer).

36.20 23.55 + a

Group 7:   Asphalt Roller; Concrete Saws and Cutters (ride on types); Vermeer 
Concrete Cutter; Stump Grinder; Scraper; Snooper; Skidder; Milling Machine 
(24" and Under Mandrel).

35.86 23.55 + a

Group 8:   Mechanic, Grease Truck Operator, Hydroblaster, Barrier Mover, 
Power Stone Spreader; Welder; Work Boat under 26 ft.; Transfer Machine.

35.46 23.55 + a

Group 9:   Front End Loader (under 3 cubic yards), Skid Steer Loader regardless 
of attachments (Bobcat or Similar); Fork Lift, Power Chipper; Landscape 
Equipment (including hydroseeder).

35.03 23.55 + a

As of: Thursday, June 09, 2016



Project: Furnish And Install Playground Equipment At Moses Y Beach Elementary School

Group 10:  Vibratory Hammer, Ice Machine, Diesel and Air Hammer, etc. 32.99 23.55 + a

Group 11:  Conveyor, Earth Roller; Power Pavement Breaker (whiphammer), 
Robot Demolition Equipment.

32.99 23.55 + a

Group 12:  Wellpoint Operator. 32.93 23.55 + a

Group 13:  Compressor Battery Operator. 32.35 23.55 + a

Group 14:  Elevator Operator; Tow Motor Operator (Solid Tire No Rough 
Terrain).

31.21 23.55 + a

Group 15:  Generator Operator; Compressor Operator; Pump Operator; Welding 
Machine Operator; Heater Operator.

30.80 23.55 + a

Group 16:  Maintenance Engineer/Oiler 30.15 23.55 + a

As of: Thursday, June 09, 2016



Project: Furnish And Install Playground Equipment At Moses Y Beach Elementary School

Group 17:  Portable asphalt plant operator; portable crusher plant operator; 
portable concrete plant operator.

34.46 23.55 + a

Group 18:  Power Safety Boat; Vacuum Truck; Zim Mixer; Sweeper; (minimum 
for any job requiring CDL license).

32.04 23.55 + a

**NOTE:  SEE BELOW

----LINE CONSTRUCTION----(Railroad Construction and Maintenance)----

20) Lineman, Cable Splicer, Technician 45.43 6.25%+19.20

21) Heavy Equipment Operator 40.89 6.25%+17.18

22) Equipment Operator, Tractor Trailer Driver, Material Men 38.62 6.25%+16.68

As of: Thursday, June 09, 2016
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23) Driver Groundmen 24.99 6.25%+10.87

23a) Truck Driver 34.07 6.25%+15.41

----LINE CONSTRUCTION----

24) Driver Groundmen 30.92 6.5% + 9.70

25) Groundmen 22.67 6.5% + 6.20

26) Heavy Equipment Operators 37.10 6.5% + 10.70

27) Linemen, Cable Splicers, Dynamite Men 41.22 6.5% + 12.20

As of: Thursday, June 09, 2016
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28) Material Men, Tractor Trailer Drivers, Equipment Operators 35.04 6.5% + 10.45

As of: Thursday, June 09, 2016
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Welders:  Rate for craft to which welding is incidental.

*Note:  Hazardous waste removal work receives additional $1.25 per hour for truck drivers.

**Note:  Hazardous waste premium $3.00 per hour over classified rate

Crane with 150 ft. boom (including jib) - $1.50 extra          
Crane with 200 ft. boom (including jib) - $2.50 extra
Crane with 250 ft. boom (including jib) - $5.00 extra
Crane with 300 ft. boom (including jib) - $7.00 extra

All classifications that indicate a percentage of the fringe benefits must be calculated at the percentage rate 
times the "base hourly rate".

Apprentices duly registered under the Commissioner of Labor's regulations on "Work Training Standards for 
Apprenticeship and Training Programs" Section 31-51-d-1 to 12, are allowed to be paid the appropriate 
percentage of the prevailing journeymen hourly base and the full fringe benefit rate, providing the work site 
ratio shall not be less than one full-time journeyperson instructing and supervising the work of each 
apprentice in a specific trade.

    Each contractor shall pay the annual adjusted prevailing wage rate that is in effect each 
July 1st, as posted by the Department of Labor.  

    It is the contractor's responsibility to obtain the annual adjusted prevailing wage rate 
increases directly from the Department of Labor's website.
    The annual adjustments will be posted on the Department of Labor's Web page: 

www.ct.gov/dol.
    The Department of Labor will continue to issue the initial prevailing wage rate schedule 

to the Contracting Agency for the project.

    All subsequent annual adjustments will be posted on our Web Site for contractor 
access.                    

    The Prevailing wage rates applicable to this project are subject to annual adjustments 
each  July 1st for the duration of the project.   

Crane with 400 ft. boom (including jib) - $10.00 extra

~~Connecticut General Statute Section 31-55a:  Annual Adjustments to wage rates by contractors doing 
state work ~~

   Contracting Agencies are under no obligation pursuant to State labor law to pay any 
increase due to the annual adjustment provision.

ALL Cranes:  When crane operator is operating equipment that requires a fully licensed crane 
operator to operate he receives an extra $3.00 premium in addition to the hourly wage rate and benefit 
contributions:

1) Crane handling or erecting structural steel or stone; hoisting engineer (2 drums or over)

2)  Cranes (100 ton rate capacity and over) Bauer Drill/Caisson

3) Cranes (under 100 ton rated capacity)

As of: Thursday, June 09, 2016
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Please direct any questions which you may have pertaining to classification of work and payment of prevailing 
wages to the Wage and Workplace Standards Division, telephone (860)263-6790.

Effective October 1, 2005 - Public Act 05-50:  any person performing the work of any mechanic, laborer, 
or worker shall be paid prevailing wage

All Person who perform work ON SITE must be paid prevailing wage for the 
appropriate mechanic, laborer, or worker classification.

All certified payrolls must list the hours worked and wages paid to All Persons who 
perform work ON SITE regardless of their ownership i.e.:  (Owners, Corporate 
Officers, LLC Members, Independent Contractors, et. al)

Reporting and payment of wages is required regardless of any contractual 
relationship alleged to exist between the contractor and such person.

~~Unlisted classifications needed for work not included within the scope of the 
classifications listed may be added after award only as provided in the labor 
standards contract clause (29 CFR 5.5 (a) (1) (ii)).

As of: Thursday, June 09, 2016










































	Public Bid 15-208 Moses Y Beach Playground Equipment
	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section includes freestanding playground equipment and all necessary support members, hardware and connectors as shown on the Drawings and specified herein.

	1.2 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 specification sections, apply to this section.

	1.3 DEFINITIONS
	A. Fall Height:  Defined by ASTM F 1487 as the "vertical distance between a designated play surface and the protective surfacing beneath it."
	B. Use Zone:  Defined by ASTM F 1487 as the "area beneath and immediately adjacent to a play structure or equipment that is designated for unrestricted circulation around the equipment and on whose surface it is predicted that a user would land when f...
	C. IPEMA:  International Play Equipment Manufacturers Association.

	1.4 QUALITY ASSURANCE
	A. Manufacturer Qualifications:
	1. Firm whose playground equipment components have been certified by IPEMA's third-party product certification service.
	a. Provide playground equipment and play structure components bearing the IPEMA Certification Seal.

	2. ISO 9001 and ISO 14001 certified.

	B. Installer Qualifications:  Engage an experienced installer who is approved by manufacturer for both installation and service of the type of equipment required for this Project.
	C. Safety Standards:  Provide playground equipment complying with or exceeding requirements in ASTM F 1487 and CPSC No. 325.
	D. Pre-installation Conference:  Conduct conference at Project site.

	1.5 SUBMITTALS
	A. Submit the following:
	1. Product Data:  For each type of playground equipment indicated, including installation instructions, maintenance guidelines and inspection checklists.
	2. Shop Drawings:  Include plans, elevations, sections, details, and attachments to other work.
	3. Coordination Drawings:  Plans, drawn to scale, on which the following items are shown and coordinated with each other, using input from installers of the items involved:
	a. Extent of surface systems and use zones for equipment.
	b. Critical heights for playground surfaces and fall heights for equipment.

	4. Samples for Color Selection:  For each type of playground equipment indicated.
	a. Manufacturer's color charts.
	b. Include similar samples of playground equipment and accessories involving color selection.

	5. Product Certificates:  For each type of playground equipment, from manufacturer.
	6. Material Certificates:  For the following items:
	a. Shop finishes.

	7. Product Test Reports:  Based on evaluation of comprehensive tests performed by a qualified testing agency, for each type of playground equipment.
	8. Field quality-control reports.
	9. Qualification Data:  For qualified installer and manufacturer.
	10. Maintenance Data:  For playground equipment and finishes to include in maintenance manuals.
	11. Maintenance Kit:  At completion of installation, submit maintenance kit that will include all installation and maintenance information for the playground equipment installed.
	12. Warranty:  3 signed copies of special warranty.
	13. LEED / Sustainability Submittals:
	a. For products having recycled content, documentation indicating percentages by weight of postconsumer and pre-consumer recycled content.  Include statement indicating cost for each product having recycled content.  (LEED Credit MR4 where applicable).



	1.6 WARRANTY
	A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or replace components of playground equipment that fails in materials or workmanship within specified warranty period, including shipping of replacement componen...
	1. Failures include, but are not limited to, the following:
	a. Structural failures.
	b. Deterioration of metals, metal finishes, and other materials beyond normal weathering.

	2. Warranty Period from date of Substantial Completion:
	a. Posts, clamps and hardware:  Lifetime.
	b. Decks, stairs and plastic components:  Fifteen (15) years.
	c. Metal Components:  Ten (10) years.




	PART 2 -  PRODUCTS
	NOTE: - The product specifications are meant to convey a level of quality and overall performance and are not intended to exclude or steer the bid towards a particular manufacture.  Different manufacturing techniques, varying designs, components, dime...
	2.1 MATERIALS
	A. LEED/Sustainability Requirements:  25 percent recycled steel content.
	B. Steel Tubing:  ASTM A 500, Grade B or ASTM A 513, cold rolled, electric resistance welded tubing, triple coated with hot-dipped zinc galvanized coating, chromate conversion coating and clear polymeric coating.
	1. Tensile Strength:  55,000 psi.
	2. Yield Strength:  50,000 psi.
	3. Modulus of Elasticity: 25 x 106 psi.
	4. Tension Testing:  ASTM E 8.
	5. Elongation:  25 percent in 2 inches.
	6. Exterior Coating:  Galvanized coating weight of 0.4 oz/sq ft to 0.6 oz/sq ft.
	7. Interior Coating:  Corrosion resistant, zinc-rich organic coating.
	8. Finish:  Polyester Powder Coat.

	C. Aluminum Tubing:  ASTM B 221, 6005-T5 extruded seamless aluminum alloy tubing, 1/8 inch wall thickness, coated with baked-on polyester powder coating.
	1. Tensile Strength:  38,000 psi.
	2. Yield Strength:  35,000 psi.
	3. Modulus of Elasticity: 10 x 106 psi.
	4. Elongation:  10 percent in 2 inches.

	D. Decks:  Deck surface and sides to be of modular design and die formed from a single sheet of 12 gauge hot rolled, pickled and oiled flat steel conforming to ASTM A 569.  Deck surface to have perforated holes.  Decks to have slots along each face to...
	1. The flange formed decks shall also incorporate the use of under deck support struts to insure structural integrity.
	2. Entire deck weldment shall have a protective coating of polyethylene.

	E. Rotational Molded Polyethylene:  Fabricated from color-compounded, linear low density, polyethylene with anti-static additives and machined to size.
	1. Cross-Section:  1/4 inch (6 mm ) nominal thickness, double wall construction.
	2. Ultraviolet (UV) stabilized:  UV-8.
	3. UV Exposure:  SAE 1960-89, QUV 500 hrs, Delta E less than 2.
	4. Melt Index:  ASTM D 1238, 5.0 – 6.89/10 min 3.
	5. Material Density:  ASTM D 1505:  Between 932 g/cc and 936 g/cc.
	6. Tensile Strength:  ASTM D 638:  Between 2,200 psi and 2,500 psi at yield.
	7. Flexural Modulus:  ASTM D 790:  Between 73,000 psi and 87,200 psi at 1 percent secant.
	8. Horizontal Burn Test:  UL 94 HB.
	9. Arm Test for Impact Strength:  100 ft/lb at minus 40 degrees C and 1/4 inch thickness.
	10. Colors:  As selected by Architect from manufacturer's standard colors.

	F. Compression Molded Polyethylene:  Fabricated from colored marine grade, 0.75 inch high density polyethylene and machined to size.
	1. Ultraviolet (UV) stabilized.
	2. Material Density:  ASTM D 1505:  960 g/cc.
	3. Tensile Strength:  ASTM D 638: 2,400 psi.
	4. Colors:  As selected by Architect from manufacturer's standard colors.

	G. Fasteners:  18-8 grade stainless steel (300 series), unless otherwise indicated, with capped lock nuts to cover bolts.  Tamper-resistant on principle clamping mechanisms.
	1. Nylon thread-locking patch and liquid thread-lock applied to certain hardware as directed by manufacturer.

	H. Post Caps and Cast Aluminum Clamps:  ASTM B 26 and FS QQ-A-601, cast of high strength Almag 35 (535.0-F) or A319.0 aluminum alloy.
	1. Ultimate Tensile Strength:  Between 18 ksi and 35 ksi.
	2. Yield Strength:  Between 13 ksi and 23 ksi.
	3. Finish:  420 micro finish and a Superdurable Polyester Powder coat.
	4. Drive Rivets:  Fabricated of 2117 aluminum alloy with pin fabricated of 7075 aluminum alloy.
	5. Plastic post caps and plastic rivets are not permitted.
	6. Factory fastened to the end of the tubing with drive rivets.

	I. Clamps:  ASTM B 85, high strength A413.0 aluminum alloy.  Ultimate tensile strength 43 ksi.  Hinged assemblies.
	1. Finish:  Shot blast cleaned, primed with a cathodic epoxy coating conforming to MIL-P-53084, and baked-on polyester powder coating.

	J. Tools:  Provide special tools with equipment for maintenance.

	2.2 FABRICATION
	A. Assembled Steel Components:
	1. All edges on flat plates shall be rounded by a 360 degree tumbling process.
	2. Weld areas and flat plates shall be coated with a specially formulated epoxy/polyester primer to encapsulate the weld area.

	B. Fastening System:
	1. Fastening system to utilize clamps.
	2. Permanently attach clamps to the support post with a drive rivet to eliminate disassembly and slippage.


	2.3 FREESTANDING PLAYGROUND EQUIPMENT AND STRUCTURES
	A. Swing Set: Item P1: Contemporary style with vertical bipod arches upright support.
	1. Basis-of-Design Product:  Subject to compliance with requirements, provide 2-unit steel arch swing with 7 foot top rail as manufactured by Playworld Systems, Inc. product designation ZZXX0120 OR ACCEPTED EQUAL.
	2. Color: As selected by the Town from manufacturer’s standard full range.

	B. Swing Set Add-a-Bay Item P2: Contemporary style with vertical bipod arches upright support.
	1. Basis-of-Design Product:  Subject to compliance with requirements, provide 2-unit steel arch swing add-a-bay with 7 foot top rail as manufactured by Playworld Systems, Inc. product designation ZZXX0121 OR ACCEPTED EQUAL .
	2. Color: As selected by The Town from manufacturer’s standard full range.

	C. Belt Seats and Chains Items P1a, P2a:
	1. Basis-of-Design Product:  Subject to compliance with requirements, provide belt seats with silver shield chain to 7 foot top rail as manufactured by Playworld Systems, Inc. product designation ZZXX0324 OR ACCEPTED EQUAL
	2. Provide two (2) assemblies for each swing set.

	D. Tire Swing Item P3:
	1. Basis-of-Design Product:  Subject to compliance with requirements, provide 5 inch OD aluminum arch tire swing with silver shield chain as manufactured by Playworld Systems, Inc. product designation ZZXX0302 OR ACCEPTED EQUAL
	2. Color: As selected by the Town from manufacturer’s standard full range

	E. Climbing Dome Item P4:
	1. Basis-of-Design Product:  Subject to compliance with requirements, provide PlayExplorers Home Dome climber and playhouse as manufactured by Playworld Systems, Inc. product designation ZZXX0365 OR ACCEPTED EQUAL.
	2. Color: As selected by Town from manufacturer’s standard full range.

	F. Glass Fiber Reinforced Concrete Climbing Structures Items P5a, P5b, P5c:
	1. Basis-of-Design Product:  Subject to compliance with requirements, provide Origins T-Rex 2000 psi polyfibercrete climbing structures as manufactured by Playworld Systems, Inc. OR ACCEPTED EQUAL.  T-Rex climbing structure shall be comprised of the f...
	a. T-Rex Head product designation ZZXX0135 (Item P5a)
	b. T-Rex Ribs product designation ZZXX0136 (Item P5b)
	c. T-Rex Tail product designation ZZXX0137 (Item P5c)


	G.  OUTDOOR CHIMES AND BELLS Items P6 and P7:
	1. Basis-of-Design Product:  Subject to compliance with requirements, provide percussion play musical instruments as manufactured by Percussion Play, Phone 866-882-9170, OR ACCEPTED EQUAL for the following:
	a. Emperor Chimes set of three (3) chimes C Major Chord C3, E3, G3 (Item P6).
	b. Soprano Pentatonic post mounted Freechimes (Item P7).


	H. BENCHES
	1. Frame Style Geometric Bench Item P8: 72” in-ground mount hexagonal shape bench.
	a. Basis-of-Design Product:  Subject to compliance with requirements, provide geometric frame style bench as manufactured by Webcoat Site Furniture product designation GBH72 OR ACCEPTED EQUAL
	b. Color: As selected by the Town from manufacturer’s standard full range

	2. Small Curved Bench Item P9:
	a. Basis-of-Design Product:  Subject to compliance with requirements, provide in-ground mount bench as manufactured by Playworld Systems, Inc. product designation ZZXX1283 OR ACCEPTED EQUAL.
	b. Color: As selected by the Town from manufacturer’s standard full range.
	c. Provide a total of ten (10) units.

	3. Angle Leg Bench Item P10: 72” in-ground mount recycled plastic bench.
	a. Basis-of-Design Product:  Subject to compliance with requirements, provide angle leg bench bench as manufactured by Playworld Systems, Inc. product designation ZZXX9010 OR ACCEPTED EQUAL.
	b. Color: As selected by the Town from manufacturer’s standard full range.
	c. Provide a total of two (2) units.



	2.4 COMPOSITE PLAYGROUND EQUIPMENT AND STRUCTURES
	A. Composite Structure Playworld Systems Inc. Challengers Custom Item CP1:  Assembled from manufacturer's standard modular-sized units OR ACCEPTED EQUAL
	1. Frame:  Galvanized-steel pipe or tubing frame sections connected with 360 degree compression clamps.
	a. Main Frame Posts:  Not less than 3.5 inch  OD.
	b. Color:  As selected by the Town from manufacturer's full range.

	2. Platforms:
	a. Color:  As selected by the Town from manufacturer's full range.

	3. Arrangement: Per drawings.
	4. Capacity: minimum 73 users.
	5. Age Appropriateness:  2-12 age groups.
	6. Equipment components and product designations as follows:


	2.5  CAST-IN-PLACE CONCRETE
	A. Concrete Materials and Properties:  Comply with requirements of American Concrete Institute (ACI) 301, Specifications for Structural Concrete, to produce normal-weight, air-entrained concrete with a minimum 28 day compressive strength of 3000 psi, ...

	2.6 FINISHES
	A. Powder Coat Finish: Polyester Powder Coat, electrostatically applied at a thickness of 2 to 5 mils (0.002 inch to 0.005 inch)
	1. Galvanized tubing to have factory-applied clear acrylic polymer coating.
	2. All components shall be free of excess weld and weld spalls.
	3. After fabrication all weld joints are to thoroughly cleaned using a chipping hammer and wire brush to remove all weld slag from weld joints.
	4. Preparation:  Components shall be cleaned with a three-stage alkaline bath and a sealer for adhesion and rust inhibitor.
	5. Components shall be thoroughly dried before being coated with TGIC polyester powder and cured at temperatures between 375 degrees F and 400 degrees F.
	6. Salt Spray Resistance Test:  ASTM B 117, 4000 hrs.
	7. Impact Resistance Test:  ASTM D 2794, min. 80 inch/lb.
	8. UV Exposure (G154, 340):  3000 hrs, Delta E of 2, 90 percent gloss retention.
	9. Pencil Hardness Test:  ASTM D 3363:  2H.
	10. Crosshatch Adhesion Test:  ASTM D 3359-B:  100 percent pass.
	11. Conical Mandrel:  ASTM D 522:  1/8 inch, no cracks.
	12. Gloss at 60 degrees:  ASTM D 523.

	B. Coated Parts:  Coated parts coated with Polyethylene, 45 to 55 mils on the wear surfaces of all coated parts and 30 mils on other surfaces.  Skid resistant, textured, impact resistant and UV stable.
	1. Prior to coating, thoroughly clean.
	2. Coating contains no volatile organic compounds (VOC’s), polyvinylchloride (PVC) and phthalates.
	3. Property, Testing Method and Results:  Flexibility (conical mandrel), ASTM D 522, 1/8 inch, no cracks (greater than 32 percent).
	4. Adhesion:  ASTM D 4541, 800 psi.
	5. Impact Resistance:  ASTM D 2794, greater than 320 inch-lbs.
	6. Gloss:  ASTM D 523, 12.
	7. Taber Abrasion:  ASTM D 4060, 26 (mg loss, CS 17 wheel).
	8. Tensile Strength:  ASTM D 638, 3482 psi.
	9. Elongation (percent):  ASTM D 638, 13 percent.
	10. Humidity Resistance:  ASTM D 2247, no blistering or loss of gloss after 1000 hours.
	11. Salt Spray:  ASTM B 117, no significant change in color or gloss after 2000 hrs.
	12. UV Exposure:  ASTM G 53, QUV 2000 hrs, no significant change in color or gloss.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine areas and conditions for compliance with requirements for site clearing, earthwork, site surface and subgrade drainage, and other conditions affecting performance of the Work.
	1. Do not begin installation before final grading required for placing protective surfacing is completed unless otherwise permitted by Town.

	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Verify locations of playground perimeter and pathways.  Verify that playground layout and equipment locations comply with requirements for each type and component of equipment.

	3.3 INSTALLATION, GENERAL
	A. General:  Comply with manufacturer's written installation instructions unless more stringent requirements are indicated.  Anchor playground equipment securely, positioned at locations and elevations indicated.
	1. Maximum Equipment Height:  Coordinate installed heights of equipment and components with finished elevations of protective surfacing.  Set equipment so fall heights and elevation requirements for age group use and accessibility are within required ...

	B. Post and Footing Excavation:  Excavate holes for posts and footings as indicated in firm, undisturbed or compacted subgrade soil.
	C. Post Set with Concrete Footing:  Comply with American Concrete Institute (ACI) 301, Specifications for Structural Concrete, for forming, and placing concrete.
	1. Place concrete around posts and vibrate or tamp for consolidation.  Hold posts in position during placement and finishing operations until concrete is sufficiently cured.
	2. Embedded Items:  Use setting drawings and manufacturer's written instructions to ensure correct installation of anchorages for equipment.


	3.4 FIELD QUALITY CONTROL
	A. Manufacturer's Field Service:  Engage a factory-authorized service representative to inspect components, assemblies, and equipment installations, including connections.
	B. Inspections:  For playground equipment and components at final completion and to certify compliance with ASTM F 1487 and CPSC No. 325.
	C. Prepare inspection reports.

	3.5 MAINTENANCE
	A. Maintenance kit, project specific shall include the following:
	1. Aerosol primer.
	2. Aerosol color touch-up paint.
	3. Graffiti remover.
	4. Sandpaper.
	5. Installation tools.
	6. Hardware.
	7. Installation documents..
	8. Order-specific maintenance documentation with maintenance recommendation.
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