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Potassium Permanganate Dry Chemical Helical Feeder
Purpose
To purchase TWO (2) dry chemical helical feeders designed to feed granular/powdered potassium permanganate (chemical composition: KMnO4).  Overall intent is to procure feeder that shall have equivalent or better capabilities to those currently installed at the facility.  Current make/model is Merrick Omega Dry Chemical Feeder Model 25-07.
Feeder
Helical Feeder must be stainless steel construction with the control panel mounted on the feeder, feeder vibrator, coated helix, helix gear set, 90 VDC feeder motor, lift-off hopper cover.  Helical feeder with ¾ inch helix.  Maximum 10.5 helix RPM.  Maximum/approximate feed rate of 6lbs/hr to 157 lbs/day.
Extension Hopper
Helix must be supplied with an extension hopper that adds 2.5 cubic foot capacity to helical feeder.  
Base support/Mounting 
Include all required mounting and support structure and hardware.
Vortex Mixer/Eductor
Feeder must have a vortex mixer/eductor made with a cast iron body, mounting bracket, twelve inch stainless steel stand for helical feeder, ¾ inch brass garden hose female inlet and male outlet connections.  Approximate feed rate of 50 lbs/hr or1,200 lbs/day.
Delivery
Price shall include all delivery and handling costs to the loading dock at the Town of Groton Water Pollution Control Facility, 170 Gary Court, Groton, CT 06340.  Deliveries will be accepted Monday through Friday, excluding Town holidays, during the hours of 7:30 AM and 3:00 PM.
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