BETHANY VOLUNTEER FIRE DEPARTMENT

Extrication Equipment Replacement Program 

SCOPE:  The Bethany Volunteer Fire Department is seeking competitive bids for the replacement of apparatus carried vehicle extrication equipment. All required documentation and supporting artifacts must be submitted with the vendor’s package or the package will be considered non-compliant.  The BVFD reserves the rights to change or alter requirements at the discretion of the committee.  All offers will be evaluated based on adherence to the requirements, best overall value and after the sale support. The BVFD and the Town of Bethany have the right to reject any and all bids. 

REQUIRED DOCUMENTATION:

1. Specification sheets for the equipment identified in the scope of work

2. Pricing data

3. All documentation above on 1 thumb drive labeled with the bidders information and drawing number

4. Description of after sales support including location, distance from BVFD, number of technicians one site and level of training.  Vendor should also describe level of capability on site such as, but not limited to: Engine work, welding / body work, electrical etc.

5. Detailed description of warranty terms and responsible supplier if different than vendor for warranty coverage

6. Technical description defining how the vendor will meet the requirements and perform the work

7. Milestone schedule for delivery after receipt of order (ARO).

POINTS OF CONTACT:

All inquiries and questions shall be directed to the Assistant Chief of the BVFD:

 Shawn Uscilla;  phone 203-410-2118 email Fire23su @aol.com

The supplier will provide points of contact for the following:

1. Representative from the Seller’s organization

2. President of the Seller’s organization

This shall include phone number and email.

REFERENCES:

The seller will provide the contact information of no less than three Fire Departments that have purchased an extrication system from the supplier providing the quote in the last 24 months. 

TIMELINE:

All bids shall be delivered to The Office of the First Selectman located in Bethany Town Hall, ( 40 Peck Road, Bethany, CT 06524) no later than September 26th, 2016 by 4:30 PM EST.  The BVFD reserves the right to alter the bid c
“ All bids are subject to the Code of Ordinances of The Town of Bethany section 12-1”
OFFICIAL BID FORM

For Hydraulic Rescue Tools

Hydraulic Rescue Tools Bid Specifications for:   
Bethany Fire Department

The following bid form must be completed by bidder and returned along with specifications:

  
Name Brand 



Model Number                                        Description                       


  1.
_______________________________________________________________________

  2.
_______________________________________________________________________

  3.
_______________________________________________________________________

  4.
_______________________________________________________________________

  5.
______________________________________________________________________

  6.
______________________________________________________________________

  7.
_______________________________________________________________________

  8.
_______________________________________________________________________

  9.
_______________________________________________________________________

10.
______________________________________________________________________   11.
_______________________________________________________________________

12.
_______________________________________________________________________

13.
_______________________________________________________________________

14.
_______________________________________________________________________

15.
_______________________________________________________________________

16.      _______________________________________________________________________   
17.     ________________________________________________________________________
18.     ________________________________________________________________________

All for the sum of $_________________________.  (Including freight and delivery.)


        Bidder's Name_____________________________

 Manufacturer Name_________________________

 Bidder's Address ___________________________

           Location of service center_______________________________________________

Time required providing replacement tools__________________________________

                                                                                                                                                                      Bidder's Phone____________________________________________

Signature _________________________    

     Title ___________________________

         HYDRAULIC RESCUE TOOL SPECIFICATIONS

The following specifications list the minimum requirements for a hydraulic rescue tool system.  Each bidder shall complete all bidder complies/bidder does not comply with an "X".  Any bid failing to do so will be considered incomplete and will be rejected immediately.  

Any exceptions, deviations, or differences between bidder's rescue tool system/rescue tools and the following specifications shall be noted and a complete explanation shall be provided with bid.  Bidder complies shall mean that the product being offered by bidder meets or exceeds the specifications.  Each bid shall be provided with tool specifications and/or literature on the rescue tool system being offered.  

The following hydraulic rescue tool system shall be utilized in emergency situations; therefore, any rescue tools bid must meet the minimum requirements to be considered.  All information requested is required to be provided.  Any information requested that is not provided will render the bid incomplete and will result in the immediate rejection of the bid.  

As a safety precaution, the complete rescue tool system shall utilize mineral based oil (systems utilizing phosphate ester hydraulic oil will not be considered).  The following hydraulic rescue tool system shall operate with a minimum 10,000psi and a maximum 10,500psi (724bar). 

Bidder shall include the location of the nearest service center.  Should factory service or repair be required for any of the following equipment, bidder shall show proof that replacement equipment can be provided within 24 hours.  Bid price shall include full training for individuals in the proper use and care of hydraulic rescue tools.  Training shall be performed at a time and location convenient for the purchaser. 

The manufacturer of the rescue tools is ISO 9001: 2008 Registered.

Bidder Complies __________ 

Bidder Does Not Comply __________

The tools must be labeled by the actual manufacturer of the rescue tools with the actual manufacturer’s information and not relabeled by a secondary organization.

Bidder Complies __________ 

Bidder Does Not Comply __________

ACCELERATOR TWIN PTO POWER UNIT
Two (2) hydraulic tools simultaneously
Quantity One (1)
1.
Hydraulic fluid shall be mineral base. Power unit shall operate two (2) hydraulic rescue tools simultaneously (simo*) with no power loss to either tool. By placing both simo valves in the neutral position, the accelerator valve can be activated.  Turning the red accelerator valve to the right or left, either tool can be operated at double the rate of speed. Power unit shall operate with a minimum 10,000psi and a maximum 10,500psi.  Power unit shall have a minimum hydraulic oil reservoir of .85 U.S. Gallons.

Bidder Complies __________ 

Bidder Does Not Comply __________

2. Power unit shall have two (2) hydrostatic two stage radial piston over piston hydraulic pumps that share one reservoir.  Each hydraulic pump shall have a control lever to engage or disengage the hydraulics.  Power unit shall have an internal safety relief valve to prevent over pressurization of unit.  (Split flow simo* pumps will not be accepted.)

Bidder Complies __________ 

Bidder Does Not Comply __________

3.
Power unit shall be single stage 10,500 psi.


Bidder Complies__________
Bidder Does Not Comply_________

4.
Control levers for tool operation shall be located just above tool connection 

Bidder Complies __________ 

Bidder Does Not Comply __________

5.
Because of limited space, power unit size shall be a maximum of 22.00" long x 12.39." tall x 10.3" wide and shall have a maximum deployment weight of 76 lbs.  Each manufacturer shall include with bid, the sizes of their power unit.  Power units that incorporate a roll-cage design will not be acceptable unless they conform to the maximum size requirements.

Bidder Complies __________ 

Bidder Does Not Comply __________

6.
 All aluminum used in the construction of power unit shall be anodized


Bidder Complies __________ 

Bidder Does Not Comply __________

7.
Power unit shall be driven with hydraulic piston motor.
Bidder Complies __________ 

Bidder Does Not Comply __________

8.
Pump shall be manufactured and assembled wholly within the United States of America.  Pump must carry a lifetime warranty on materials and workmanship.  

Bidder Complies __________ 

Bidder Does Not Comply __________

9. 
Pump shall be UL (Underwriters Laboratories) “Classified” and compliant with NFPA 1936 Standard on Powered Rescue Tools, 2005 Edition. 

Bidder Complies __________ 

Bidder Does Not Comply __________

ACCELERATOR TWIN ELECTRIC SIMO POWER UNIT
Two (2) hydraulic rescue tools simultaneously
Quantity Two (2)
1. Hydraulic fluid shall be mineral base. Power unit shall operate two (2) hydraulic rescue tools simultaneously           (simo*) with no power loss to either tool. When placing simo valves in the neutral position, this activates the          third valve (in the middle of the two simo valves), by selecting right or left, will operate one or the other tool, at        double the rate of speed. Power unit shall operate with a minimum 10,000psi and a maximum 10,500psi.              Power unit shall have a minimum hydraulic oil reservoir of .85 U.S. Gallons.


Bidder Complies__________

Bidder Does Not Comply__________

2. Power Unit shall have two (2) Hydrostatic two stage radial pistons over piston hydraulic pumps that share one reservoir. Each hydraulic pump shall have a control lever to engage or disengage the hydraulic. Power unit shall have two (2) internal safety relief valves to prevent over pressurization. (Split flow simo* pumps will not be accepted.)


Bidder Complies__________

Bidder Does Not Comply__________

3. Power unit shall have two (2) first stage settings at 3,200 psi each and two (2) second stage settings at 10,500 psi each.


Bidder Complies__________

Bidder Does Not Comply__________

4. Control levers for tool operation shall be located just above tool connection, with the third lever between the           other two.  Quick-connect ¼ turn automatic locking couplers shall be provided for each pump connection. All        quick-couplers shall be equipped with dust covers to protect couplers from contamination.


Bidder Complies__________

Bidder Does Not Comply__________

5. Because of limited space, Power unit with roll cage shall be a maximum of 26.00 inches long x 16.00 inches tall x 15.00 inches wide and shall have a maximum deployment weight of 105 lbs.


Bidder Complies__________

Bidder Does Not Comply__________

6. Power unit shall be driven with a minimum 4.0 hp electric 220volt single-phase 60 cycle horizontal motor. Power unit shall have a maximum amp draw of 17 amps at full load. Electric motor shall carry a warranty for a minimum of three years.


Bidder Complies__________

Bidder Does Not Comply__________

7. Power unit shall be manufactured and assembled wholly within the United States of America. Power unit must carry a lifetime warranty on materials and workman ship. 


Bidder Complies__________

Bidder Does Not Comply__________

9. 
Pump shall be UL (Underwriters Laboratories) “Classified” and compliant with NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. 

 Bidder Complies __________ 

Bidder Does Not Comply __________

ACCELERATOR TWIN GASOLINE SIMO POWER UNIT
Two (2) hydraulic tools simultaneously
Quantity One (1)
1.
Hydraulic fluid shall be mineral base. Power unit shall operate two (2) hydraulic rescue tools simultaneously (simo*) with no power loss to either tool. By placing both simo valves in the neutral position, the accelerator valve can be activated.  Turning the red accelerator valve to the right or left, either tool can be operated at double the rate of speed. Power unit shall operate with a minimum 10,000psi and a maximum 10,500psi.  Power unit shall have a minimum hydraulic oil reservoir of .85 U.S. Gallons.

Bidder Complies __________ 

Bidder Does Not Comply __________

2 Power unit shall have two (2) hydrostatic two stage radial piston over piston hydraulic pumps that share one reservoir.  Each hydraulic pump shall have a control lever to engage or disengage the hydraulics.  Power unit shall have an internal safety relief valve to prevent over pressurization of unit.  (Split flow simo* pumps will not be accepted.)

Bidder Complies __________ 

Bidder Does Not Comply __________

3.
Power unit shall have two (2) first stage settings at 3,200 psi each and two (2) second stage settings at 10,500 psi each.


Bidder Complies__________
Bidder Does Not Comply_________

4.
Control levers for tool operation shall be located just above tool connection. Female coupler shall include

Shunt valve technology that allows tool connection without disengaging the hydraulic pump valve.  Also

Coupler shall have a positive locking feature to eliminate inadvertent disconnection. Couplers should be 

             supplied with dust covers to protect from contaminates. 

Bidder Complies __________ 

Bidder Does Not Comply __________

5.
Because of limited space, power unit size shall be a maximum of 23.00" long x 15.00" tall x 15.00" wide and shall have a maximum deployment weight of 81.1 lbs.  Each manufacturer shall include with bid, the sizes of their power unit.  Power units that incorporate a roll-cage design will not be acceptable unless they conform to the maximum size requirements.

Bidder Complies __________ 

Bidder Does Not Comply __________

6.
Power unit shall be equipped with a flip-down handle for compact storage and easy lifting.  All aluminum used in the construction of power unit shall be anodized.  Power unit shall be equipped with rubber anti-vibration feet that will protect bottom of unit from harm while in use or in storage.


Bidder Complies __________ 

Bidder Does Not Comply __________

7.
Power unit shall be driven with a minimum 6.5 hp gasoline engine.  Engine shall be a horizontal shaft Honda four stroke, O. H. valve; one cylinder with a minimum 196cc. Honda engine shall have an approximate run time of two hours. Honda engine shall have a minimum two-year warranty. Power unit will have an hour meter.

Bidder Complies __________ 

Bidder Does Not Comply __________

8.
Pump shall be manufactured and assembled wholly within the United States of America.  Pump must carry a lifetime warranty on materials and workmanship.  

Bidder Complies __________ 

Bidder Does Not Comply __________

9. 
Pump shall be UL (Underwriters Laboratories) “Classified” and compliant with NFPA 1936 Standard on Powered Rescue Tools, 2005 Edition. 

Bidder Complies __________ 

Bidder Does Not Comply __________

Single Connect Coupler System

1.
The male and female couplers shall be able to be installed on twin line hoses and tools.

Hose assemblies shall successfully pass testing by a third party as required by NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. Hoses must have permanently embossed on the hose “NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition”, manufactures name and part number, the third party certifying body of compliancy symbol, and date of manufacturing.    
Bidder Complies __________ 

Bidder Does Not Comply __________

2.
All female couplers shall include shunt valve technology that allows tool connection without disengaging the 

             hydraulic pump valve.                    

Bidder Complies __________ 

Bidder Does Not Comply __________

3.
The female coupler shall have a positive locking feature, to eliminate inadvertent disconnection.

Bidder Complies __________ 

Bidder Does Not Comply __________

4.
The male and female couplers shall carry a lifetime warranty on materials and workmanship.  

Bidder Complies __________ 

Bidder Does Not Comply __________

5. 
The male and female couplers shall have at least a 2:1 safety factor, in 10,500 psi operating systems

 Bidder Complies __________ 

Bidder Does Not Comply __________

6. 
The male and female couplers shall be compliant with NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. 

 Bidder Complies __________ 

Bidder Does Not Comply __________

28" SPREADER

Quantity Two (2)

1.
The Spreader shall have a minimum opening of 28" at the tips.  

              Bidder Complies __________ 

Bidder Does Not Comply __________

2.
Aluminum used in the construction of the Spreader body shall have an anodized finish. Spreader arms shall be aluminum. Painted or polished aluminum will not be acceptable for any part of tool.

              Bidder Complies __________ 

Bidder Does Not Comply __________

3.
Spreader shall have a minimum spread force of 56,128 lbs and a minimum pulling force of 25,512lbs.  

              Bidder Complies __________ 

Bidder Does Not Comply __________

4.
Spreader shall have a maximum deployment weight of 43.8 lbs.

              Bidder Complies __________ 

Bidder Does Not Comply __________

5.
Spreader shall have automotive/grabber‑jaw tips that will perform all spreading and crushing techniques commonly used in extrication without the need to change tips. Tips shall be constructed of hardened tool steel, and shall not be field removable.  Each spreader arm shall have a hole for attaching pulling attachments.

             Bidder Complies __________ 

Bidder Does Not Comply __________

6.
Spreader control shall be a twist/star type handle for easy operation in any position.  A D‑Ring handle with a powder-coated finish (chrome D‑Ring handle will not be acceptable) shall be positioned to provide balance for the tool and shall be accessible regardless of the tool position.  The control valve shall be a variable speed dead‑man control for safety.  The Spreader shall be a one‑man operated tool.

              Bidder Complies __________ 

Bidder Does Not Comply __________

7.
Spreader shall incorporate a dual safety check valve for no load drop and an Automatic Safety Relief Device to prevent over pressurization. 

             Bidder Complies __________ 

Bidder Does Not Comply __________

8.
Spreader shall have 2 pigtail hoses going into 1 male-single hot swap coupler. Pigtails shall exit at the bottom of the tool toward the rear of the tool.  The male coupler shall be provided to facilitate the quick and easy connect and disconnect from the female hot swap coupler that is fixed to all extension hoses. All couplers shall be equipped with dust covers to protect couplers from contamination.
             Hose assemblies shall successfully pass testing by a third party as required by NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. Hoses must have permanently embossed on the hose “NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition”, manufactures name and part number, the third party certifying body of compliancy symbol, and date of manufacturing.      

              Bidder Complies __________ 

Bidder Does Not Comply __________

9.
Spreader shall be manufactured and assembled wholly within the United States of America.  Spreader must carry a lifetime warranty on materials and workmanship

              Bidder Complies __________ 

Bidder Does Not Comply __________

10. 
Spreader shall be UL (Underwriters Laboratories) “Classified” compliant with NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. 

             Bidder Complies __________ 

Bidder Does Not Comply __________

32" SPREADER HEAVY RESCUE SPREADER

Quantity One (1)

1.
The Spreader shall have a minimum opening of 32" at the tips.  

              Bidder Complies __________ 

Bidder Does Not Comply __________

2.
Aluminum used in the construction of the Spreader body shall have an anodized finish. Spreader arms shall be aluminum.  Painted or polished aluminum will not be acceptable for any part of tool.

              Bidder Complies __________ 

Bidder Does Not Comply __________

3.
Spreader shall have a maximum spread force of 80,093 lbs and a maximum pull force of 36,404 lbs. 

              Bidder Complies __________ 

Bidder Does Not Comply __________

4.
Spreader shall have a maximum deployment weight of 51.2 lbs. 

             Bidder Complies __________ 

Bidder Does Not Comply __________

5.
Spreader shall have automotive/grabber‑jaw tips that will perform all spreading and crushing techniques commonly used in extrication without the need to change tips. Tips shall be constructed of hardened tool steel, and shall not be field removable.  Each spreader arm shall have a hole for attaching pulling attachments.

             Bidder Complies __________ 

Bidder Does Not Comply __________

6.
Spreader control shall be a twist/star type handle for easy operation in any position.  A D‑Ring handle with a powder-coated finish (chrome D‑Ring handle will not be acceptable) shall be positioned to provide balance for the tool and shall be accessible regardless of the tool position.  The control valve shall be a variable speed dead‑man control for safety.  The Spreader shall be a one‑man operated tool.

             Bidder Complies __________ 

Bidder Does Not Comply __________

7.
Spreader shall incorporate a dual safety check valve for no load drop and an Automatic Safety Relief Device to prevent over pressurization.

             Bidder Complies __________ 

Bidder Does Not Comply __________

8.
Spreader shall have 2 pigtail hoses going into 1 male-single hot swap coupler. Pigtails shall exit at the bottom of the tool toward the rear of the tool.  The male coupler shall be provided to facilitate the quick and easy connect and disconnect from the female hot swap coupler that is fixed to all extension hoses. All couplers shall be equipped with dust covers to protect couplers from contamination. 

             Hose assemblies shall successfully pass testing by a third party as required by NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. Hoses must have permanently embossed on the hose “NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition”, manufactures name and part number, the third party certifying body of compliancy symbol, and date of manufacturing.     
             Bidder Complies __________ 

Bidder Does Not Comply __________

9.
Spreader shall be manufactured and assembled wholly within the United States of America.  Spreader must carry a lifetime warranty on materials and workmanship.  

              Bidder Complies __________ 

Bidder Does Not Comply __________

10. 
Spreader shall be UL (Underwriters Laboratories) “Classified” compliant with NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. 

             Bidder Complies __________ 

Bidder Does Not Comply __________

73/8" AUTO EXTRICATION CUTTER



Quantity one (1)

1.
The cutter shall have a minimum blade opening seven (7.38"/179mm).  

Bidder Complies __________ 

Bidder Does Not Comply __________

2.
Aluminum used in the construction of the Cutter shall have an anodized finish.   Painted aluminum will not be acceptable.

Bidder Complies __________ 

Bidder Does Not Comply __________

3.
Cutter shall have a minimum 269,000 lbs. cutting force in recess.

Bidder Complies __________ 

Bidder Does Not Comply __________

4.
Cutter shall have a maximum deployment weight of 40 lbs. 

Bidder Complies __________ 

Bidder Does Not Comply __________

5.
Cutter shall have high strength tool steel heat-treated blades.  Blades shall have a hook design and shall be re-grindable.  (Straight blade cutters will not be acceptable).  Cutter blades shall be a minimum 3/4" thick (each blade). (Forged or cast blades will be unacceptable.)

Bidder Complies __________ 

Bidder Does Not Comply __________

6.
Cutter control shall be a twist/star type handle for easy operation in any position.  A D‑Ring handle with a powder-coated (chrome D‑Ring handle will not be acceptable) shall be positioned to provide balance for the tool and shall be accessible regardless of the tool position.  The control valve shall be a variable speed dead‑man control for safety.  The Cutter shall be a one‑man operated tool.

Bidder Complies __________ 

Bidder Does Not Comply __________

7.
Cutter shall incorporate an Automatic Safety Relief Device to prevent over pressurization.
Bidder Complies __________ 

Bidder Does Not Comply __________

8.
Cutter shall have 2 pigtail hoses going into 1 male-single hot swap coupler. Pigtails shall exit at the bottom of the tool toward the rear of the tool.  The male coupler shall be provided to facilitate the quick and easy connect and disconnect from the female hot swap coupler that is fixed to all extension hoses. All couplers shall be equipped with dust covers to protect couplers from contamination.
             Hose assemblies shall successfully pass testing by a third party as required by NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. Hoses must have permanently embossed on the hose “NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition”, manufactures name and part number, the third party certifying body of compliancy symbol, and date of manufacturing.     
Bidder Complies __________ 

Bidder Does Not Comply __________

9.
Cutter shall be manufactured and assembled wholly within the United States of America.  Cutter must carry a lifetime warranty on materials and workmanship.  

Bidder Complies __________ 

Bidder Does Not Comply __________

10. 
Cutter shall be UL (Underwriters Laboratories) “Classified” and compliant with NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. 

 Bidder Complies __________ 

Bidder Does Not Comply __________

7 3/4 " AUTO EXTRICATION CUTTER 

Quantity Two (2)
1.
The cutter shall have a minimum blade opening seven (7 3/4"/196.85mm).  

Bidder Complies __________ 

Bidder Does Not Comply __________

2.
Aluminum used in the construction of the Cutter shall have an anodized finish.   Painted aluminum will not be acceptable.

Bidder Complies __________ 

Bidder Does Not Comply __________

3.
Cutter shall have a minimum 320,000 lbs. cutting force in recess.

Bidder Complies __________ 

Bidder Does Not Comply __________

4.
Cutter shall have a maximum deployment weight of 50.00 lbs. 

Bidder Complies __________ 

Bidder Does Not Comply __________

5.
Cutter shall have high strength tool steel heat-treated blades.  Blades shall have a hook design and shall be re-grindable.  (Straight blade cutters will not be acceptable).  Cutter blades shall be a minimum 3/4" thick (each blade). (Forged or cast blades will be unacceptable.)

Bidder Complies __________ 

Bidder Does Not Comply __________

6.
Cutter control shall be a twist/star type handle for easy operation in any position.  A D‑Ring handle with a powder-coated (chrome D‑Ring handle will not be acceptable) shall be positioned to provide balance for the tool and shall be accessible regardless of the tool position.  The control valve shall be a variable speed dead‑man control for safety.  The Cutter shall be a one‑man operated tool.

Bidder Complies __________ 

Bidder Does Not Comply __________

7.
Cutter shall incorporate an Automatic Safety Relief Device to prevent over pressurization.
Bidder Complies __________ 

Bidder Does Not Comply __________

8.
Cutter shall have 2 pigtail hoses going into 1 male-single hot swap coupler. Pigtails shall exit at the bottom of the tool toward the rear of the tool.  The male coupler shall be provided to facilitate the quick and easy connect and disconnect from the female hot swap coupler that is fixed to all extension hoses. All couplers shall be equipped with dust covers to protect couplers from contamination.
             Hose assemblies shall successfully pass testing by a third party as required by NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. Hoses must have permanently embossed on the hose “NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition”, manufactures name and part number, the third party certifying body of compliancy symbol, and date of manufacturing.     
Bidder Complies __________ 

Bidder Does Not Comply __________

9.
Cutter shall be manufactured and assembled wholly within the United States of America.  Cutter must carry a lifetime warranty on materials and workmanship.  

Bidder Complies __________ 

Bidder Does Not Comply __________

10. 
Cutter shall be UL (Underwriters Laboratories) “Classified” and compliant with NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. 

 Bidder Complies __________ 

Bidder Does Not Comply __________

1.5" CONFINED SPACE CUTTER w/REMOTE CONTROL VALVE

Quantity One (1)

1.
The cutter shall have a minimum blade opening of one and one half inches (1.50").  

Bidder Complies __________ 

Bidder Does Not Comply __________

2.
Aluminum used in the construction of the cutter shall have an anodized finish.   Painted aluminum will not be acceptable.

Bidder Complies __________ 

Bidder Does Not Comply __________

3.
Cutter shall have a minimum 35,000 lbs. cutting force.

Bidder Complies __________ 

Bidder Does Not Comply __________

4.
Cutter shall have a maximum deployment weight of 10 lbs. 

Bidder Complies __________ 

Bidder Does Not Comply __________

5.
Cutter shall have high strength tool steel heat-treated blades.  Blades shall have a hook design and shall be re‑grindable.  (Straight blade cutters will not be acceptable).  Cutter blades shall be a minimum 5/8" thick (each blade). (Forged or cast blades will be unacceptable.)

Bidder Complies __________ 

Bidder Does Not Comply __________

6.
Control valve shall be remote with a twist/star type handle for easy operation in any position. The control valve shall be a variable speed dead‑man control for safety.  

Bidder Complies __________ 

Bidder Does Not Comply __________

7.
Remote Control Valve shall incorporate an Automatic Safety Relief Device to prevent over pressurization (Male bleeder coupler will not be acceptable as a Safety Release Device).

Bidder Complies __________ 

Bidder Does Not Comply __________

8.
Cutter controller shall have 2 pigtail hoses going into 1 male-single hot swap coupler. Pigtails shall exit at the bottom of the tool toward the rear of the tool.  The male coupler shall be provided to facilitate the quick and easy connect and disconnect from the female hot swap coupler that is fixed to all extension hoses. All couplers shall be equipped with dust covers to protect couplers from contamination. 

              Bidder Complies __________ 

Bidder Does Not Comply __________

9.
Cutter and Remote Control Valve shall be manufactured and assembled wholly within the United States of America.  Cutter must carry a lifetime warranty on materials and workmanship.  

Bidder Complies __________ 

Bidder Does Not Comply __________

10.
Cutter and remote control unit shall be delivered in a high impact plastic case. 

Bidder Complies __________ 

Bidder Does Not Comply __________

TWO STAGE TELESCOPING RAM (50”)

Quantity Three (3)

1.
The Ram shall have a minimum extended length of fifty inches (50.00") and a maximum closed length of 21.50".  

Bidder Complies __________ 

Bidder Does Not Comply __________

2.
Ram shall have a minimum first stage push force of 51,500 lbs and a minimum 2nd stage push force 18,500 lbs. 

Bidder Complies __________ 

Bidder Does Not Comply __________

3.
Ram shall have a maximum deployment weight of 47 lbs.

Bidder Complies __________ 

Bidder Does Not Comply __________

4.
Ram shall have penetrating teeth on both Ram tip and base for increased safety during displacement of various structures.  

Bidder Complies __________ 

Bidder Does Not Comply __________

5.
Ram control shall be a twist type handle for easy operation.  Control handle shall run parallel with Ram cylinder creating a sleek, compact and easy to use tool.  The control valve shall be a variable speed dead‑man control for safety.  The Ram shall be a one‑man operated tool.

Bidder Complies __________ 

Bidder Does Not Comply __________

6.
Ram shall incorporate an Automatic Safety Relief Device to prevent over pressurization.
Bidder Complies __________ 

Bidder Does Not Comply __________

7.
Ram shall have 2 pigtail hoses going into 1 male-single hot swap coupler. Pigtails shall exit at the bottom of the tool toward the rear of the tool.  The male coupler shall be provided to facilitate the quick and easy connect and disconnect from the female hot swap coupler that is fixed to all extension hoses. All couplers shall be equipped with dust covers to protect couplers from contamination.

             Hose assemblies shall successfully pass testing by a third party as required by NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. Hoses must have permanently embossed on the hose “NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition”, manufactures name and part number, the third party certifying body of compliancy symbol, and date of manufacturing.    
Bidder Complies __________ 

Bidder Does Not Comply __________

8.
Ram shall be manufactured and assembled wholly within the United States of America.  Ram must carry a lifetime warranty on materials and workmanship.  

Bidder Complies __________ 

Bidder Does Not Comply __________

9. 
Ram shall be UL (Underwriters Laboratories) “Classified” and compliant with NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. 

 Bidder Complies __________ 

Bidder Does Not Comply __________

SMALL TWO STAGE TELESCOPING RAM 

Quantity Three (3)

1.
The Ram shall have a minimum extended length of thirty-two inches (32.00") and a maximum closed length of 16.75".  

Bidder Complies __________ 

Bidder Does Not Comply __________

2.
Ram shall have a minimum first stage push force of 51,500 lbs and a minimum 2nd stage push force 18,500 

lbs. 

Bidder Complies __________ 

Bidder Does Not Comply __________

3.
Ram shall have a maximum deployment weight of 40 lbs.

Bidder Complies __________ 

Bidder Does Not Comply __________

4.
Ram shall have penetrating teeth on both Ram tip and base for increased safety during displacement of various structures.  

Bidder Complies __________ 

Bidder Does Not Comply __________

5.
Ram control shall be a twist type handle for easy operation.  Control handle shall run parallel with Ram cylinder creating a sleek, compact and easy to use tool.  The control valve shall be a variable speed dead‑man control for safety.  The Ram shall be a one‑man operated tool.

Bidder Complies __________ 

Bidder Does Not Comply __________

6.
Ram shall incorporate an Automatic Safety Relief Device to prevent over pressurization.
Bidder Complies __________ 

Bidder Does Not Comply __________

7.
Ram shall have 2 pigtail hoses going into 1 male-single hot swap coupler. Pigtails shall exit at the bottom of the tool toward the rear of the tool.  The male coupler shall be provided to facilitate the quick and easy connect and disconnect from the female hot swap coupler that is fixed to all extension hoses. All couplers shall be equipped with dust covers to protect couplers from contamination.

             Hose assemblies shall successfully pass testing by a third party as required by NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. Hoses must have permanently embossed on the hose “NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition”, manufactures name and part number, the third party certifying body of compliancy symbol, and date of manufacturing.    
Bidder Complies __________ 

Bidder Does Not Comply __________

8.
Ram shall be manufactured and assembled wholly within the United States of America.  Ram must carry a lifetime warranty on materials and workmanship.  

Bidder Complies __________ 

Bidder Does Not Comply __________

9. 
Ram shall be UL (Underwriters Laboratories) “Classified” and compliant with NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. 

 Bidder Complies __________ 

Bidder Does Not Comply __________

ACCESSORIES

RAM KITS, ROLLCAGES, CHAIN PACKAGES, MOUNTING BRACKETS
1.          DELUX TELESCOPIC RAM KIT: Kit will include the following items, cut/peel saddle, C-saddle,                                                              
       wedge, cut/tear, conical spear head, (2) flat push plates 3.5 and 5.5 inch and Pelican style carrying case.

       Bidder Complies __________ 

Bidder Does Not Comply __________

2.
The 5-inch extension, 10-inch extension, standard ram saddle, C-saddle, wedge, cutting head, 
              peeling/wedge head peeling/wedge head and conical spear head will be made from                                                
              tool steel and also be heat treated. No forgings will be allowed.  

              All components mush thread on and no use of pins or o-rings to hold head to rod.  

Bidder Complies __________ 

Bidder Does Not Comply __________

3.
The Push plates (2), made from High Strength aircraft aluminum not forged, with a push surface of no less than 3.5 and 5.50 inches. Flat surface to have sharp diamond shaped .250 inches high shaped teeth for gripping.  

              All components mush thread on and no use of pins or o-rings to hold head to rod.

Bidder Complies __________ 

Bidder Does Not Comply __________

4.
All components shall be contained in a Pelican style carrying case. Made of water resistant, lockable, dustproof and crushproof material, also with reinforced corners and edges for impact protection.

Bidder Complies __________ 

Bidder Does Not Comply __________

5. 
Tool shall be manufactured and assembled within the United States of America.  Tool must carry a lifetime warranty on materials and workmanship.  

Bidder Complies __________ 

Bidder Does Not Comply _________
6.          Poly Tech America HDPE storage totes. Two (2) totes measuring appx size 6” wide x 8” high x 24” deep shall be provided.

7.          Poly Tech America HDPE storage totes. Two (2) totes measuring appx size 10” wide x 8” high x 24” deep shall be provided.

             Bidder Complies __________ 

Bidder Does Not Comply _________

8.       MOUNTING BRACKETS PLASTIC FOR ALL TOOLS AND PUMPS: Kit will include the following items, (6) 

             metal self tapping machine screws and hold down straps.
       Bidder Complies __________ 

Bidder Does Not Comply __________

9.        The construction of all plastic mounts is made of high density Polly plastics, welded construction.
       Tools can be mounted horizontally or vertically utilizing all compartment space.

Bidder Complies __________ 

Bidder Does Not Comply __________

3.
Brackets shall be manufactured and assembled within the United States of America. Brackets must carry a lifetime warranty on materials and workmanship.  

Bidder Complies __________ 

Bidder Does Not Comply __________

HOSE AND HOSE REELS

1.
The rescue tool system shall be equipped with __4 (four)_(QUANTITY) twin line extension hoses. Hoses

shall have (1) female coupler equipped with the shunt valve technology that allows tool connection with out 

disengaging the hydraulic pump, on one end, and the matching male coupler on the other end and shall be a minimum of  100_feet long.  Each male and female coupler shall be equipped with dust covers to protect couplers from contamination.  Hoses shall be color coded for ease of identification. Hoses shall be banded or molded together with a quality banding. (Zip ties and the like do not constitute professional banding.)
Hose assemblies shall successfully pass testing by a third party as required by NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. Hoses must have permanently embossed on the hose “NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition”, manufactures name and part number, the third party certifying body of compliancy symbol, and date of manufacturing.     
2.          The rescue tool system shall be equipped with ___2 (two) (QUANTITY) twin line hose Reels. Hoses

shall have (1) female coupler equipped with the shunt valve technology that allows tool connection with out 

disengaging the hydraulic pump, on one end, and the matching male coupler on the other end and shall be a minimum of_30’_feet long.  Each male and female coupler shall be equipped with dust covers to protect couplers from contamination.  Hoses shall be color coded for ease of identification. Hoses shall be banded or molded together with a quality banding. (Zip ties and the like do not constitute professional banding.)

Hose assemblies shall successfully pass testing by a third party as required by NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition. Hoses must have permanently embossed on the hose “NFPA 1936 Standard on Powered Rescue Tools, 2010 Edition”, manufactures name and part number, the third party certifying body of compliancy symbol, and date of manufacturing. 
10.        CMW dual hydraulic reels model 6011   2 (QUANTITY) each reel shall hold 100’ of .25’ rescue hose. Reels   shall be installed as per the spec section.
ACCESSORIES

1.
The following accessories shall be provided with the hydraulic rescue tool system. 

__________________________________________________________________________________

__________________________________________________________________________________

OPTIONS

    PRICING SHALL ONLY BE LISTED BY ITEM NOT INCLUDED IN BID

1. JUNKYARD DOG MED XTEND RESCUE STRUT SYSTEM ONE SET    _____________________________
2. JUNKYARDDOG MEDIUM ZSTRUT SYSTEM ONE SET
                     _____________________________
Dealer provided installation.

Dealer shall provide installation of all equipment provided as part of the spec no exception 

Engine 82

In the rear compartment, existing extrication tools shall be removed.  Power unit disconnected and hoses removed.  Cord reel shall be unbolted from back wall and reel removed. A CMW 6011(dealer provided) dual electric hose reel shall be installed on the ceiling or back wall as high as possible allowing for the installation of twin 100’ lengths of .25” hose on each reel. Rewind buttons shall be located in a practical spot for ease of use in rewinding hose.  Reels shall be wired to existing 12 volt DC power lead.

New power unit shall be installed with new hoses run to the reels. Hoses shall have standard quick disconnect for servicing pump. Pump shall be securely bolted to the shelf with drain hole drilled into shelf for removing oil.  Cord plug shall be wired to match existing 220VAC connector.

Existing floor mounted tray shall be configured with Poly Tech America HDPE mounts to hold new spreader, cutter, and two rams as directed by the Bethany Fire Department
Rescue 86

Existing power unit to be removed along with two existing hose reels.  Tool mounts on lower tray shall also be removed.  A CMW 6011 (dealer provided) dual electric hose reel shall be installed on the ceiling as high as possible allowing for the installation of twin 100’ lengths of .25” hose on each reel. An access panel shall be cut into the interior cabinet wall to reach concealed area to gusset the reels to be installed underneath. Rewind buttons shall be located in a practical spot for ease of use in rewinding hose.  Reels shall be wired to existing 12 volt DC power lead.

New power unit shall be installed with new hoses run to the reels. Hoses shall have standard quick disconnect for servicing pump. Pump shall be securely bolted to the shelf with drain hole drilled into shelf for removing oil.  Cord plug shall be wired to match existing 220VAC connector.

Custom Poly Tech America mounts shall be provided for  tools on the bottom shelf.  Tools shall be spreader, cutter and two rams. as directed by the Bethany Fire Department.

Engine 83

  Install pto simo pump into new Engine 83 upon delivery to BVFD. Install shall include install pump on provided shelf, connect hydraulic lines to reels and PTO pump rear compartment. Dealer will provide and fitting or items needed to complete installation.
TRAINING AND MAINTANCE 

  Dealer shall provide one day of training to all BVFD members on the use and maintenance of all provided equipment. 
WARRANTY INFORMATION
1.
Bidder shall state any and all warranties covering the product being offered.  

BID COMPLIANCE

1.
The undersigned hereby acknowledges that he/she has made a complete and total review of the above and foregoing specifications and is authorized by bidder to sign as its official representative.  Bidder hereby states that all paragraph compliance indications are true and correct.  Should there be any deviations made from the bid compliance indications to the proposal provided by bidder, it is understood that such a deviation would cause immediate rejection of bidder's proposal.  Any bid not signed below will be rejected immediately. 

Signature ___________________________________________Title _______________________

>

