ADDENDUM #1

SIDEWALK REPLACEMENT

MCGUIRE COURT
WALLINGFORD, CONNECTICUT 06492

S/P+A PROJECT NO. 16.007

Date Issued: November 21, 2016

The following changes to the Drawings and Project Specifications shall become a part of the
Drawings and Project Specifications; superseding previously issued Drawings and Project

Specifications to the extent modified by Addendum No. 1.

General Information:

e The prebid attendance list is attached. (1)

Changes to the Drawings:

e DRAWING S1, SITE PLAN & GENERAL INFORMATION has been deleted in its entirety.
A new DRAWING S1, SITE PLAN & GENERAL INFORMATION has been added and is
attached as part of this addendum.*

The bid date is unchanged by this addendum.
The addendum consists of two (2) pages of 8%2” x 11” text and one (1) 30”x42” drawing*.
End of Addendum ‘1’

McGuire Court Sidewalk Replacement — Wallingford HA
Addendum #1-1



TOWN OF WALLINGFORD-MCGUIRE COURT SIDEWALK REPLACEMENT

PREBID SIGN IN SHEET

PRE-BID MEETING: Monday, November 7, 2016 at 3:00 p.m. in the Community Room at the Project site at
31 McGuire Court, Wallingford, CT 06492

Bid Opening: Wednesday, November 30, 2016 until 11:30 a.m. at the Wallingford Housing Authority Office,
45 Tremper Drive, Wailingford, CT 06492,

PLEASE PRINT CLEARLY AND COMPLETELY FULL MATLING ADDRESS, WE WILL NOT BE RESPONSIBLE
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GENERAL NOTES:

SEE PROJECT MANUAL FOR ALLOWANCES AND/OR UNIT PRICES

CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS & EXIST. CONDITIONS

ALL MATERIALS ARE NEW UNLESS OTHERWISE NOTED "EXISTING"

ALL SIDEWALKS INDICATED ARE APPROXIMATE. CONTRACTOR TO FIELD VERIFY EXACT LOCATIONS

SITE AREAS DISTURBED SHALL BE CLEANED & RE-LEVELED, W/LAWN AREAS MAGNETICALLY RAKED TO REMOVE ANY METAL DEBRIS &

RE-SEEDED AS REQUIRED TO MATCH ADJACENT CONDITIONS

FIELD YERIFICATION: PRIOR TO SCHEDULING OF WORK & COMMENCING CONSTRUCTION. CONTRACTOR SHALL VERIFY ALL DIMENSIONS &

CONDITIONS SHOWN. CONTRACTOR SHALL NOTIFY ARCHITECT OF ANY OMISSIONS OR EQUIPMENT OR MATERIALS ON DRAWINGS

LEGEND: ALL SYMBOLS & ABBREVIATIONS USED ON THE DRAWINGS ARE CONSIDERED CONSTRUCTION STANDARDS. IF CONTRACTOR HAS

ANY QUESTIONS REGARDING THE SAME OR THEIR EXACT MEANING, ARCHITECT SHALL BE NOTIFIED FOR CLARIFICATION.

8. PRECEDENCE: DIMENSIONS SHALL HAVE PRECEDENCE OVER SCALE. LARGER SCALE DRAWINGS HAVE PRECEDENCE OVER SMALLER
SCALE DRAWINGS. SPECIFICATIONS & GENERAL NOTES TAKE PRECEDENCE OVER DRAWINGS

©. ALL SITE AREAS DISTURBED SHALL BE CLEANED, FILLED W/ TOP SOIL AS REQU. RE-LEVELED, DEBRIS REMOVED, & RE-SEEDED AS
REQD. TO MATCH ADJACENT CONDITIONS

10. CONTRACTOR SHALL VISIT THE SITE & BECOME FULLY FAMILIAR W/ THE EXIST. CONDITIONS & SCOPE OR BEFORE SUBMITTING A BID

1. CONTRACTOR TO COORDINATE TEMPORARY BUILDING ENTRY/ACCESS DURING CONSTRUCTION W/ THE OWNER & ARCHITECT PRIOR TO

COMMENCEMENT OF WORK

12. CONTRACTOR ASSUMES ALL RESPONSIBILITY DURING CONSTRUCTION & WILL REPLACE OR REPAIR ANY DAMAGE DONE TO THE BUILDINGS,
MATERIALS, EQUIPMENT OR SITE AS A RESULT OF THIS WORK & WILL BRING IT BACK TO THE ORIGINAL CONDITION @ NO ADDITIONAL COST

TO THE OWNER

O OAONS

N

CONSTRUCTION NOTES () SYMBOL LLEGEND:
1. FOR BITUMINOUS CONCRETE SIDEWALK - SEE DETAIL - 6} - EEES@E%J @NMSEERT/AS“-H-E%@F
2. FOR SEDIMENT FILTER FENCE - SEE DETAIL - — - OUTLINE SIDEWALKS
— - OUTLINE OF EXIST. SIDEWALKS

3.

RECLAM ALL SIDEWALKS, ENLARGE & RE-PAVE @ EXIST. GRADES, REMOVE OLD TO BE REMOVED
PAVEMENT AS REQD. TO ALLOW FOR NEW BITUMINOUS PAVEMENT. SEE PROJECT
FOR ADDITIONAL INFORMATION

PROVIDE NEW 4' BITUMINOUS PAVEMENT

CONTRACTOR TO RAISE ANY UTILITY PIPING CAPS, INSTALL PIPE EXTENDERS AS

TO MEET NEW HEIGHT OF PAVYED AREAS & SLOPE GRADE TO PREVENT PONDING
CONTRACTOR TO ADD ADDITIONAL TOP SOIL AS REQD., RE-GRADE SLOPED AREA,
AROUND CONSTRUCTION WORK, & RE-SEED AS REQD. TO MATCH ADJACENT
CONDITIONS

CONTRACTOR TO INSTALL NEW CONCRETE STAIRWAY. SEE DETAILS ON S2 &
SEE PROJECT MANUAL FOR ADDITIONAL INFORMATION

CONTRACTOR TO PATCH & REPAIR ASPHALT CURBING AROUND EXIST. OR NEW
SIDEWALK AS REQD. BEFORE PAVYIN

AT THE INTERSECTS BETWEEN NEW & OLD SIDEWALKS, CONTRACTOR TO REMOVE
PORTION OF EXIST. PIPE HAND RAIL. CUT PIPE 4' MIN. FROM TEE @ BOTH VERTICAL
PIPES EXTENDING FROM THE GROUND. INSTALL (2) PIPE CAPS

- INDICATES PHASE | AREA

- INDICATES PHASE | AREA

DEMOLITION NOTES «<<#)

1. AT SIDEWALKS: - REMOVE ALL OF THE
FOLLOWING:
- ASPHALT PAYING
- BASE MATERIAL
- TOP SOIL

REMOVE EXIST CONCRETE STAIR, PADS, &

. REMOVE EXIST. ASPHALT CLOTHESLINE PAD &
DISCARD

. REMOVE EXIST. CONCRETE PAD & DISCARD
. REMOVE PORTION EXIST. PIPE RAIL & DISCARD

oA D

THE ABOVE INFORMATION 1S BASED ON LIMITED
FIELD INVESTIGATION. ALL ROOFING , FLASHING &
WOOD BLOCKING 1S TO BE REMOVED LEAVING AN
EXPOSED DECK

BUIL DING #41

UNIT TYPE "A’

ELEV. HIGH: £13'-1O"
16'-O"

ELEV. LOW: 810"

BUILDING #1

UNIT TYPE "A"

ELEVY. HGH: £13'-10"
+16'-O"
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BUILL DING #10O

UNIT TYPE "B"
ELEY. HIGH: +15'-4"

ILDING # ELEY. LOW: £8'-10"
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BUIL DING #9
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Project Title:

SIDEWALK REPLACEMENT FOR:
WALLINGFORD HOUSING ATHORITY

45 TEMPER DRIVE, WALLINGFORD, CONNECTICUT. 06492-4823
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Revision: Description: Date: Revised By: Drawing Title: Date: Drawing Number:
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R1 ADDENDUM #1 CHANGES
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&

Architects / Engineers / Interior Designers
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