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WALL PHONE - 1 CAT-6 UTP DATA - 48" AFF. PROVIDE 8" CLEARANCE ON EITHER SIDE OF WALL
PHONE BACKBOX

TV DROP - 2 CAT-6 UTP DATA, 1RG-6U, AND WIRING FROM A/V INPUT - 72" AFF U.O.N.

DIGITAL SIGNAGE DROP - 2 CAT-6 UTP DATA - 72" AFF U.O.N.

VOICE DROP TO MDF 110-BLOCK. COORDINATE MOUNTING LOCATION WITH EQUIPMENT

CEILING PAGING SPEAKER WITH BRIDGE, BACKBOX, TILE RING AS REQUIRED.  BOGEN #SEC4T OR
EQUIVALENT.

VOLUME CONTROLLER

TELECOMMUNICATIONS GROUNDING BUSBAR

TELECOMMUNICATIONS MAIN GROUNDING BUSBAR

TIME CLOCK LOCATION - 1 CAT-6 UTP DATA - 44" AFF

SP1

1. CONTRACTOR IS RESPONSIBLE FOR PROVIDING ALL BLANK INSERTS IN UNUSED FACEPLATE
PORTS AND DUAL-CHANNEL RACEWAY CUTOUTS.

2. CONTRACTOR IS RESPONSIBLE FOR PROVIDING 19" RACK MOUNTING BRACKETS FOR ALL
CONTRACTOR FURNISHED EQUIPMENT.

3. IP ADDRESSES AND OTHER NETWORK CONFIGURATION INFORMATION TO BE PROVIDED BY
OWNER'S IT DEPARTMENT.  REQUEST FOR NETWORK ADDRESSES SHALL INCLUDE THE
NUMBER OF ADDRESSES NEEDED FOR EACH SYSTEM, AND A DESCRIPTION OF WHAT EACH
ADDRESS WILL BE USED FOR.  REQUESTS SHALL BE SUBMITTED AT LEAST THREE WEEKS
PRIOR TO DATE WHEN ADDRESSES ARE NEEDED FOR CONFIGURATION AND TESTING.  A FINAL
LIST OF ALLOCATED IP ADDRESSES, ALONG WITH CORRESPONDING DEVICE, SHALL BE
PROVIDED TO OWNER'S IT DEPARTMENT AT THE CONCLUSION OF THE PROJECT.

4. PROVIDE KEYSTONE STYLE JACKS IN RACEWAYS, FLOOR BOXES, AND OTHER LOCATIONS AS
REQUIRED.  ALL BEZELS, FACEPLATES, ETC FOR FLOOR BOXES / POKE-THRU'S ARE TO BE
PROVIDED BY TEL/DATA CONTRACTOR.

5. ALL WIRELESS ACCESS POINTS TO RECEIVE TWO CATEGORY-6A SHIELDED CABLES,
TERMINATED TO CAT-6A SHIELDED PANELS IN THE TR'S, AND CAT-6A SHIELDED JACKS AT
EACH DEVICE LOCATION.

6. CCTV CAMERA LOCATIONS WITHIN THE BUILDING OR ON THE BUILDING FACADE ARE TO
RECEIVE ONE CAT-6 CABLE.  COORDINATE LOCATION AND TERMINATION WITH SECURITY
CONTRACTOR.

7. ANY CABLES INSTALLED IN CONDUIT EITHER IN OR BELOW CONCRETE SLAB MUST UTILIZE OSP
OR INDOOR/OUTDOOR RATED CABLE WITH PROPER ENTRANCE PROTECTORS, AND
TRANSITION TO INDOOR CABLE.

8. IN DATA ROOM, TEL/DATA CONTRACTOR TO FURNISH AND INSTALL RACK-MOUNT UPS AND
VERTICAL POWER STRIP TO THE REAR OF EACH RACK.  REFER TO RACK ELEVATION
DRAWINGS ON SHEET IT-301 FOR SPECIFIC PART NUMBERS.

9. 36" FRONT AND REAR CLEARANCE IS TO BE PROVIDED FOR IT RACKS.

10. ALL FIBER TERMINATIONS ARE TO BE LC-STYLE CONNECTORS.  PROVIDE BLANK INSERTS IN
ALL UNUSED MODULE OPENINGS IN FIBER ENCLOSURES.  IN EXISTING MDF ROOF, TERMINATE
NEW 12-STRAND SINGLEMODE FIBER IN EXISTING ORTRONICS FIBER ENCLOSURE.  FURNISH
AND INSTALL FIBER ADAPTER PANEL IN SLOT 9 OF LOWER FIBER ENCLOSURE, AND LABEL AS
'IDF #5.'  ADAPTER PANEL TO BE ORTRONICS #OR-OFP-LCD12AC.  REFER TO DETAIL 5 ON
SHEET IT-301 FOR TERMINATION HARDWARE IN IDF #5 (DATA ROOM B107).

11. PRIOR TO FINAL LABELING OF FACEPLATES, PATCH PANELS AND CAT-6/6A CABLES, CONFIRM
THAT FINAL ROOM NUMBERS MATCH THOSE AS SHOWN ON DRAWINGS.  COORDINATE WITH
ARCHITECT.

12. FOR PAGING AND CLASSROOM SOUND REINFORCEMENT SPEAKERS, PROVIDE TILE BRIDGE,
BACKBOX, MOUNTING RING, AND OTHER HARDWARE AS REQUIRED.  REFER TO
ARCHITECTURAL RCP FOR ACT OR GYPSUM CEILING MOUNTING.

13. REFER TO ARCHITECTURAL DRAWINGS FOR LOCATIONS OF EXISTING WALLS THAT WILL
REQUIRE SURFACE MOUNT RACEWAY TO DROP LOCATIONS.

14. REFER TO ELECTRICAL DRAWINGS FOR LOCATIONS WITH DUAL-CHANNEL RACEWAY.
TEL/DATA CONTRACTOR RESPONSIBLE FOR ALL ADAPTER PLATES AND BLANK PLATES IN
UNUSED CUTOUTS IN THE LOW VOLTAGE PORTION OF THE RACEWAY.

15. BACKBONE CABLES FROM MDF U311 AND M314 TO DATA ROOM B107 ARE TO BE ROUTED
ABOVE THE SUSPENDED CEILING ON J-HOOKS.   REFER TO DRAWINGS FOR BACKBONE CABLE
ROUTING.

16. REFER TO SPECIFICATION SECTION 271500 PART 2.7.G FOR A LIST OF COPPER PATCH CORD
LENGTHS, COLORS AND QUANTITIES TO BE FURNISHED TO OWNER.

17. REFER TO SHEET IT-604 FOR CLASSROOM AUDIO/VISUAL EQUIPMENT TO BE FURNISHED AND
INSTALLED.

18. WHEN ORDERING CLASSROOM BLUETOOTH CEILING SPEAKERS FROM MANUFACTURER,
PROVIDE MANUFACTURER WITH ALL CLASSROOM NUMBERS FOR PROGRAMMING OF CUSTOM
BLUETOOTH ID'S FOR EACH CLASSROOM.  CONFIRM FINAL ROOM NUMBERS WITH ARCHITECT
PRIOR TO PROVIDING INFORMATION - ROOM NUMBERS ON PROJECT DRAWINGS MAY NOT
INDICATE THE FINAL ROOM NUMBER DESIGNATION.  BLUETOOTH PAIRING CODE TO BE
RANDOMLY ASSIGNED TO EACH SPEAKER.

19. TEL/DATA CONTRACTOR RESPONSIBLE FOR MOUNTING OF ALL OWNER-FURNISHED WIRELESS
ACCESS POINTS (WAP), INCLUDING CONNECTING PATCH CORD AT DEVICE LOCATION.  IN
CLASSROOMS, WAP'S WILL BE CLIPPED TO THE CEILING GRID.  IN AUDITORIUM AND OTHER
SPACES WITHOUT ACT CEILING, FOLLOW MANUFACTURER INSTRUCTIONS FOR INSTALLATION.
COORDINATE ALL WORK WITH OWNER.

20. COAX BACKBONE CABLE FROM EXISTING MDF TO NEW DATA ROOM B107 TO BE TERMINATED
WITH F-CONNECTOR ON EACH END.  IN EXISTING MDF, CONNECT TERMINATED CABLE TO
SPARE PORT ON EXISTING 8-WAY SPLITTER (COORDINATE WITH OWNER).  IN DATA ROOM B107,
TERMINATE TO INPUT ON CONTRACTOR FURNISHED AND INSTALLED 4-PORT SPLITTER
(BLONDER-TONGUE SXRS-4 OR EQUAL).

CABLE MANAGEMENT FRONT

HORZ CABLE MANAGER 19in

48 PORT PATCH PANEL
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SPLICE

FDC

300 PAIR STATION BLOCKAT17110-0300

7' EQUIPMENT RACK (FRONT VIEW) WITH MANAGERS

7' EQUIPMENT RACK (TOP VIEW) WITH MANAGERS

VERTICAL SLEEVE (SIZE AS INDICATED)

HORIZONTAL SLEEVE (SIZE AS INDICATED)

CONDUIT (SIZE AS INDICATED)

LADDER RACK (SIZE AS INDICATED)

CABLE MANAGER

PATCH PANEL (SIZE AS INDICATED)

FIBER DISTRIBUTION CABINET (SIZE AS INDICATED)

FIBER SPLICE CABINET

POWER STRIP

110 VOICE BLOCK

DUPLEX DROP LOCATION - 2 CAT-6 UTP DATA - MOUNTED IN CEILING

DUPLEX DROP LOCATION - 2 CAT-6 UTP DATA - 18" AFF U.O.N.

SIMPLEX DROP LOCATION - 1 CAT-6 UTP DATA - 18" ADD U.O.N.

1. LADDER RACK IN IDF SHALL BE PROPERLY SUPPORTED PER MANUFACTURERS INSTRUCTIONS.
LADDER RACK SHALL BE PROPERLY GROUNDED TO TGB USING #6 AWG GROUND WIRE.  PAINT
SHALL BE REMOVED FROM LADDER RACK TO PROVIDE ADEQUATE BOND.

2. ALL CABLE BUNDLES PLACED ON LADDER RACK SHALL BE BOUND USING VELCRO.  TIE-WRAPS
SHALL BE PERMITTED.  CABLE BUNDLES SHALL BE SNUG, BUT SHALL NOT DEFORM THE CABLE
JACKET.

3. IN AREAS ABOVE SUSPENDED CEILINGS, CABLE SUPPORTS SHALL BE LOCATED AT EVER 3'-5".
USE ERICO CABLECAT 425 SERIES OR EQUIVALENT.

4. CABLE INFEEDS (POKE-THRU'S AND IN-WALL) SHALL BE PROVIDED AND INSTALLED BY
ELECTRICAL CONTRACTOR.  COORDINATE ALL LOCATIONS AND SIZES WITH TEL/DATA
CONTRACTOR, GENERAL CONTRACTOR AND ARCHITECT PRIOR TO INSTALLATION.

5. ALL WIRING (CAT-6. SECURITY, ETC) NOT SUPPORTED BY J-HOOKS OR SLINGS ABOVE
SUSPENDED CEILING SHALL BE IN CONDUIT.

6. ELECTRICAL CONTRACTOR TO CONFIRM ALL CONDUIT SIZES, PATHWAYS, PULL-POINTS, ETC
WITH TEL/DATA CONTRACTOR PRIOR TO INSTALLATION. COORDINATE WITH OTHER DISCIPLINES
AS REQUIRED.

7. CONDUIT LAYOUT IS DIAGRAMMATIC AND DOES NOT INDICATE ALL REQUIRED BOXES, OFFSETS,
BENDS, ETC.  PROVIDE ALL MATERIALS AS NEEDED.

8. 90-DEGREE BENDS SHALL BE SWEEPS AND NOT UTILIZE "LB'S".  NO MORE THAN TWO
90-DEGREE BENDS ARE ALLOWED BETWEEN PULL POINTS.

9. LONG CONDUIT RUNS SHALL HAVE JUNCTION BOXES INSTALLED AS PULL POINTS, AND SHALL
BE LOCATED NO MORE THAN 50' APART.

10. PLASTIC BUSHINGS ARE TO BE PROVIDED ON ALL CONDUIT ENDS.

11. ALL CONDUITS TO RECEIVE PULL-STRINGS.  ANY PULL STRINGS THAT ARE USED SHALL BE
REPLACED AS CABLES ARE BEING PULLED.

1. FOR EACH CATV OUTLET INDICATED, PROVIDE ONE (1) QUAD SHIELD RG-6 CABLE OR ONE QUAD
SHIELD RG-11 CABLE (AS REQUIRED) FROM THE OUTLET LOCATION TO THE IDF CLOSET.  FOR
CABLE RUNS LESS THAN 150', USE QUAD SHIELD RG-6 (COMMSCOPE P/N 2227K) OR EQUIVALENT.
FOR CABLE RUNS MORE THAN 150', USE QUAD SHIELD RG-11 (COMMSCOPE P/N 2287K).

2. EACH CABLE SHALL BE TERMINATED ON EACH END WITH A MALE COMPRESSION TYPE 'F'
CONNECTOR.  ONLY COMPRESSION TYPE CONNECTORS ARE ACCEPTABLE.  CRIMP-TYPE OR
TWIST-ON STYLE CONNECTORS SHALL NOT BE USED.

3. AT EACH CATV OUTLET LOCATION, PROVIDE A SINGLE GANG FACEPLATE WITH F-COUPLER INSET.
PROVIDE SURFACE MOUNT BOX AS REQUIRED AT LOCATIONS REQUIRING A SURFACE MOUNT BOX.

4. ALL CATV CABLES SHALL BE TESTED FOR OPENS AND SHORTS, AND SHALL BE SWEEP TESTED
ACRSS THE CABLES ENTIRE SPECIFIED FREQUENCY RANGE.  ANY CABLES THAT DO NOT PASS
TESTS FOR IMPEDANCE, ATTENUATION AND/OR FREQUENCY RESPONSE SHALL BE RETERMINATED
AND RETESTED.  CABLE RUNS SHALL BE REINSTALLED AND RETERMINATED AS NEEDED TO ENSURE
ACCEPTABLE PERFORMANCE PER MANUFACTURERS SPECIFICATIONS.

WAP DUPLEX WAP DROP LOCATION (WALL MOUNTED) - 2 CAT-6A STP DATA
COORDINATE WITH WAP LOCATION

DUPLEX DROP LOCATION - 2 CAT-6 UTP DATA - MOUNTED IN FLOOR BOX / POKE-THRU

DRAWING DESCRIPTION

DUPLEX WAP DROP LOCATION (CEILING MOUNTED) - 2 CAT-6A STP DATA
COORDINATE WITH WAP LOCATION

WAP

CAM

AVC AV CONTROL PANEL DROP - 1 CAT-6 UTP DATA - COORDINATE WITH A/V INTEGRATOR

PROJECTOR - 2 CAT-6 UTP DATA -  COORDINATE WITH PROJECTOR INSTALLATION.

JUNCTION BOXJB

AMPLIFIED CLASSROOM SPEAKER - OWI #AMP-ER2TR6.  REFER TO IT-604.

NON-AMPLIFIED CLASSROOM SPEAKER - OWI #IC6.  REFER TO IT-604.

AV

AV

COMBINATION POWER / DATA / AV INPUT PLATE (3-GANG U.O.N.) - WALL MOUNTED

COMBINATION POWER / DATA / AV INPUT PLATE (IN FLOOR BOX OR POKE-THRU)

P

BMS BUILDING MGMT SYSTEM - 1 CAT-6 UTP DATA - COORDINATE WITH MECHANICAL EQUIPMENT

AVR AV RACK DROP - 4 CAT-6 UTP DATA - COORDINATE WITH A/V INTEGRATOR

TS

SB

TEACHER STATION DROP - TWO CAT-6 UTP FROM MDF/IDF;  TRANSMITTERS FOR HDMI (2 CAT-6
UTP) AND USB (ONE CAT-6 UTP) TO A/V CEILING ENCLOSURE; ONE AUDIO JACK FROM AMPLIFIER
OUTPUT AT CEILING SPEAKER.  REFER TO SHEET IT-604.

SMARTBOARD DROP - TWO CAT-6 UTP FROM MDF/IDF; HDMI AND USB COUPLER MODULES WITH
HDMI AND USB CABLES FROM A/V CEILING ENCLOSURE.  REFER TO SHEET IT-604.

PAGING SPEAKER / CLOCK COMBO - WALL-RECESSED

120V WIRELESS ANALOG CLOCK - 12" DIAMETER U.O.N.

CAM SIMPLEX CCTV CAMERA DROP LOCATION (WALL MOUNTED) - 1 CAT-6 UTP DATA
COORDINATE LOCATION AND MOUNTING HEIGHT WITH SECURITY DRAWINGS.
SIMPLEX CCTV CAMERA DROP LOCATION (CEILING MOUNTED) - 1 CAT-6 UTP DATA
COORDINATE LOCATION AND MOUNTING HEIGHT WITH SECURITY DRAWINGS.

IC DOOR INTERCOM - 1 CAT-6 UTP - COORDINATE LOCATION AND HEIGHT WITH SECURITY DRAWINGS.

SP3

SP2

CLASSROOM VOLUME CONTROLLER - OWI P/N AMPSTVCW - 48" AFFVC
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(5) EXISTING 4" CONDUITS
FROM MDF ROOM ABOVE

EXISTING CLOCK AND
PAGING HEADEND

12-STRAND SINGLEMODE ARMORED FIBER
AND RG-11 COAX FROM MDF ROOM TO NEW
DATA ROOM B107 SUPPORTED ON J-HOOKS

ABOVE SUSPENDED CEILING.
25-PAIR CAT-3 VOICE BACKBONE AND 16/2 SHIELDED
SPEAKER WIRE FROM EXISTING HEADEND TO NEW
DATA ROOM  B107 SUPPORTED ON J-HOOKS ABOVE
SUSPENDED CEILING.

SEE SHEET IT-112 FOR CONTINUATION
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SCALE: 1/8"=1'-0"
FIRST FLOOR EXISTING

IT-110
1

1/8" = 1' 0"

FIRST FLOOR AREA B

EXISTING FLOOR PLAN -

IT

IT-110



WAP

WAP

MOUNT BELOW
SOFFIT

MOUNT BELOW
SOFFIT

J
J

J
J

WAP

SP3SP2

SP3SP3

EXISTING TO REMAIN

WAP

SP2

EXISTING TO REMAIN

SP3

SP3 SP3

EXISTING IDF ROOM #3

WAP

WAP

SEE 6/IT-601
MOUNTING

HEIGHT
PER ARCH.
DRAWINGS

AREA OF WORK

AREA OF WORK

AREA OF WORK

AREA OF WORK

AREA OF WORK

EXISTING TO
BE RELOCATED

AREA OF WORK

5' 6" AFF
SEE DRAWING NOTE #2
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SCALE: 1/8"=1'-0"
FIRST FLOOR AREA A

IT-111
1

1/8" = 1' 0"

FIRST FLOOR AREA A

FLOOR PLAN - IT

IT-111

ALL DATA DROPS IN THIS AREA TO BE ROUTED TO EXISTING IDF ROOM #3 (ROOM A121).

IN BAND ROOM A123, PRIMARY 'TS' FACEPLATE TO BE DOUBLE GANG (HUBBELL #IMF2XX) WITH
ADDITIONAL HDMI COUPLER FOR HDMI CABLE TO LED SCREEN LOCATED ALONG TEACHING WALL.
PROVIDE ADDITIONAL COUPLER IN FACEPLATE BEHIND LED SCREEN. FURNISH AND INSTALL HDMI
CABLE (MONOPRICE ACTIVE SERIES HDMI CABLE OR EQUAL, LENGTH AS REQUIRED) FROM PRIMARY
TEACHER STATION LOCATION TO BEHIND LED SCREEN.
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2.
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(4) 3" CONDUITS TO SECOND FLOOR.
ALIGNED WITH WALL CAVITY ABOVE
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WAP

SP2
RELOCATED

SEE SHEET IT-110 FOR CONTINUATION

25-PAIR CAT-3 VOICE BACKBONE AND 16/2 SHIELDED
SPEAKER WIRE FROM EXISTING HEADEND TO NEW
DATA ROOM  B107 SUPPORTED ON J-HOOKS ABOVE
SUSPENDED CEILING.

CAM

CAM

CAM

CAM

CAM CAM

TV

SEE NOTE #3

SEE DRAWING NOTE #1

SEE DRAWING NOTE #1

SEE DRAWING
NOTE #1 AND #2

SEE DRAWING NOTE #1

12-STRAND SINGLEMODE ARMORED FIBER
AND RG-11 COAX FROM MDF ROOM TO NEW
DATA ROOM B107 SUPPORTED ON J-HOOKS

ABOVE SUSPENDED CEILING.

COORDINATE WITH
ELEC. EQUIPMENT

EXISTING TO REMAIN

+9' 0" AFG
VERIFY WITH
ARCHITECT

+9' 0" AFG
VERIFY WITH
ARCHITECT

CAM
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SCALE: 1/8"=1'-0"
FIRST FLOOR AREA B

IT-112
1

1/8" = 1' 0"

FIRST FLOOR AREA B

FLOOR PLAN - IT

IT-112

THERE ARE TWO ADDITIONAL FLOOR BOXES IN THIS CLASSROOM, HOWEVER ONLY THE ONE
INDICATED IS TO RECEIVE DATA AND A/V CABLING.

IN THE FAB LAB, ROUTE HDMI AND USB CABLE FROM THE FLOOR BOX TO THE IN-WALL BOX BEHIND
THE LED SCREEN.  USB CABLE TO BE COILED FOR FUTURE USE.  ROUTE AUDIO WIRE FROM LED
SCREEN AUDIO OUT TO AMPLIFIED CEILING SPEAKER AUDIO INPUT.

AT LED SCREEN LOCATION, FURNISH AND INSTALL PAC526 IN-WALL BOX AT 5' 6" AFF ON CENTER (SEE
6/IT-601). LED SCREEN AND MOUNTING BRACKET TO BE FURNISHED AND INSTALLED DURING FF&E
PHASE.  FURNISH AND INSTALL ONE RG-6 QUAD SHIELD COAX FROM DATA ROOM B107.  COAX MAY
SHARE SAME FACEPLATE AS CAT-6 CABLES USING AN F-COUPLER MODULE.

ALL DATA DROPS IN THIS AREA TERMINATE TO NEW DATA ROOM B107.
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(5) EXISTING 4" CONDUITS
TO FIRST FLOOR.

EXISTING MDF ROOM
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SCALE: 1/8"=1'-0"
SECOND FLOOR AREA A - EXISTING

IT-120
1

1/8" = 1' 0"

SECOND FLOOR AREA B

EXISTING FLOOR PLAN -

IT

IT-120



MOUNT TO CATWALK
RAILING (TYP. OF 3)

COORDINATE WITH A/V
EQUIPMENT (TYP. OF 4)
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SCALE: 1/8"=1'-0"
SECOND FLOOR AREA A

IT-121
1

1/8" = 1' 0"

SECOND FLOOR AREA A

FLOOR PLAN - IT

IT-121

ALL DATA DROPS IN THIS AREA TO BE ROUTED TO EXISTING IDF ROOM #3 (ROOM A121).
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(4) 3" CONDUITS FROM FIRST FLOOR.
EXTENDED TO ABOVE ACT CEILING.
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SCALE: 1/8"=1'-0"
SECOND FLOOR AREA B

IT-122
1

1/8" = 1' 0"

SECOND FLOOR AREA B

FLOOR PLAN - IT

IT-122

ALL DATA DROPS IN THIS AREA TERMINATE TO NEW DATA ROOM B107.
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7' H 2-POST RACK

QUAD 5-20R
+18" AFF

TGB

6"W VERTICAL
WIRE MANAGER (TYP.)

PLYWOOD BACK-
BOARD (TYP.)

TELECOM
GROUNDING BUSBAR
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18"W LADDER
RACK (TYP.)

E-Z PATH (1) 2-GANG
FIRESTOPPING SLEEVES

E-Z PATH (1) 2-GANG
FIRESTOPPING SLEEVES

SECURITY PANELS

OW
I P

OW
ER

SU
PP

LY

A
D

B

E

B

E

B

E

B

E

C

E

EXISTING RACKS
TO REMAIN
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SCALE: 1/2" = 1'-0"
DATA ROOM B107 FLOOR PLAN

IT-301
3

SCALE: NTS
DATA ROOM B107 RACK ELEVATION

IT-301
5

SCALE: 1/2" = 1'-0"
DATA ROOM B107 CEILING PLAN

IT-301
4

SCALE: 1/2" = 1'-0"
IDF ROOM #3 FLOOR PLAN (EXISTING)

IT-301
1

SCALE: NTS
IDF ROOM #3 RACK ELEVATION

IT-301
2

AS NOTED

DATA ROOM PART

PLANS AND RACK

ELEVATIONS

IT-301



Plaster Ring

Gypum Wallboard

Floor
Finished

Conduit with Pullstring

Backbox with 1-gang
4" Sq x 2 3/4" Deep

EMT Plastic Bushing

1" Conduit with pull string to nearest Data

Room, Cable Tray, or continuous

accessable cabling path back to the Data

Room.

NOTES:
1. PROVIDE DOUBLE-GANG BACKBOX WITH REDUCING RING FOR

SINGLE-GANG FACEPLATES.

2. WAP AND CCTV CABLES ARE TO BE TERMINATED WITH RJ-45 MALE
CONNECTOR AND CONNECTED DIRECTLY TO WAP OR CAMERA.
COORDINATE WITH OWNER AND SECURITY CONTRACTOR FOR
EQUIPMENT LOCATIONS.

3. 3.5MM AUDIO JACK ONLY REQUIRED AT PRIMARY TEACHER
STATION DROP AT TEACHER DESK.  AT OTHER TWO LOCATIONS,
PROVIDE BLANK MODULE (HUBBELL #IMB1xx)

4. REFER TO IT-604 FOR CLASSROOM WIRING INFORMATION
BETWEEN TEACHER STATION AND SMARTBOARD.

5. IN BAND ROOM A123, PRIMARY 'TS' PLATE TO BE DOUBLE GANG
(HUBBELL #IMF2XX) WITH ADDITIONAL HDMI COUPLER FOR HDMI
CABLE TO LED SCREEN ALONG TEACHING WALL.  PROVIDE
ADDITIONAL COUPLER IN FACEPLATE BEHIND LED SCREEN.

6. INSTALL BLANK INSERTS IN ANY UNUSED FACEPLATE PORTS.

7. ALL FACEPLATE COLORS TO BE APPROVED BY ARCHITECT.

CABLE JACKET AND JACK COLORS:
DATA BLUE
WAP YELLOW
CCTV GREEN

NOT TO SCALE
FACEPLATE DETAILS

IT-601
1

NOT TO SCALE
VERTICAL FIRESTOPPING DETAIL2

NOT TO SCALE
HORIZONTAL FIRESTOPPING DETAIL3

NOT TO SCALE
BACKBOX DETAIL4 NOT TO SCALE

TELECOM SYSTEM GROUNDING DIAGRAM DETAIL5

IT-601
IT-601

IT-601 IT-601

NOT TO SCALE
PAC526 IN-WALL BOX DETAIL6

IT-601

DUPLEX DROP
1-GANG FACEPLATE

(2) CAT-6 - SIEMON #MX6-KXX

DATADATA

SLEEVE SHALL EXTEND MIN.
1" FROM WALL W/BUSHINGS.

CABLES

FIRE STOPPING

EMT SLEEVE

GROUT

FIRE RATED WALL

CONDUIT
FIRESTOPPING
SLEEVE WITH BUSHINGS SHALL
EXTEND MIN. 1" FROM FLOOR/CEILING
GROUT
FIRE RATED FLOOR/CEILING

BUILDING POWER SYSTEM MAIN
GROUND BUS

BUILDING GROUNDING
ELECTRODE SYSTEM
(BY OTHERS)

TO TYPICAL EQUIPMENT

TELECOMMUNICATIONS MAIN GROUNDING
BUSBAR (TMGB) LOCATED IN MDF ROOM

TGB 1 

BASEMENT MECHANICAL ROOM 052

LADDER RACK
PANELS SERVING
TELECOM ROOMS

ALL TELECOMM
SLEEVES AND

RACEWAYS

TYPICAL EQUIPMENT BONDED
TO ALL TGB'S AND TMGB
(TYPICAL FOR ALL FLOORS IN CONTRACT)

BONDING CONDUCTOR FOR
TELECOMMUNICATIONS
#3/0 AWG

MINIMUM #6 AWG COPPER BONDING
CONDUCTOR IN GREEN INSULATED JACKET

(TYPICAL FOR ALL - SEE TABLE)
H-TAP, CADWELD, OR OTHER

NON-REVERSABLE SPLICE (TYPICAL)

THIS CONNECTION IS NOT
REQUIRED FOR  SLEEVES OR
RACEWAYS BONDED TO THE TBB
OR GE. SEE NOTE 3.

TELECOMMUNICATIONS BONDING
BACKBONE (TBB) #3/0 AWG

CADWELD BUILDING
STEEL
(IF AVAILABLE)

3/0 AWG BARE COPPER
BONDING CONDUCTOR
(TYP.)

GROUNDING NOTES:

1. ALL BUSBARS SHALL BE 2" X 12" X 14" (UON) PRE-DRILLED TIN-PLATED
COPPER. MOUNT ON WALL WITH 2" STANDOFF INSULATORS AND PLEXIGLASS
COVER.

2. ALL CABLE CONNECTIONS TO TGB'S ARE TWO HOLE LONG BARREL
COMPRESSION LUGS, UNLESS OTHERWISE NOTED. USE ANTI-OXIDENT JOINT
COMPOUND FOR ALL COPPER TO COPPER, ALUMINUM TO ALUMINUM, OR
ALUMINUM TO COPPER CONNECTIONS

3. BONDING CONDUCTORS SHALL GENERALLY BE RUN OPEN WITH PLASTIC
SUPPORTS. WHERE RUN IN STEEL CONDUITS LONGER THAN 36", BOND
CONDUIT TO TBB OR GE AT BOTH ENDS.

4. BONDING CONDUCTORS SHALL BE RUN WITHOUT SPLICES WHEREVER
POSSIBLE. ANY SPLICES MUST BE MADE WITH NON-REVERSABLE
COMPRESSION CONNECTORS OR CADWELD.

5. BONDING CONDUCTORS SHALL BE COPPER CONDUCTORS WITH GREEN
INSULATION OR DISTINCTIVE GREEN MARKING, UNLESS OTHERWISE NOTED.

6. THE SIGNAL GROUNDING SYSTEM SHALL BE TIED TO THE INCOMING
BUILDING ELECTRICAL SAFETY GROUND AT THE PRIMARY TRANSFORMER
NEUTRAL BOND, AND/OR AT THE NEUTRAL BOND OF ANY SEPARATELY
DERIVED SOURCE IN ACCORDANCE WITH APPLICABLE CODE. THE SYSTEM
GROUND RESISTANCE SHALL BE LESS THAN 5.0 OHMS. THIS SYSTEM SHALL
BE DESIGNED AND INSTALLED IN ACCORDANCE WITH THE TIA/EIA
ANSI-J-STD-607A, COMMERCIAL BUILDING GROUNDING (EARTHING) AND
BONDING REQUIREMENTS FOR TELECOMMUNICATIONS

SECOND FLOOR IDF ROOMS #3/0 AWG TBB

GROUNDING CONDUCTOR SIZING

LINEAR LENGTH m (ft) CONDUCTOR SIZE (AWG)

LESS THAN 4 (13) 6

4-6 (14-20) 4

6-8 (21-26) 3

8-10 (27-33) 2

10-13 (34-41) 1

13-16 (42-52) 1/0

16-20 (53-66) 2/0

GREATER THAN 20 (66)

3/0

CABLE TRAY

TO TYPICAL
EQUIPMENT

TO BUILDING STEEL

EQUIPMENT RACKS

SMARTBOARD DROP
1-GANG FACEPLATE

(2) USB COUPLER - HUBBELL #SFUSBABB
(2) HDMI COUPLER - HUBBELL #SFHC14BK

2-PORT PLENUM SURFACE-MOUNT BOX ABOVE
SUSPENDED CEILING WITH TWO SIEMON CAT-6

JACKS (SIEMON MX6-KXX).

SBTS

TEACHER STATION LOCATION
1-GANG FACEPLATE

HDMI & USB TO 'SB' DROP LOCATION
2 CAT-6 DATA FROM MDF/IDF

AUDIO FROM CEILING SPEAKER

DATA DATA USBHDMI

FLOORBOX DROP
(1) LEGRAND #DTB-2-4TKO ADAPTER WITH:

(2) CAT-6 UTP FROM MDF/IDF - SIEMON #MX6-Kxx
(1) USB COUPLER - HUBBELL #SFUSBABB
(1) HDMI COUPLER - HUBBELL #SFHC14BK

1.25" CONDUIT FROM ACCESSIBLE CEILING FOR LOW-VOLTAGE (A/V
AND DATA) WIRING. PROVIDE PLASTIC BUSHINGS ON BOTH CONDUIT ENDS.

DUPLEX RECEPTACLE.
DEVICE WIRING PER ELECTRICAL

DRAWINGS AND SPECS.
WOOD BLOCKING BY G.C. (TYP.)

LED WALL-MOUNT BY
OWNER'S A/V INTEGRATOR

CHIEF MANUFACTURING P/N PAC526
INSTALLED BY ELECTRICAL CONTRACTOR

WALL STUDS BY G.C.

NOT TO SCALE
PUBLIC ADDRESS ONE-LINE DIAGRAM7

IT-601 NOT TO SCALE
BACKBONE ONE-LINE DIAGRAM8

IT-601

16/2 SHIELDED SPEAKER WIRE
FROM EXISTING PAGING HEADEND
IN ROOM M314 (SEE SHEETS T-110

AND T-112 FOR ROUTING)

BOGEN LINE-MATCHING
TRANSFORMER #WMT1AS

SPK

LINE PA AMPLIFIER
BOGEN #HTA250A

70V OUTPUT TO AREA B PAGING
SPEAKERS.  15 SPEAKERS PER
WIRE RUN MAX.

18/2
SHIELDED DEMARC IN

ROOM M314

MDF ROOM U311

DATA ROOM
B107

12-STRAND ARMORED
SINGLEMODE FIBER & RG-11

QUAD SHIELD COAX

25-PAIR CAT-3 & 16/2
SHIELDED SPEAKER WIRE

AUDIO

HDMIHDMI

HDMI
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24"

6"2 1/2"

3/4"

1 5/8"

1"

TBB

To B
uild

ing
 Stee

l

To E
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l

To Armored Cables

To Telco Entrance

Protector

To CATV Entrance

Protector

To Grounding Bushings

TMGB

PART NO. FIG. "A" 6" LOOP "B" 6" LOOP "C" "D" "E" "F" "G"

CAT425BC200 FIG. "A" 11 3/16" 8 11/16" "5" 7 1/8" 1 3/8" 13/16" 7/8"
CAT425BC FIG. "B" 11 3/16" 8 9/16" "5" 7 1/8" 1 3/8" 1 1/8" 5/8"

"D"

"C"

"E"

"G"

"F"

"A
" "D"

"C"

"E"

"G""F"

"A
"

FIG "A" FIG "B"
3"

CONCRETE SLAB

FIRESTOP PER ELECTRICAL
SPECIFICATIONS

CONDUIT RISER CLAMP

PLASTIC BUSHING AT BOTH
ENDS OF CONDUIT SLEEVE

TELECOM CABLES

4" CONDUIT OR CONDUIT
SLEEVES

12" max. CABLE SAG

4' - 5' SPACING

THREADED ROD SUPPORT (TYP.)

MAXIMUM OF 220 CAT. 6 CABLES

BUNDLED CABLES

4" J-HOOK CADDY CABLE CAT PN:
CAT64HP OR EQUIVALENT

NOT TO SCALE
CABLE STRAP DETAIL - ERICO 425 OR EQUIVALENT4

IT-602 NOT TO SCALE
J-HOOK DETAIL5

IT-602 NOT TO SCALE
CONDUIT THROUGH SLAB DETAIL6

IT-602

PAIR-3

PAIR-1PAIR-2 PAIR-4

8
BRW-BR

7
G
6

W-BL
5

BL
4

W-G
3

O
21

W-O

JACK
POSITIONS

THIS ILLUSTRATION IS A FRONT VIEW OF THE CONNECTOR. THE COLORS
INDICATED ARE ASSOCIATED WITH THE STATION DISTRIBUTION CABLE.

8 POSITION JACK PIN/PAIR ASSIGNMENTS
(DESIGNATION T568B)

NOT TO SCALE
8-POSITION JACK PIN/PAIR ASSIGNMENTS7

IT-602

NOMINAL CATEGORY 6 CABLE DIAMETER = 0.25"

CONDUIT DIA. QUANTITY

3/4" 4

1" 7

1-1/4" 12

1-1/2" 17

2" 26

2-1/2" 39

3" 53

3-1/2" 70

CONDUIT CAPACITY CHART

4" 94

NOTE: CONDUIT CAPACITIES ARE BASED ON NEC STANDARD OF 40% MAXIMUM FILL.

NOT TO SCALE
CONDUIT CAPACITY CHART8

IT-602

FACE OF WALL
SURFACE

CONDUIT SLEEVES

PLASTIC BUSHING
AT END OF SLEEVES

PUTTY STICK
OR APPROVED EQUAL

FIRE STOP CAULK

COPPER CABLES

CABLING NOT TO
EXCEED 40% FILL RATIO
IN SLEEVES/ CONDUIT

FIBER CABLES

BONDING JUMPER

CABLE LADDER,
SEE DRAWINGS FOR
LOCATIONS (AS APPLICABLE)

GROUNDING STRAP

VERTICAL GROUNDING BUSBAR

BONDING CONDUCTOR

SHIELDED PATCH PANEL AND JACKS

NOT TO SCALE
RACK GROUNDING DETAIL1

IT-602 NOT TO SCALE
GROUNDING BUSBAR DETAIL2

IT-602 NOT TO SCALE
SLEEVE DETAIL3

IT-602
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CABLE RUNWAY SECTION

NOT TO SCALE
CABLE RUNWAY CORNER JUNCTION KIT1

IT-603 NOT TO SCALE
CABLE RUNWAY INLINE SPLICE AND GROUND STRAP2

IT-603 NOT TO SCALE
CABLE RUNWAY MOVABLE CROSS MEMBER3

IT-603 NOT TO SCALE
CABLE RUNWAY CORNER BRACKET4

IT-603

NOT TO SCALE
CABLE RUNWAY WALL ANGLE SUPPORT ASSEMBLY5

IT-603 NOT TO SCALE
CABLE RUNWAY/TRAY THREADED ROD SUPPORT6

IT-603 NOT TO SCALE
CABLE RUNWAY-TO-RACK ELEVATION KIT ASSEMBLY7

IT-603 NOT TO SCALE
CABLE RUNWAY END CLOSING KIT8

IT-603

NOT TO SCALE
RACK MOUNTED POWER STRIP AND STAND-OFF BRACKET9

IT-603 NOT TO SCALE
CABLE RUNWAY VERTICAL ROD STIFFENER SUPPORT ASSEMBLY10

IT-603 NOT TO SCALE
VERTICAL CABLE RUNWAY SUPPORT ASSEMBLY11

IT-603 DRAWN BY:

CHECKED BY:
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NOT TO SCALE
CLASSROOM WIRING DETAIL2

IT-604

NOT TO SCALE
TEACHING WALL DETAIL1

IT-604

WALL STUDS
1'-4" [407]

TYP.

FLOOR

NOTES:
1. THIS DRAWING IS DIAGRAMMATIC ONLY AND DOES NOT INDICATE EXACT CONDUIT

LENGTHS OR ROUTES.  CONDUIT SHALL BE INSTALLED TO ALIGN WITH DEVICE LOCATIONS
AS INDICATED ON FLOOR PLAN DRAWINGS, ARCHITECTURAL ELEVATIONS, AND OTHER
DRAWINGS AND SPECIFICATIONS.  IN SOME CASES, CONDUIT MAY BE REQUIRED TO BE
ROUTED TO AN ADJOINING WALL.  ALL CONDUIT ROUTES NOT WITHIN WALLS MUST BE
APPROVED BY ARCHITECT PRIOR TO INSTALLATION.

2. THE EXACT PLACEMENT OF BACKBOXES BEHIND THE PROJECTOR MOUNTING PLATE SHALL
BE VERIFIED IN THE FIELD.  A MOCKUP CLASSROOM WILL BE REQUIRED, INCLUDING
OBTAINING A PROJECTOR MOUNTING BRACKET FOR THE SPECIFIC PROJECTOR MODEL TO
BE INSTALLED. NOTIFY ARCHITECT AND TECHNOLOGY DESIGNER AT LEAST ONE WEEK
PRIOR TO MOCKUP CLASSROOM BEING COMPLETED TO SCHEDULE A SITE VISIT TO
REVIEW.

3. AT 'FUTURE INPUT' LOCATION LOCATED BELOW WHITEBOARD, TEL/DATA CONTRACTOR TO
FURNISH AND INSTALL A 2-GANG BLANK COVER PLATE. MATCH COLOR WITH ELECTRICAL
AND OTHER DEVICES IN ROOM.

4. ELECTRICAL DEVICES ON THIS DRAWING ARE FOR REFERENCE ONLY.  REFER TO
ELECTRICAL PLANS FOR ALL ELECTRICAL REQUIREMENTS.

5. TEL/DATA CONTRACTOR IS NOT RESPONSIBLE FOR CONDUIT SHOWN ON THIS DRAWING AS
IT WILL BE INSTALLED BY THE ELECTRICAL CONTRACTOR.  TEL/DATA CONTRACTOR SHALL
COORDINATE WITH E.C. FOR ALL CONDUIT RUNS TO CONFIRM PLACEMENT, BENDS, ETC.

3

4a

5

1

2

7

SHORT THROW PROJECTOR MOUNTING PLATE WITH CUTOUTS FOR TWO SINGLE-GANG
BACKBOXES (ONE FOR POWER AND ONE FOR A/V AND DATA).  BACKBOXES TO BE COORDINATED
IN FIELD TO ALIGN WITH CUTOUTS IN MOUNTING PLATE.  PROVIDE DOUBLE GANG BACKBOX FOR
A/V AND DATA WITH REDUCING RING FOR SINGLE-GANG FACEPLATE.

DOUBLE-GANG BACKBOX FOR A/V AND DATA.  REFER TO LEGEND AND FACEPLATE DETAIL
DRAWINGS FOR DEVICE CONFIGURATION.

DOUBLE-GANG BACKBOX FOR IN-WALL VOLUME CONTROL. REFER TO CLASSROOM WIRING
DIAGRAM.  BACKBOX AT 48" AFF.  FURNISH AND INSTALL REDUCING RING FOR SINGLE-GANG
VOLUME CONTROLLER.

DOUBLE DUPLEX RECEPTACLE PER ELECTRICAL DRAWINGS.  18" AFF.

DUPLEX RECEPTACLE PER ELECTRICAL DRAWINGS.  18" AFF

DUPLEX RECEPTACLE PER ELECTRICAL DRAWINGS.  COORDINATE WITH PROJECTOR MOUNTING
PLATE.

2" SLEEVE FROM CORRIDOR FOR LOW VOLTAGE CABLING ENTERING CLASSROOM.

1.25" CONDUIT FOR AV/DATA CABLING ROUTED TO ABOVE ACCESSIBLE CEILING.0.75" CONDUIT FOR
ELECTRICAL.  CONDUIT AS SHOWN IS FOR REFERENCE ONLY AND DOES NOT INDICATE ENTIRE

CONDUIT ROUTE.  REFER TO ELECTRICAL DRAWINGS.

1

3

2 4a4b 2

24c

4b

6

7

6
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1. NOTES:
FURNISH AND INSTALL ALL EQUIPMENT AS SHOWN (EXCEPT SHORT THROW PROJECTOR),
INCLUDING ALL CORDS AND CABLES FOR A FULLY FUNCTIONING SYSTEM.

2. HUBBELL 2-PORT PLENUM SURFACE MOUNT BOX TO BE LOCATED ABOVE SUSPENDED
CEILING IN VICINITY OF PROJECTOR.  LABEL SURFACE MOUNT BOX WITH CABLE ID'S.

3. AT FUTURE TEACHER STATION PLATE LOCATED BELOW WHITEBOARD AND PROJECTOR,
FURNISH AND INSTALL 2-GANG BLANK FACEPLATE.  COLOR TO MATCH OTHER WALL PLATE
DEVICES IN ROOM, AND TO BE COORDINATED WITH ARCHITECT.

ACT CEILINGACT CEILING

7

4a 2

6

5

66

PRIMARY INPUT
LOCATION (TS #1)
(TEACHER DESK)

FUTURE INPUT
LOCATION

(BELOW WHITEBOARD)
SECOND INPUT

LOCATION (TS #2)

4c

AUDIO

(1) CAT-6 FOR USB (1) CAT-6 FOR USB

USB CABLE  *

EPSON BRIGHTLINK
595WI PROJECTOR

IN FROM
PAGING SYSTEM

'SP2' CEILING SPEAKER
OWI #AMP-ER2BT6

WITH #AMP3SXFORMER
POWER SUPPLY

'SB' FACEPLATE BEHIND
SHORT-THROW PROJ.

SEE 1/IT-601.

'TS' FACEPLATE  #1
LOCATED AT

TEACHER DESK.
SEE 1/IT-601.

'TS' FACEPLATE  #2
LOCATED AT SECONDARY
LOCATION IN CLASSROOM.

SEE 1/IT-601.

AUDIO CABLE *

* HDMI, USB AND AUDIO PATCH CABLE
OF APPROPRIATE LENGTH FROM 'SB'
FACEPLATE TO PROJECTOR INPUTS

SHIELDED AUDIO CABLE

OWI #AMPSTVCW
VOLUME

CONTROLLER

LINE IN

LOCATED AT 48" AFF AT
LOCATIONS INDICATED ON

PROJECT DRAWINGS

AUDIO OUT
TO TEACHER

STATION #1

'SP3' CEILING SPEAKER
OWI #IC6

15 VDC POWER IN

#12 AWG POWER CABLE FROM
POWER SUPPLY IN DATA ROOM.
SEE DETAIL 3 ON THIS SHEET.

DATA DATA USBHDMI

FLOOR BOX MODULE
LEGRAND #DTB-2-4TKO

ACTIVE USB A-B CABLE
CABLES TO GO #38998
40 FT. MAX DISTANCE

FLOOR BOX MODULE NOTES:
1. FLOOR BOX MODULE IS ONLY APPLICABLE IN ROOMS

B104, B105, B108 AND B123.  SEE DRAWING NOTES ON
SHEET IT-112.

2. FOR ROOMS B104, B105, B109 AMD B123, HDMI AND USB
CABLES FROM FLOOR BOX SHALL BE CONNECTED TO 'SB'
FACEPLATE, AND HDMI AND USB CABLES FROM
SECONDARY 'TS' LOCATION TO BE COILED IN THE
CEILING ABOVE THE PROJECTOR.

3. FLOOR BOXES FURNISHED AND INSTALLED BY
ELECTRICAL CONTRACTOR.  TEL/DATA CONTRACTOR TO
FURNISH AND INSTALL CONNECTOR MODULE AND ALL
KEYSTONE INSERTS AS INDICATED.

NOTE: FOR ONE 'SP2' AND ONE 'SP3' SPEAKER, USE OWI
PART #AMP-ER2BT62 THAT WILL INCLUDE THE BACKCAN
AND TILE BRIDGE.  OTHERWISE, ORDER #BACKCAN AND
#TB6 SEPERATELY. FOR ONE 'SP2' AND THREE 'SP3'
SPEAKER, USE OWI PART #AMP-ER2BT64.  REFER TO
GENERAL NOTES ON SHEET IT-001 FOR BLUETOOTH
PROGRAMMING INFORMATION FROM MANUFACTURER.

HDMIHDMI

WALL-MOUNT
POWER SUPPLY

OWI# PS15V18C

120V AC
15 VDC TO CLASSROOM B101
15 VDC TO CLASSROOM B104
15 VDC TO CLASSROOM B105
15 VDC TO CLASSROOM B108
15 VDC TO CLASSROOM B111
15 VDC TO CLASSROOM B113
15 VDC TO CLASSROOM B115
15 VDC TO CLASSROOM B123
15 VDC TO CLASSROOM B126
15 VDC TO CLASSROOM B201
15 VDC TO CLASSROOM B203
15 VDC TO CLASSROOM B204
15 VDC TO CLASSROOM B205
15 VDC TO CLASSROOM B206
15 VDC TO CLASSROOM B208
15 VDC TO CLASSROOM B209
15 VDC TO CLASSROOM B210
15 VDC TO CLASSROOM B211
15 VDC TO CLASSROOM B221

NOTES:
1. EACH POWER SUPPLY CHANNEL TO PROVIDE 15VDC AT 1.5AMPS.

2. FURNISH AND INSTALL POWER SUPPLY PANELS TO SUPPORT ALL
CLASSROOMS AS SHOWN ON DRAWINGS.

3. COORDINATE LOCATION OF POWER SUPPLIES ON PLYWOOD BACKBOARDS IN
DATA ROOM.

4. ALL WIRING FROM POWER SUPPLY TO POWERED DEVICE TO BE 12 AWG
MINIMUM FOR LENGTHS UP TO 200'.  FOR LENGTHS GREATER THAN 200' USE 10
AWG WIRE.

5. FOR SPEAKERS IN BAND ROOM A123 AND CHORAL ROOM B125, USE OWI
POWER SUPPLY #PS15VDC35AL5 AND PLUG INTO WALL RECEPTACLE NEAR
TEACHER DESK.  ROUTE DC WIRING TO SPEAKERS INSIDE WALL TO WIRING IS
CONCEALED AS MUCH AS POSSIBLE.

AUDIO
OUT

OWI #AMPHUMELM
HUM ELIMINATOR

LINE IN

SEE FLOOR
BOX MODULE

NOTE #2
ABOVE

NOT TO SCALE
CLASSROOM AUDIO - POWER DETAIL3

IT-604

HDMI HDMI

HUBBELL 2-PORT
PLENUM SURFACE MOUNT

BOX #ISB1OWP

TWO (2) CAT-6 CABLES
FROM DATA ROOM

SEE NOTE #2

HDMI
CABLE *

HDMI
CABLE *

HDMI 1

HDMI 2

(1) HDMI CABLE
MONOPRICE ACTIVE SERIES

HDMI CABLE OR EQUAL.
LENGTH AS REQUIRED

(1) HDMI CABLE
MONOPRICE ACTIVE SERIES

HDMI CABLE OR EQUAL.
LENGTH AS REQUIRED

(1) HDMI CABLE
MONOPRICE ACTIVE SERIES

HDMI CABLE
LENGTH AS REQUIRED
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