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" cemer TITLE SHEET
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DRANINGS. DEBRIS SHALL BE COLLECTED ON A DAILY BASIS.

5) ALL EXISTING OR NEN CONSTRUCTION DISTURBED OR DAMAGED DURING THE
COURSE OF CONSTRUCTION SHALL BE RESTORED TO MATCH EXISTING
ADJACENT SURFACES OR ORIGINAL CONSTRUCTION.

6.) THE CONTRACTOR SHALL PROVIDE ALL STRUCTURAL SHORING, BRACING

GENERAL CONSTRUCTION

NOTES:

. \ ; / REVISION NMBER
L[] (5214[1}%—?(15 East Hartford. Connecticut 06108 AND SHEATHING AS REQUIRED FOR SAFETY AND FOR PROPER EXECUTION OF 1) ALL WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH APPLICABLE STATE OF 6.) IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT AND PRESERVE IN
I e ’ WORK AND HAVE SAME REMOVED WHEN WORK 15 COMPLETED. CONNECTICUT BUILDING AND FIRE SAFETY CODES OPERATIONAL CONDITION ALL UTILITIES TRAVERSING THE HORK AREA. DAMAGE TO ANY
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AN SHEET NMBER FROM SITE WORK. ALL COSTS OF SECURING PERMITS SHALL BE PAID BY THE CONTRACTOR.
1) EACH BIDDER WILL BE HELD TO HAVE EXAMINED THE PREMISES AND SATISFIED HIMSELF
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|. HAIRLINE SURFACE CRACKS
K E Y N 0 T E 5 A, COMMERCIALLY AVAILABLE SPACKLING PASTES SHALL BE USED FOR FILLING HAIRLINE CRACKS. FILL THE VOID USING A PUTTY FOR LARGER CRACKS / HOLES
OR BROAD KNIFE. STRIKE THE MATERIAL OFF FLUSH WITH THE PLASTER SURFACE. ~ PROVIDE ADDITIONAL LATH
B.  SAND LIGHTLY WHEN DRY IF NECESSARY, AND THEN RE-PAINT AS SPECIFIED. SUPPORT.
2. SURFACE CRACKS LARGER THAN HAIRLINE UP TO CREDIT CARD THICKNESS.
ETE?%TULJNSXEEOS Oﬁfg‘g@; OL\%)E x?é‘?”éﬁofﬁ% EXISTING A.  USE A READY MIX DRYWALL COMPOUND OR SETTING TYPE BY METHOD LISTED ABOVE. SETTING TYPE JOINT COMPOUNDS (UG EXIST. LATH APPROXIMATE
: : DURABOND OR EQUAL) SHRINK LESS THAN READY MIX COMPOUNDS AND MAY BE PREFERABLE FOR CRACKS ON THE WIDER SIDE OF THE LINE OF CRACK
SCALE. :
EXCAVATE AREA FOR ACCESS TO WATERPROOF STONE FOUNDATION. 3. LARGER CRACKS / SMALL HOLES C AI_)IT AL
A CLEAN OUT LOOSE PLASTER PARTICLES.
N E W W O R K B.  FILL CRACK/ HOLE WITH SETTING TYPE JOINT COMPOUND (US6 DURABOND OR EQUAL) WITH A BROAD KNIFE, STRIKING THE 5T COAT STUDIO
MATERIAL OFF FLUSH WITH THE SURFACE. ALLOW TO SET. hit ¢ LLC
C.  REINFORCE FILLED IN CRACK WITH DRYWALL TAPE EMBEDDED IN SETTING TYPE JOINT COMPOUND. FEATHER EDGES OUT TO EXIST. PLASTER architects
D. SAND LIGHTLY TO SMOOTH AND APPLY ANOTHER THIN COAT OF SETTING TYPE JOINT COMPOUND. ALLOW TO SET. REPEAT 860.289.3262 fax 860.289.3163
PROCEDURE AS NECESSARY TO COMPLETE THE REPAIR, TO MATCH ADJACENT SURFACES. PAINT AS SPECIFIED. — IND COAT
(1) INSTALL NEW PIPE COLUMN AND CONCRETE FOOTING. 4. SMALL PATCHES (LESS THAN 4 INCHES IN DIAMETER)
A CLEAN OUT LOOSE PLASTER PARTICLES. - —— FINISH COAT
(2)  EXCAVATE DIRT FLOOR TO APPROX. 6" DEPTH AND RELOCATE B.  APPLY BONDING AGENT (LARSEN PLASTER WELD OR EQUAL) TO EDGES OF EXISTING PLASTER AROUND THE HOLE TO BE FILLED. WIDEN CRACK and
DISPLACED DIRT TO EXISTING TRENCH IN BASEMENT. EXCAVATE FOR FOLLOW MANUFACTURER'S INSTRUCTIONS FOR APPLICATION. NOTES: FEATHER EDGES
FOOTINGS AS REQUIRED. COMPACT GRADE OF ENTIRE DIRT FLOOR. C.  OLD, DRY WOODEN LATH SHOULD BE DAMPENED WITH A WATER SPRAY MIST TO LIMIT SUCTION AND UNEVEN DRYING OF THE DETAIL FOR SMALL CRACK / HOLES SMOOTH, AS SHONN.
FURNISH AND INSTALL NON-WOVEN TEXTILE FABRIC AND CRUSHED PLASTER. RE. 3/ 11 FOR ADDIMONAL - ;
STONE AS DIRECTED IN SPECIFICATION SECTION 02090. INTERRUPT D.  FILL VOID WITH MILLED PLASTER PRODUCT (NATIONAL GYPSUM GOLD BOND, US6 RED TOP OR EQUAL). FILL VOID FULL FOR PLASTER REPAIR NOTES I APEBEWPRE%ED' B'INT" 5 I
FABRIC AND STONE AT NEW CONC. FTE5. SEE DETAIL 4/A-2.2. SMOOTH PATCH OR LEAVE SLIGHTLY RECESSED AS NECESSARY TO ACCOMMODATE SIMILAR FINISH TEXTURE.  PAINT AS SPECIFIED. ' 5T COAT wations
5. LARGE PATCHES : T
(3)  PLASTER REPAIRS, PAINT SPACES DISTURBED BY PLASTER REPAIRS. A SCRAPE AND REMOVE ANY LOOSE PLASTER OR DEBRIS,
B.  REINFORCE WITH EXPANDED METAL LATH, CUT SLIGHTLY SMALLER THAN OPENING, FASTENED TO FRAMING, NOOD LATH OR OTHER L E E E L
(3)  WATER PROOF STONE WALL. FIRNISH ¢ INSTALL FOOTING DRAIN IN SOLID SUBSTRATE. ALL LIGHTLY SMALL L m P AST R R PA | R D TAl -
THE EXCAVATED AREA. C.  APPLY BONDING AGENT (LARSEN'S PLASTER-WELD OR EQUAL) TO EDGES OF SOUND EXISTING PLASTER. ALl ) ccALE: &' = 10"
@ REMOVE EXISTING SIDING AND FLASHING AS REQUIRED. RE-FLASH D. RE-PLASTER USING THREE-COAT TECHNIQUE AS PER ASTM C 842 USING MILLED PLASTER PRODUCT (NATIONAL 6YPSUM GOLD ' 'I:‘
ROOF/WALL JUNCTION AND PROVIDE NEW SHEATHING WRAP OVER BOND, UsG RED TOP OR EGUAL). il w
ENTIRE REPAIR AREA. FURNISH AND INSTALL NEW SIDING TO MATCH 6. RE-SURFACING PLASTERED WALLS
EXISTING COLOR (PAINT TO MATCH) & EXPOSURE. STAGGER JOINTS. A, SAND SURFACE. PAINTED SURFACES MAY REQUIRE MORE PREPARATION. e
B.  APPLY BONDING AGENT (LARSEN'S PLASTER-WELD OR EQUAL). FOLLON MANUFACTURER'S INSTRUCTIONS FOR APPLICATION, 0 al al O Il
(6)  FURNISH & INSTALL NEW DOWNSPOUT- MATCH EXISTING. C.  FILL ANY LOW SPOTS WITH PREPARED VENEER BASECOAT GYPSUM PLASTER PRODUCT ( USG DIAMOND, NATIONAL GYPSUM ecticut
KAL-KOTE OR EQUAL). THICKNESS SHOULD BE NO GREATER THAN 1/4" PER LAYER. SCRATCH SURFACE FOR KEY OF NEXT LAYER AND
(7)  REMOVE EXISTING WINDOW AS HAZARDOUS WASTE IN ACCORDANCE ALLOW TO TAKE-UP SUFFICIENTLY OR DRY.
WITH SPEC SECTION 02090. FURNISH & INSTALL NEW REPLACEMENT D.  PARGE ENTIRE WALL AREA WITH VENEER BASECOAT AT APPROXIMATELY 1/16-3/32" THICKNESS.
WINDOWS IN ACCORDANCE WITH SPEC SECTION 08520. E.  EMBED 6LASS FIBER MESH ( EIFS TYPE SUCH AS DRYVIT, STO OR EQUAL) INTO THE FRESH VENEER PLASTER BASECOAT,
SCRATCHING SURFACE FOR SUBSEGUENT FINISH COAT. ALLOW TO TAKE-UP SUFFICIENTLY OR DRY.
A g o SrUTTERS, TURRISH ¢ INSTALL NEW F.  APPLY FINAL FINISH VENEER PLASTER (NATIONAL GYPSUM KAL-KOTE, U6 IMPERIAL, LIME AND GAUGING).
’ 7. GENERAL CEILING REPAIR NOTE —— ——
RE-SECURE AND RESTORE EXISTING PORCH LATTICE WORK T0 A, FASTEN USG' EQUAL GALY. DIAMOND METAL LATH TO EXIST. PLASTER CEILING W/ GALY. FASTENERS. REPLASTER WITH BASE e
- COAT EQUAL TO 56" IMPERIAL BASECOAT and STRUCTO-BASE GYPSUM PLASTER, SAND FLOAT. - — -
ORIGINAL FORM. PROVIDE ANY MISSING OR REPLACE ANY DAMAGED 8. GENERAL MALL REPAIR NOTE an ©)
ELEMENTS. PAINT TO MATCH EXISTING. A, CLEANWALLS OF LOOSE PLASTER, FASTENERS and OTHER DEBRIS.
B.  DRILL MAX. I/2"0 HOLES at 4-6 INCHES O.C. HORIZONTALLY and VERTICALLY. =
AFTER INSTALLATION OF FOOTING DRAIN, PROVIDE CLEAN FILL AND A U
@ TOPSOIL (6" MIN) SLOPED TO DRAIN AWAY FROM BUILDING. RESET C.  PROVIDE UsG' IMPERIAL BASECOAT and STRUCTO-BASE GYPSUM PLASTER, SAND FLOAT. ©
EXISTING STONE STEPS AND SEED NEW LAWN IN ENTIRE DISTURBED
AREA. L
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TEMPORARILY SUPPORT EXISTING FLOOR STRUCTURE. REMOVE EXISTING N Z 1379 MAIN STREET EAST HARTFORD CT. 06108
LALLY COLUMN AND FOOTING. REMOVE EXIST'G WOOD COLUMN. @ 860.289.3262 fax 860.289.3163

EXCAVATE AREA FOR ACCESS TO WATERPROOF STONE FOUNDATION.

NEAN WORK

KEYNOTES || =o-sl L5 ©

%

INSTALL NEW PIPE COLUMN AND CONCRETE FOOTING.

-
]

@ EXCAVATE DIRT FLOOR TO APPROX. 6" DEPTH AND RELOCATE
DISPLACED DIRT TO EXISTING TRENCH IN BASEMENT. EXCAVATE FOR
FOOTINGS AS REQUIRED. COMPACT GRADE OF ENTIRE DIRT FLOOR.
FURNISH AND INSTALL NON-WOVEN TEXTILE FABRIC AND CRUSHED
STONE AS DIRECTED IN SPECIFICATION SECTION 02090. INTERRUPT
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WATER PROOF STONE WALL. FURNISH & INSTALL FOOTING DRAIN IN
THE EXCAVATED AREA.

REMOVE EXISTING SIDING AND FLASHING AS REQUIRED. RE-FLASH
ROOF/MALL JUNCTION AND PROVIDE NEW SHEATHING WRAP OVER , >
ENTIRE REPAIR AREA. FURNISH AND INSTALL NEW SIDING TO MATCH V)
EXISTING COLOR (PAINT TO MATCH) ¢ EXPOSURE. STAGGER JOINTS.

FURNISH & INSTALL NEW DOWNSPOUT- MATCH EXISTING.
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REMOVE EXISTING WINDOW AS HAZARDOUS WASTE IN ACCORDANCE
WITH SPEC SECTION 02090. FURNISH ¢ INSTALL NEW REPLACEMENT
WINDOWS IN ACCORDANCE WITH SPEC SECTION 08520.

REMOVE ALL EXIST. SHUTTERS. FURNISH ¢ INSTALL NEW
WINDOW SHUTTERS - MATCH EXISTING.
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TEMPORARILY SUPPORT EXISTING FLOOR STRUCTURE. REMOVE EXISTING 7
LALLY COLUMN AND FOOTING. REMOVE EXIST'G WOOD COLUMN.

" CAPITAL
STUDIO

architects LLC

@ 1379 MAIN STREET EAST HARTFORD CT. 06108
860.289.3262 fax 860.289.3163

EXCAVATE AREA FOR ACCESS TO WATERPROOF STONE FOUNDATION.

NEAN WORK
KEYNOTES

INSTALL NEW PIPE COLUMN AND CONCRETE FOOTING.

(2)  EXCAVATE DIRT FLOOR TO APPROX. 6* DEPTH AND RELOCATE (o) /@

I

TR

DISPLACED DIRT TO EXISTING TRENCH IN BASEMENT. EXCAVATE FOR
FOOTINGS AS REQUIRED. COMPACT GRADE OF ENTIRE DIRT FLOOR.
FURNISH AND INSTALL NON-WOVEN TEXTILE FABRIC AND CRUSHED [ 1
STONE AS DIRECTED IN SPECIFICATION SECTION 02090. INTERRUPT
FABRIC AND STONE AT NEW CONC. FTGS. SEE DETAIL 4/A-2.2.

PLASTER REPAIRS. PAINT SPACES DISTURBED BY PLASTER REPAIRS.

WATER PROOF STONE WALL. FURNISH & INSTALL FOOTING DRAIN IN :
THE EXCAVATED AREA. == ;

REMOVE EXISTING SIDING AND FLASHING AS REGUIRED. RE-FLASH v N
ROOF/WALL JNCTION AND PROVIDE NEW SHEATHING WRAP OVER %) \ @
/

ENTIRE REPAIR AREA. FURNISH AND INSTALL NEW SIDING TO MATCH
EXISTING COLOR (PAINT TO MATCH) ¢ EXPOSURE. STAGGER JOINTS.

FURNISH ¢ INSTALL NEW DOWNSPOUT- MATCH EXISTING. i s e

REMOVE EXISTING WINDOW AS HAZARDOUS WASTE IN ACCORDANCE
WITH SPEC SECTION 02090. FURNISH ¢ INSTALL NEW REPLACEMENT
WINDOWS IN ACCORDANCE WITH SPEC SECTION 08520.

REMOVE ALL EXIST. SHUTTERS. FURNISH ¢ INSTALL NEW < '
WINDOW SHUTTERS - MATCH EXISTING. -—/ -—/

® & 0066 OOOO

RE-SECURE AND RESTORE EXISTING PORCH LATTICE WORK TO
ORIGINAL FORM. PROVIDE ANY MISSING OR REPLACE ANY DAMAGED
ELEMENTS. PAINT TO MATCH EXISTING.

AFTER INSTALLATION OF FOOTING DRAIN, PROVIDE CLEAN FILL AND
TOPSOIL (6" MIN.) SLOPED TO DRAIN AWAY FROM BUILDING. RESET
EXISTING STONE STEPS AND SEED NEW LAWN IN ENTIRE DISTURBED
AREA.

®

REPLACE DAMAGED OR FURNISH AND INSTALL MISSING GUTTERS AND

DORNSPOUTS- MATCH EXISTING. m PARTIAL WNEST ELEVATION m NEST ELEVATION
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