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5/18/17 ADDENDUM NO. 4, REVISE TABLE AND ADD NOTE

ANY NEW STRUCTURE AFTER TESTING.

TEST PILES SHALL BE CUTOFF AT LEAST THREE FEET BELOW FINAL GRADE OR

A VERIFICATION TEST SHALL BE PERFORMED ON TWO SACRIFICIAL MICROPILES.10.

THE LEVEL OF FINAL PILE CUTOFF.

PILE INSTILLATION TOLERANCES (SEE SPECIFICATION FOR MICROPILES) APPLY TO9.

INSTALLATION SEQUENCE.

TEST PILE LOCATION SHALL BE DETERMINED IN FIELD BASED ON CONTRACTOR'S8.

A MINIMUM OF TEN PERCENT OF ALL PRODUCTION PILES SHALL BE PROOF TESTED.7.

VERIFICATION TESTS ARE PERFORMED AND APPROVED BY THE ENGINEER.

THE CONTRACTOR SHALL NOT INSTALL ANY PRODUCTION MICROPILES UNTIL MICROPILE6.

THE COST OF CAP ANCHORAGE PLATE AND NUT SHALL BE INCLUDED IN THE ITEM "MICROPILES".5.

RECOVERED FROM THE DRILLING OPERATIONS.

THE CONTRACTOR SHALL PROPERLY DISPOSE OF ALL MATERIALS (CUTTINGS, ETC.)4.

SOIL BORING LOGS.

EXISTING RAILROAD EMBANKMENT AND BELOW GROUND LEVEL.  REFER TO EXISTING

EXISTING FOUNDATIONS AND OTHER MISCELLANEOUS MATERIALS WITHIN THE

THE CONTRACTOR IS ADVISED TO THE POSSIBLE PRESENCE OF BOULDERS, RUBBLE,3.

MICROPILES WILL BE DRILLED THROUGH ALL MATERIALS ENCOUNTERED.2.

"MICROPILES" FOR ADDITIONAL REQUIREMENTS.

THE LOAD CAPACITIES INDICATED ON THE PLANS.  SEE SPECIAL PROVISIONS

THE CONTRACTOR SHALL DESIGN AND INSTALL MICROPILE THAT WILL DEVELOP1.
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