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NOTICE TO BRIDGE INSPECTORS

COMPONENT OR DETAIL STRUCTURE SHEET REFERENCE

FOLLOW NORMAL INSPECTION PROCEDURES --
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DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

OF WORK WHICH WILL BE REQUIRED.

THE CONDITIONS OF ACTUAL QUANTITIES 

IN NO WAY WARRANTED TO INDICATE 

INVESTIGATIONS BY THE STATE AND IS

SHEETS IS BASED ON LIMITED 

QUANTITIES OF WORK, SHOWN ON THESE 

THE INFORMATION, INCLUDING ESTIMATED 

9/29/2017
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IN DISTRICT 4

GENERAL DRAFTING:

#

S-X

#

S-0X

SECTION

GENERAL CALLOUT

BEAM END REPAIR AND 

BEARING REPLACEMENT 

DIRECTED BY THE MANAGER OF BRIDGE SAFETY AND EVALUATION.

WITH THE GOVERNING MANUALS FOR BRIDGE INSPECTION, UNLESS OTHERWISE

THE FREQUENCY OF INSPECTION OF THIS STRUCTURE SHALL BE IN ACCORDANCE

THE IMPORTANCE OF INSPECTION OF ANY OTHER COMPONENT OF THE STRUCTURE).

OF COMPONENTS FOR SPECIFIC ATTENTION SHALL NOT BE CONSTRUED TO REDUCE

TO INSPECTING THE FOLLOWING SPECIAL COMPONENTS AND DETAILS.  (THE LISTING

IN THE GOVERNING MANUALS FOR BRIDGE INSPECTION.  ATTENTION MUST BE GIVEN

INSPECTED FOR, BUT NOT LIMITED TO, ALL APPLICABLE COMPONENTS INDICATED

THE DEPARTMENT'S BRIDGE SAFETY PROCEDURES REQUIRE THIS BRIDGE TO BE

VARIOUS

GENERAL NOTES

S-X = DRAWING NUMBER WHERE SECTION "#" RESIDES

S-0X = DRAWING NUMBER WHERE SECTION "#" COMES FROM

# = SECTION DESIGNATOR
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60

NONE

QUANTITY

FT

IN

UNIT

WITHOUT THE PRIOR APPROVAL OF THE ENGINEER.

CONSTRUCTION JOINTS, OTHER THAN THOSE SHOWN ON THE PLANS, WILL NOT BE PERMITTED 

CONSTRUCTION JOINTS:

ALL REINFORCEMENT SHALL BE ASTM A615 GRADE 60.

 REINFORCEMENT:

OTHERWISE.

REINFORCEMENT SHALL HAVE TWO INCHES OF COVER, WHERE POSSIBLE, UNLESS DIMENSIONED 

 CONCRETE COVER:

EXPOSED EDGES OF CONCRETE SHALL BE BEVELED 1" X 1" UNLESS DIMENSIONED OTHERWISE.

EXPOSED EDGES:

 SEE SPECIAL PROVISIONS.JOINT SEAL:

 SEE SPECIAL PROVISIONS.VARIABLE DEPTH PATCH:

 SEE SPECIAL PROVISIONS.PARTIAL DEPTH PATCH:

 SEE SPECIAL PROVISIONS.FULL DEPTH PATCH (HIGH EARLY STRENGTH CONCRETE):

DETERMINATION IS AT THE DISCRETION OF THE ENGINEER. SEE SPECIAL PROVISIONS.

PATCH CAN BE SECURELY ANCHORED BY THE REINFORCING OR WELDED WIRE FABRIC. THIS 

THERE IS A SUFFICIENT TOTAL VOLUME TO JUSTIFY THE USE OF THIS MATERIAL AND WHERE THE 

MATERIAL. CLASS "S" CONCRETE MAY BE USED FOR AREAS SMALLER THAN 1 SQUARE FOOT WHERE 

FOOT AND REINFORCING BARS ARE SUFFICIENTLY EXPOSED TO ENGAGE AND ANCHOR THE PATCHING 

CLASS "S" CONCRETE SHALL BE USED IN REPAIR LOCATIONS WHERE THE AREA EXCEEDS 1 SQUARE 

CLASS "S" CONCRETE:

THE USE OF STAY-IN-PLACE FORMS ARE NOT ALLOWED.

STAY-IN-PLACE FORMS:

CONCRETE NOTES:

BE ALLOWED TO BE STOCKPILED OR STORED ON THE SUPERSTRUCTURE.

AT NO TIME DURING CONSTRUCTION AND STEEL REPAIR OPERATIONS SHALL MATERIALS OR EQUIPMENT 

LOAD RESTRICTIONS:

NONE.

SALVAGE:

UTILITIES" AND THE SPECIAL PROVISION "PROTECTION AND SUPPORT OF EXISTING UTILITIES".

COORDINATION WITH EXISTING UTILITIES", "NOTICE TO CONTRACTOR - PROTECTION OF EXISTING 

OF EXISTING UTILITIES WHILE COMPLETING THE REQUIRED WORK. SEE "NOTICE TO CONTRACTOR - 

THE CONTRACTOR SHALL TAKE THE PROPER PRECAUTIONS TO ENSURE THERE WILL BE NO DISRUPTION 

UTILITIES: 

PROVISIONS "MAINTENANCE AND PROTECTION OF TRAFFIC" & "PROSECUTION AND PROGRESS."

ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE TRAFFIC SUBSET, AND THE SPECIAL 

 TRAFFIC:

OF THE REVIEWER.

SUBMITTED FOR APPROVAL, THE FIELD MEASUREMENTS SHALL ALSO BE SUBMITTED FOR THE REFERENCE 

RESPONSIBILITY FOR THEIR ACCURACY. WHEN SHOP DRAWINGS BASED ON FIELD MEASUREMENTS ARE 

MEASUREMENTS NECESSARY TO ASSURE PROPER FIT OF THE FINISHED WORK, AND SHALL ASSUME FULL 

REPORTS AVAILABLE AT THE TIME AND ARE NOT GUARANTEED. THE CONTRACTOR SHALL TAKE ALL FIELD 

ONLY. THEY HAVE BEEN TAKEN FROM ORIGINAL DESIGN DRAWINGS AND FROM BRIDGE INSPECTION 

DIMENSIONS OF THE EXISTING STRUCTURES SHOWN ON THESE PLANS ARE FOR GENERAL REFERENCE 

 EXISTING DIMENSIONS:

DIGITS SHALL BE ASSUMED TO BE ZEROS.

WHEN DECIMAL DIMENSIONS ARE GIVEN TO LESS THAN THREE DECIMAL PLACES, THE OMITTED 

 DIMENSIONS:

CONCRETE PLACEMENT IN THE AREAS ADJACENT TO REPAIRED JOINTS, SEE DWG. NO. S-09.

TO MATCH EXISTING AND TO OBTAIN REQUIRED CROSS-SLOPE. FOR REQUIREMENTS OF BITUMINOUS 

(1" THICK), TRAFFIC LEVEL 2, AND THE SECOND SHALL BE PMA S0.375 (1.5"-2" THICK), TRAFFIC LEVEL 3, 

REPLACED IN ITS ENTIRETY, THE OVERLAY SHALL CONSIST OF TWO LIFTS. THE FIRST SHALL BE HMA S0.25 

FOR BRIDGES WHERE EXISTING BITUMINOUS CONCRETE OVERLAY AND MEMBRANE WATERPROOFING IS 

BITUMINOUS CONCRETE OVERLAY:

FLOOD ZONE.

PAINT AND DEBRIS COLLECTED FROM PAINT REMOVAL MUST BE STORED OUTSIDE THE 500 YEAR

PAINT AND DEBRIS:

STANDARD COLOR, AND MATCH EXISTING.

COAT MATERIAL ON REPAIR AND EXISTING STRUCTURAL STEEL SHALL CONFORM TO FEDERAL 

OF EXISTING STEEL" AND "STRUCTURAL STEEL REPAIRS (SITE NO. X)". THE COLOR OF THE TOP 

FIELD PAINTING OF BEAM ENDS (SITE NO. X)", "LOCALIZED PAINT REMOVAL AND FIELD PAINTING 

CLEANING AND FIELD PAINTING OF STRUCTURE (SITE NO. X)", "ABRASIVE BLAST CLEANING AND 

PAINT SHALL CONFORM TO THE REQUIREMENTS OF THE SPECIAL PROVISION "ABRASIVE BLAST 

PAINT:

SEE STRUCTURE SHEET NOTES FOR DESIGNATIONS AND REQUIREMENTS.

STRUCTURAL STEEL:

NONE

FUTURE PAVING ALLOWANCE:

HL-93 (STEEL REPAIRS ONLY)

 LIVE LOAD:

AND PRIOR TO ALLOWING TRAFFIC ON THE PATCHED SURFACES.

PLACEMENT OF  "MEMBRANE WATERPROOFING (WOVEN GLASS FABRIC)" 

- SHALL ATTAIN A MINIMUM COMPRESSIVE STRENGTH OF 3,500 psi PRIOR TO 

- SHALL ATTAIN A 28 DAY COMPRESSIVE STRENGTH OF 5,000 psi, AND

- SHALL ATTAIN A 1 HOUR MINIMUM COMPRESSIVE STRENGTH OF 2,500 psi

HIGH EARLY STRENGTH CONCRETE:

Fy = 50,000 psiSTRUCTURAL STEEL (AASHTO M270, GRADE 50)

WELDED WIRE FABRIC: SHALL CONFORM TO THE REQUIREMENTS OF ASTM A 185 (AASHTO M 55)

fy = 60,000 psiREINFORCEMENT: (ASTM A615 GRADE 60)

f'c = 4,000 psiBASED ON CLASS "F" CONCRETE

f'c = 5,000 psiBASED ONCLASS "S" CONCRETE 

ALLOWABLE DESIGN STRESSES:

BRIDGE DESIGN MANUAL (2003).

THROUGH 2016, AS SUPPLEMENTED BY THE CONNECTICUT DEPARTMENT OF TRANSPORTATION 

AASHTO LRFD BRIDGE DESIGN SPECIFICATION, (AASHTO 7TH EDITION, 2014) INCLUDING INTERIM'S 

 DESIGN SPECIFICATIONS:

JANUARY 2017, AND SPECIAL PROVISIONS.

CONNECTICUT DEPARTMENT OF TRANSPORTATION FORM 817 (2016), SUPPLEMENTAL SPECIFICATIONS 

SPECIFICATIONS:

GENERAL NOTES:

WORK IN, NOR GAIN ACCESS THROUGH, ANY EXISTING WETLAND AREA.

CONSTRUCTION OF AN ACCESS ROAD IS NOT PERMITTED. THE CONTRACTOR IS NOT PERMITTED TO PERFORM 

DISTURBANCE TO THE EXISTING SOIL, IS NOT PERMITTED WITHOUT APPROVAL OF THE ENGINEER. THE 

ANY MEANS OF ACCESS TO THE STRUCTURE BY TRACKED MACHINERY OR OTHERWISE, THAT MAY RESULT IN 

STEEL REPAIRS (SITE NO. X)" SEE SPECIAL PROVISIONS.

SCAFFOLDING USED FOR STEEL REPAIRS SHALL BE INCLUDED FOR PAYMENT UNDER THE ITEM "STRUCTURAL 

PROVISIONS "PROSECUTION AND PROGRESS" FOR LIMITATION OF CONTRACTOR'S OPERATIONS.

APPROPRIATE UTILITY COMPANIES, AND SHALL BE PERFORMED AS DIRECTED BY THE ENGINEER. SEE SPECIAL 

ALL DEMOLITION AND CONSTRUCTION OPERATIONS SHALL BE COORDINATED BY THE CONTRACTOR WITH 

PRIOR TO MAJOR STEEL REPAIRS BEING COMPLETED.

ERECTION OF THE FULL CONTAINMENT STRUCTURE COMPONENTS FOR FULL PAINTING WILL BE ALLOWED 

WITH THE "SEQUENCE OF OPERATIONS".

ERECTION OF THE CONTAINMENT PLATFORM/SCAFFOLDING UNDER THE BRIDGE SHALL BE DONE IN ACCORDANCE 

CONTAINED IN SECTION 1.08 OF THE SPECIAL PROVISIONS "PROSECUTION AND PROGRESS".

THAT TRAVEL LANES ARE OPEN TO TRAFFIC IN ACCORDANCE WITH "LIMITATION OF OPERATIONS" CHARTS

THE CONTRACTOR IS CAUTIONED THAT HE ONLY WILL BE PERMITTED TO PERFORM THE WORK WHILE ENSURING

AND AS DIRECTED BY THE ENGINEER. 

QUANTITIES. THE CONTRACTOR SHALL PERFORM ALL WORK IN ACCORDANCE WITH FIELD CONDITIONS 

CONDITIONS MAY VARY AND MAY REQUIRE MODIFICATIONS TO CONSTRUCTION DETAILS AND WORK 

INVESTIGATIONS AND BRIDGE INSPECTION REPORTS, AVAILABLE AT THE TIME. THE ACTUAL FIELD 

PRIOR TO THE COMMENCEMENT OF WORK. THESE PLANS HAVE BEEN PREPARED BASED ON LIMITED FIELD 

PROJECTS, THE EXACT EXTENT OF REHABILITATION WORK CANNOT ALWAYS BE ACCURATELY DETERMINED 

THE CONTRACTOR'S ATTENTION IS DIRECTED TO THE FACT THAT DUE TO THE NATURE OF REHABILITATION 

NOTES:
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