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GENERAL NOTES:

1.

THE CONTRACTOR SHALL COORDINATE WITH EVERSOURCE FOR

THE PROPOSED UTILITY POLE RELOCATIONS. ﬁ'T_;JOSSTfSlléégm’l
2. SEE DRAWING NO. MPT-04 FOR CONSTRUCTION SIGNS AND E 1033785 025
TEMPORARY PAVEMENT MARKINGS. 3N -
3. SEE DRAWING NO. DRN-01 FOR DRAINAGE PLAN. X S90° 00'00.00"E
4.  AFTER ROADWAY CONSTRUCTION, CONTRACTOR SHALL REMOVE XD
TEMPORARY ROADWAY AND GRADE ACCORDING TO PLANS.
5. THE CONTRACTOR SHALL COORDINATE WITH THE RAILROAD CONSTRUCT PROPOSED INLET PIPES BEFORE TEMPORARY ROAD
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RELOCATE UTILITY POLE
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CURVE NO. T-4
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TEMP., HARVEY LANE CURVE DATA

CONNECTICUT |
COORDINATE GRD |

APPROXIMATE TEMP. CROSSING SURFACE (BY OTHERS) CURVE NO. T-1 CURVE NO. T-2 CURVE NO. T-3 CURVE NO. T-4
R = 250.00' R = 150.00' R = 150.00' R = 250.00'
L= 111.84' L = 64.47' L = 94.09' L = 110.84"
T = 56.87' T = 32.74' T = 48.65' T = 56.35'
SUGGESTED STAGE CONSTRUCTION SEQUENCE DELTA = 25° 37'56.25" LT DELTA = 24° 37'31.96" RT DELTA = 35° 56'23.881" RT DELTA = 25° 24'12.095" LT
STAGE 1 P.I. N 905444.567 P.I. N 905481.908 P.I. N 905481.908 P.I. N 905420.280
. INSTALL INLET PIPES AS SHOWN ON DRAWING NO. MPT-01. E 1033667.82 E 1033749.825 E 1033882.295 E 1033967.306
2.  CONSTRUCT TEMPORARY HARVEY LANE.
STAGE 2
1. SHIFT TRAFFIC TO TEMPORARY HARVEY LANE.
2. INSTALL REMAINDER OF DRAINAGE AS SHOWN ON DRAWING NO. MPT-01
3. CONSTRUCT THE TEMPORARY CROSSING SURFACE (BY OTHERS).
4, CONSTRUCT THE ROADWAY APPROACHES.
5. REMOVE AND RESTORE TEMPORARY HARVEY LANE.
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MPT NOTES
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STATE LIABILITY LIMITED

GENERAL STATUSE SEC. 13a-115, 13a-145
COMMISSIONER OF TRANSPORTATION

MARKING

THIS PLAN IS INTENDED TO DESCRIBE MAINTENANCE AND PROTECTION OF TRAFFIC
ACTIVITIES ASSOCIATED WITH DETOURING TRAFFIC FOR THE RAILROAD CROSSING
SURFACE AND RAILROAD FLASHING LIGHTS AND GATES. IN GENERAL, MAINTENANCE
AND PROTECTION OF TRAFFIC ACTIVITIES SHALL BE PERFORMED IN ACCORDANCE WITH
CTDOT FORM 817 AND SUPPLEMENTAL SPECIFICATIONS AND SPECIAL PROVISIONS
CONTAINED IN THE PROJECT'S CONTRACT DOCUMENTS.

. ALL ADVANCE WARNING SIGNS TO BE POST MOUNTED.

EXISTING TRAFFIC SIGNS SHALL BE REMOVED OR COVERED IF IN CONFLICT

WITH THE TRAFFIC CONTROL PLAN.
DISTANCE BETWEEN CONSTRUCTION SIGNS MAY BE REVISED BY THE ENGINEER
TO MEET FIELD CONDITIONS.

UPON COMPLETION OF THE WORK, EXISTING TRAFFIC SIGNS AND PAVEMENT
MARKINGS SHALL BE RE-ESTABLISHED AS DIRECTED BY THE ENGINEER.

EXACT LOCATION OF ALL TRAFFIC CONTROL DEVICES TO BE APPROVED

BY THE ENGINEER.

CONSTRUCTION SIGNS TO BE PAID UNDER ITEM #1220027 - "CONSTRUCTION
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